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INTRODUCTION 
The study of the chemical reactions involved in coal liquefaction is aided by 

elucidation of the processes occurring in the very early stages (low conversions), before 
secondary reactions of the products become significant. To this end, as reported in previous 
papers',*, we have developed a reactor system capable of carrying out liquefaction reactions 
at accurately known reaction times from as short as a few seconds (low conversions) to as 
long as 60 min or more. The analytical methods to monitor these reactions must provide 
sensitive measures of the coal conversion and product yield information. We have found 
thermogravimetric analysis (TGA) useful since it provides sensitive, rapid and reproducible 
results concerning the various weight loss changes that can be connected to the physical and 
chemical changes occurring during coal liquefaction. 

Thermogravimetric analysis has other desirable features as well. First, only very 
small samples (about 30 mg) are required for each TG run. Second, by suitable adjustments 
in the work-up procedures and the TG running parameters, such as heating rate and 
atmosphere, thermogravimetric analyses yield important information concerning the reaction 
pathways. 

It is to illustrate the usefulness of thermogravimetric analysis of coal liquefaction 
products that this paper is presented. 

EXPERIMENTAL 
Apparatus. The design and operation of the SCTBR reactor system have been 

described in detail previously'. In brief, both the empty preheater and reactor are 
immersed in a Techne IFB-52 fluidized sand bath. They are brought up to the 
predetermined reaction temperature prior to the start of the reaction. High pressure 
nitrogen gas provides the driving force to deliver the reaction mixture of a coal-tetralin 
slurry from a small blow case into the empty reactor through the preheater tubing. 
Nitrogen gas is then bubbled through the reactor from the bottom to provide the agitation 
needed in the heterogeneous reaction system. The degree of agitation is controlled by the 
exit gas flow rate from the top of the reactor. The temperature of the reactant mixture (ca. 
30 g) approaches the desired reaction temperature to within 5-8 "C of preset temperature 
during the transport process (approximately 0.3 seconds). This temperature is maintained 
within k2 "Cduring the experiment. At a preselected reaction time, high pressure nitrogen 
gas is again used to drive the reactor contents from the reactor into a cold receiver through 
the precooler. Both receiver and precooler are immersed in a water bath. Cooling of the 
product mixture to about 25 "C is achieved within 0.3 seconds. 

Coal Liquefaction Runs. All reactions were run as mixtures of tetralin (T, the H- 
donor solvent) and coal (C) at ratio. of TIC = 8. About 4 grams of coal were used for each 
reactor run together with added tetralin to make up the reactant slurry. The reactor runs 
are summarized in Table 1. Hold up of material on the surfaces of the reactor, preheater, 
and precooler prevented complete recovery of the reaction products. However, the 
recoveries were high, and varied from about 80-90 wt%. The measure of conversion and 
subsequent analytical results were therefore based on representative aliquots. 

Thermogravimetric Analysis. The thermogravimetric analyzer (TGA) was a Model 
51 TGA (TA Instruments, New Castle, Delaware). A representative TG scan on the Illinois 
#6 coal from the ArgoMe Premium Coal Sample program is shown in Figure 1. The 
weight loss resulting from heating in nitrogen at 100 cm3(STP)/min with a heating rate of 
10"Clmin to 950°C and hold for 7 min at 950 "C defines the amount of volatile matter 
(VM). For this illustrative sample VM was 36.64 wt%. Further weight loss occurred at 
950°C after the introduction of oxygen. This was due to the oxidation of the remaining 
combustible material, the so called "fixed carbon (FC)", in the char, which amounted to 
48.42 wt% for the illustrative sample of Figure 1. The residue represents the ash content 
(14.94 wt%). Thus the two phases, Le., 1) the heating rate to 950"Cin nitrogen and hold 
for 7 min; and 2) the oxidation at 95OoC, provided measures of VM, FC, and Ash, 
respectively. The experimental error for determination of these TGA characteristic 
variables (VM, FC, and Ash) is less than *2% of the measured values. 

Themogravimetric analysis can also be run in a hydrogen atmosphere. This provides 
additional information regarding the structure of coal and liquefaction residue. However, 
it is required that nitrogen be introduced to replace hydrogen in the TGA system for about 
10 min before the introduction of oxygen. 
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RESULTS AND DISCUSSION 
Effect of Heating Rate and Atmosphere in TG Runs. The effect of heating rate on 

the DTG analysis of the Illinois #6 coal is illustrated in Figure 2. The two small peaks in 
the VM portion of the DTG curves gradually disappear as heating rate increases. This is 
due to the lower resolution of DTG profile at the higher heating rate. The DTG curves of 
the Illinois #6 coal in nitrogen and in hydrogen demonstrated in Figure 3 show the similar 
pyrolysis rate patterns. However, all three peak temperatures in the VM portion of TG 
pyrolysis in hydrogen are shifted to lower temperatures than those of TG pyrolysis in 
nitrogen. 

Figures 4(a), 4(b) and 4(c) show plots of VM for Illinois #6, Utah Blind Canyon 
bituminous coals and Wyodak Black Thunder subbituminous coal, respectively. They were 
determined by TG pyrolysis in nitrogen and in hydrogen at heating rates varying from 
10"C/min to 200"Clmin. The heating rate had a strong effect on the volatile matter in 
nitrogen and in hydrogen. The VM yields in nitrogen (VM,,) increased with increasing 
heating rate until it leveled off at about 50 "C/min. This can be tentatively attributed to 
an unstable component in the coal when the volatile product is only slowly removed from 
the coal in nitrogen which results in free radical retrograde reactions and low volatile yields. 
The VM yields in hydrogen (VM,,) are always higher than those in nitrogen. This is 
because the presence of hydrogen in the TG pyrolysis apparently stabilizes or quenches 
these radicals to give the higher VM yields. VM,, decreased with increasing heating rate. 
This may be due to the longer pyrolysis times at the low heating rates. The different 
behavior in VM determined by TGA shown by the various coals in nitrogen and in 
hydrogen (see Figure 4) may represent an indication of the potential relative instabilities 
of the various coals. While the Illinois and Utah bituminous coals showed similar behavior 
with heating rate in hydrogen or nitrogen atmosphere, the Wyodak subbituminous coal 
showed only a small effect of heating rate on VM in the presence of nitrogen and quite a 
strong and reverse effect in the presence of hydrogen. Further research is being directed 
toward a better understanding of these phenomena. 

Conversion Determination and Work-up Procedures for Coal liquefaction Runs. 
During coal liquefaction, the mineral matter of the coal primarily remains with the 
unconvcrted coal, and is essentially insoluble in the tetralin. The coal liquids, however, are 
largely extracted into the tetralin solvent, although some remain with the coal residue. This 
provides a means of measuring the conversion of the coal by determining the ash content 
of the residue when it has been washed free of the coal liquids. All the tetralin and 
tetralin-derived products must also be removed or an error in the conversion calculation will 
result. The conversion can be calculated using Eq. 1: 

Conversion = (1 - - & ) x l o o  ( w t % )  (1) 
X 

where X, and X are the ash contents of the control sample and the coal liquefaction 
residue, respectively. The control sample is the original coal which is processed exactly as 
a liquefaction residue except running at room temperature. 

After a liquefaction run, the product mixture is filtered and the residue washed with 
tetralin thoroughly and dried in a vacuum oven at about 105"Cfor 48 hours. A DTG curve 
for one of these samples is shown in Figure 5 .  Comparison of this curve with that of 
uiueacted coal shows that there is an incomplete peak on the low temperature side of the 
principal VM peak in the coal residue. That this is due to the presence of residual tetralin 
is shown by a control sample treated by processing a tetralin-coal slurry through the reactor 
at room temperature. To measure the coal conversion accurately, the tetralin and the 
tetralin-derived materials as well as the coal liquefaction liquid products must be removed 
from the residue. The most satisfactory solvent we have found for this purpose is methylene 
chloride (see Figure 5). The tetralin peak disappears after methylene chloride washing. 
For this reason, we have adopted the work-up procedure including the methylene chloride 
treatment. 

The conversion of Illinois #6 in tetralin vs. time at 390°C under 1000 psig nitrogen 
gas determined by Eq. 1 is illustrated in Figure 6. Within 30-60 seconds, the coal 
conversion has reached about 18 wt%. This rapid liquefaction may be resulted from the 
extraction of a soluble portion of coal into the tetralin. From the contact time of 1 min to 
30 min, the coal conversion only increase about 19 wt% (reaching 37 wt%), probably due 
to the coal matrix itself being attacked. Finally, the coal conversion reached 47 wt% at 60 
min. 

Change of DTG Profiles with Conversion during Coal Liquefaction in Tetralin. 
Figure 7 shows DTG vs temperature curves for the residues of the Illinois #6 coal after 
liquefaction in tetralin at 390 "C under loo0 psig nitrogen at selected times. The two small 
peaks in the VM portion gradually disappear. Such chemical changes have been supported 
by previously observed changes in the total oxygen content and hydroxyl  ont tent^.^ of the 
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\ coal during the early stages in coal liquefaction. 
Change of Volatile Matter in N, and in H, with Conversion during Coal Liquefaction 

in Tetralin. Interesting insights into the coal structure and the coal liquefaction process can 
be obtained by running thermogravimetric analyses in nitrogen and in hydrogen at various 

even at low conversion, greatly change$ the TG behavior of the partially reacted coal 
residue. Figure 8 shows an example of the VM determined by TG pyrolysis in nitrogen and 

reacted in tetralin under 1000 psig nitrogen gas at 390°C for 30 seconds. The VM,, no 
longer shows the strong sensitivity to heating rate. Furthermore, it decreased with 
increasing heating rates. This suggests that the unstable component of the coal may have 
been Stabilized in the very early stage of the liquefaction process. 

, heating rates on the samples taken at various reaction times. The coal liquefaction process, 

in hydrogen at various heating rates for the liquefaction residue of the Illinois #6 coal 
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SUMMARY AND CONCLUSIONS 
Thermogravimetric analysis provides various weight changes in coal residua arising 

from coal liquefaction and these reveal significant information concerning the underlying 
chemical and physical processes. 

A workup protocol including the methylene chloride washing to eliminate the error 
due to the presence of tetralin andlor coal liquids has been devised which is being used 
along with TGA to determine liquefaction conversion. 

Interesting differences have been observed in the three Argonne Premium Coal 
Samples (Illinois #6 bituminous coal, Utah Blind Canyon bituminous coal, and Wyodak 
Black Thunder subbituminous coal) studied by running TGA at different heating rates and 
in nitrogen or hydrogen atmosphere. These experiments suggest the presence of an unstable 
component in the coal or coal-derived liquid which is rapidly removed or stabilized by very 
short contact time under liquefaction conditions. 
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Table I Illinois #6 Coal Liquefaction Runs 

Sample Contactlime TIC Temperature Recovery 
min W) "C W R  

DOE001 
DOE012 
DOE015 
DOE016 
DOE017 
DOEOZl 
DOE013 
DOE009 
DOE010 

15.00 8 
0.17 8 
0.50 8 
0.75 8 
1 .00 8 
5.00 8 

10.00 8 
30.00 8 
60.00 8 

I5 
390 
384 
385 
386 
387 
390 
390 
390 

78% 
86 W 
92 % 
89% 
88 W 
87 96 
82% 
85 % 
81 % 
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Sample: Illinola 16 File: C: ILLIN2.016 
Size: 44.7000 mg T G A operator: Keyu mano 
Method: DOE coal ~iquetection Run Date: 19-Hay-94 16: 59 
Comment: 10 *C/min to 950 .C. N2. 100 ml/min (at tar  dryfng) 

Figure 1 .  A TG scan on the Illinois #6 coal 
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Figure 2. Effect of heating rate on DTG of the Illinois #6 coal pyrolysis in N, 
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Figure 3 .  Effect of gas atmosphere on DTG of the Illinois #6 coal pyrolysis at heating rate 
of 20 " C h i n  
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Figure 5.  Disappearance of the incomplete peak on the low temperature side of the 
principal VM peak due to the presence of residual tertalin in the control sample and the 
reacted solid residue by methylene chloride washing 
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Figure 7. DTG profiles for residues of the Illinois #6 coal after liquefaction in tetralin at 
the selected contact times (TG scan at 10 " C h i n  in N,; liquefaction run at 390 "Cunder 
1000 psig N, with T:C = 8.1) 
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Figure 8. Effect of heating rate on VM yields of Illinois #6 coal liquefaction residue 
determined by TG pyrolysis in N, and in H, 
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Introduction 

The release of nitrogen and sulphur oxide:. during coal combustion IS a major environmental 
problem. NO, and SO, ;ire contributor, to ; t L i d  r . i i i i  uhcrc.is N 2 0  is ;I greenhouse' ga' In coal 
cornhustion the iollowiiip stage\ oici ir  I J up id  dcvol;ttil iutioii iollowed by 2 )  igiiition of volatilcs 
and 3 j  the slouer ch;ir giiiificiitioii I I I 'l'ne iiitropcn .iiid d p h u r  \pecici :ire partitioncd into the 
volatiles and the cliar. The i i i i i i i i i i i 7 . i t i o i i  ut the cii\ i roi i i i icnul imp;ict o f  coal combustion by 
improved burner tcchiiulogy ;iiid lluc $:I\ dc,uliiliiiiir:itioii i\ currently underway In the case of 
NO, emis\iunc. the rrtrui i i t i i ig o t  'IOU SO,' miii ici, iii pouer st;ition\ has been undertaken. I n  
these conibu>tioii \y\teiii\,  thc cIi:ir iiitrupeii I, tlic i1i:ijor cuiitributor to NO, eiiiicsions 121. The 
voliitile, are releaxxl iii a zoiie wliers the mygcii ~'oii~'ciitr;itl l i i i i, IOU' :ind the formation o f  niolcculllr 
nitrogen i s  iavoured 'l'hrrciore the rcIc;i\c o i  'iiirogeii :uid ~i i lph i i r  oxidcs during co;d coinbustion 
h:i\ major implicatiom for the riivirniiiiieiit 

The rele;i\e of nitrogen oxide\ 15 cniitrolled to ,111 cxteiit by the combustion conditions but therc are 
also \,triation\ due to cu;il propcriic\ 13.51 111 low SO, huriier\ ; id t l i i id iml  bed combustion. fuel 
nitrogen IS thc major cuiitributor tu NO, t o i i i i :  tiuii 'l'hereiore ;iii tinder:.t;inding of the nitrogen in 
cod  ;tnd i t (  relesw duriiig coiiibu\tiuii I:. ;I 1 iiiip<rt:1iit coiisidcr;ition. Coals are a complex 
hctsrogeneous iiuterial H it11 ;I c r w z - l i i i k d  i i i ~ i ~ ~ i ~ i i i i ~ ) l ~ c ~ i l ~ i r  \tructurc. Thi\ gives rire to problems 
when characterising the coiil Cor coiiihu\tioii purpo,e\. 'I'lii. structural heterogeneity can he 
de\<ribed 31 :I variety o f  IcvcIs. At thc iii;iau\copic IevcI co:iI\ i i iay h a i e  ii hmdcd ztmcture. At the 
niicrmcoplc l eve l  the htructiire i i iay  he dex r ih rd  #I\ iiiicro:.copic coiiiponentc. macerills or 
awciat ions o f  ni:icer:iI\ which :ire temied iiii:iulithutype\. M:iccriil\ can be separuted and have 
di\:inct physical Jnd chcinical propertie\. ior e\:tiiiplz. vol : i le  iii:itter. iiitrogsn content, resctivity 
erc When considering co:il the hcteropciicity i i i i i i t  tx coii\idered siiice the s m i i l l  p ~ t i c l e s  uzzd in 
ptilveri:.cd fuel (pf) comhu\tion, depending o i i  thc ~xxil, tiiiiy be reg:trded its pure miiczritls or 
asswiations of iihiceT;iI\ 16-91 When c o i i d c i i i i g  t h c  iiitr<)gcii iii coid :ti  the iiiolcculsr level the 
nitrogen functioiiality i i i u c t  he <oii+leictl 'flit iiitiupcii 11i;iy he dc,cribed ;I\ pyrrolic, pyridintc or 
cluLterniiry iiitrogeii 

The objective o f  thi, paper was tu \rud) the rclc:i,e ut co.11 iiitrupcn :I\ NO, duriiig teinper:iture 
progrsmlned cuiiibustiuii uf co.il\ :iiid iii:iccr:iI\. with  the cii ipli bciiig o n  the identification of 
rc;i,.tive inteniiediste \PCLI~ \  ;iiid ;I ctlinp;iri\oii d tliz dii ierci i~~c\ k t u e c i i  iii:iicctls 



Experimental 
Materials used 

The characterisation data for the coals and maceral concentrates used in this study are given in Table 
1. Maceral concentrates were obtained by the density gradient centrifugation (DGC) technique 110- 
121. 

Temperature Programmed Combustion 

The temperature programmed combustion studies were carried out using a Thermal Sciences 
thermogravimetric analysis - mass spectrometer system (TG-MS). This system consisted of a 
thermogravimetric analysis (TGA) instrument coupled with a VG Quadrupoles 300 amu mass 
spectrometer. Gas sampling was carried out at two positions: I) approximately 1 crn directly above 
the sample and 2) at the exit o f  the therrnogravirnerric analyser. The former sampling point allows 
reactive intermediate species to be detected while the latter essentially samples the gases at 
equilibrium. The evolved gas profiles were me;~sured :it hoth snmpling positions. Approxiniately 5 
rng o f  the coal was used i n  each run. The s;imple w’as heated i i t  1.5 K iiiiii~’ in 20% oxygenhelium 
and the evolved gas profiles recorded.. The following mass/ch:irge (ni/z) ratios were monitored 
throughout the course of the reaction: 2, 11-65. 

Temperature Progrnmmed Pyrolysis 

The temperature progr;niinied pyrolysis was carried 0111 in  argon at ;I f low rate o f  50  cc niin-1 at a 
heating rate of 15 K iiiiii-l in :I simil:ir iii:inner IO the combustion experiments. In this case gas 
sampling was carried out at the esit of the t1ieniiogr;Ivimetric analyher. 

Results 

A comparison o f  the temperature programmed combustion required evolved gas profiles for I l l inois 
No. 6, i n  20% osygen/helium with sampling directly above the sample and at the exit o f  the 
thermogravimetric annlyser. These :ire shown in Figures l(a) and 1 (b) respectively. I t  is apparent 
that whilst there are similarities be twen  the twu sets o f  evolved gas profiles there are also marked 
differences. The profiles have ;I comples series o f  eniissions. The integrated gas concentration 
ratios for some o f  the species evolved during the temper;tture programmed conibustion o f  the Illinois 
No. 6 coal are given i n  Table 2. The CO and CO, profiles show ;I shoulder on the low temperature 
side. This corresponds to the evolution o f  s m a l l  Iiytlroc;irbons and tars. I n  addition, the CO/CO, 
ratios for gas sampling directly above the s;imple and :it [lie exit o f  the thermogravimetric analyser 
were 0.535 and 0.096 respectively. This clearly indic;~tes that CO is being formed and released into 
the gas phase where i t  is converted to CO, by homo:eneous gas phase reactions. Another noticeable 
difference i n  intensities is the increase in  ni/z 30 co~icentri~tion and decrease in m/z 27 concentration 
when comparing s;impling directly above the s;lmple and at the exit o f  the TGA. This can he 
explained by the conversion of  HCN released i n  the gas combustion process atid convened to NO by 
gas phase oxidation reactions. The fraction of coal nitrogen converted to NO is 0.362 when 
measured by sampling directly above the sample mid this increases to 0.961 when the gas sampling 
is carried out at the exit of the TGA. Not all of the ndz 27 and m/z 3 0  are HCN nnd NO respectively. 
Undoubtedly there are s i i i i i l l  contributions from hydroc:irhons. and/or fragmentation i n  the mass 
spectrometer which nuke ii contribution for solile ni/z ratios. When gas sampling is carried out 
directly above the s:iniple, ii  high CO concent r~~ l io~ l  is observed. Since NO is in relatively l o w  
concentration, there may be :I signific:~ni contribution to the NO peak from 1 T ’ ~ O .  This 



contribution can be corrected for by subtracting O.O02*CO peak. The peak which occurs at the 
. lowest temperature -300°C is consistent with the release o f  hydrocarbons. This precedes the release 

Of tars when the coal starts to pyrolyse. Figure l(a) shows that intermediate species such as COS 
and HCN are released during the temperature programmed combustion. Evolved gas profiles have 
been monitored for all m/z values i n  the range 14-65. I t  is apparent that when gas sampling is carried 
out directly above the sample many o f  the masses have weak profiles. I t  is diff icult to assign the 
peaks unequivocally to various species due to the complex nature o f  the mixture o f  gases evolved 
and fragmentation effects in the ma pectrometer. However, i t  is apparent that in some coals, a 
peak was observed for m/z 52 at the beginning o f  the char gasification region whereas no 
corresponding peaks were observed at ni/z 51 and 53. This peak was observed at the same 
temperatures as peaks at nl/z 26 and 27 corresponding to H C N  and its fragments. Therefore i t  i s  
reasonable to assign the peak at m/z 52 to (CN),. The evolved gas profiles for m/z 41, 42 and 43 
were all bimodal. The lowest temperature peak for m/z 43 occurs at a position coincident with m/z 
values which can be ;issigned to the evolution of sni;ill hydrocarbon species. The higher temperature 
peak for m/z 43 which occurs :it ;I similar ten1per:iitire to m/z 52 and 27 is possibly due , in  part, to 
HOCN. The evolved gas profiles ;it 41,42. 43. 5 2 .  60 etc ;ire either not observed or are very weak 
when gas sampling is carried out ;it the exit of thermogravinietric anelyser thereby confirming that 
reactive intermediate species can be detected by gas snnipling close to the sample during temperature 
programmed combustion. A suite of coals with ;I range o f  rank have been studied i n  detail, i n  
addition, to the co;il described above. 'l'hese include Blind Canyon and Pocohontas from the 
Argonne Premium Coal Sample Bank and Il l inois No. 6 from SBN. These reveal significant 
differences i n  the release of species s d i  ;IS COS. (CN), etc. during temperature programmed 
combustion. 

The corresponding temperature progrommcd pyrolysis profiles are shown in Figure I(c). I n  this 
case the gas sampling was carried out ;it the exit of the TGA. The results show that a range o f  small 
gaseous molecules CO,, CO, NO, N,, HCN, SO, and CH, are evolved over a range of 
temperatures. A t  the lowest temperatures low nio1:lr niiiss hydrocarbons were detected. Tars were 
condensed out and not detected. I t  is apparent that the teniperattlre programmed pyrolysis technique 
is capable o f  distinguishing the release of gaseous species. Some of the peaks, for  example, m/z 27 
(HCN) occurs at the s;me temperature for both the pyrolysls and combustion. 

The temperature progrenimed conibustion evolved gas profiles for the entrained flow reactor chars 
prepared frem Ill inois No. 6 itre shown in Figure 2. The results show similarities to the temperature 
programmed combustion o f  the r:iw coal. Tht. CO concentration measured by sqnipling directly 
above the sample is high but this is reduced when evolved gas sitnipling is carried out at the exit. 
The CO/CO, ratio decreases from 0.355 measured directly above the sample to 0.076 niensured at 
the exit o f  the TGA. I t  is apprtrent that the primnry product CO is again converted to COP by gas 
phase homogeneous reactions a s  i n  the coal studies. I n  addition the ni/z 27 peak (mainly HCN) 
virtually disappears and the m/z 30  (NO) ilicreiises slightly when gas sampling i s  carried out at the 
exit. The fraction of  ch:ir nitrogen converted to NO measured directly above the sample was 0.225 
and this increased to 0.399 when me:isiired at the r s i t  of the TGA. This i s  similar to the results for 
the corresponding corils but the effect is tiilicli snialler. This i s  consistent with the HCN released 
being converted to NO in the gas phase. Reactive species released durihg temperiiture programmed 
coal combustion. for exnniple, COS, ;ire not ohserved when gas smipling i s  c;irried o ~ ~ t  :II the exit of  
the TGA. 

I 
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The temperature programmed combustion evolved gas profiles for vitrinite (density 1.2 - 1.27 g 
cm-3) and fusinite (density I .5 - 1 .6O g cm') with gas sampling directly above the sample and at the 
exit of the TGA are given in  Figure 3. As expected the vitrinite profiles are very similar to those 
obtained for raw coals with a pronounced shoulder on the low temperature side of the evolved gas 
profile. The corresponding CO and CO, profiles for the fusinite are niore complex consisting of 
several peaks and reach ;I maximum at a higher temperature than the vitrinite fraction as expected 
from the lower reactivity of the inertinite fraction. This is observed when gas sampling is canied out 
at both directly above the simple and at the exit of the TGA. The observation that the CO and CO, 
evolved gas profiles of the fusinite are more complex than the profiles of the vitrinite fraction may be 
due to a number of factors. The samples were prepared by the DGC and it may be that different 
types of inertinite fraction are being resolved in the temperature programmed combustion. Also, 
higher concentrations of mineral mntter were observed in the fusinite fraction and this may give rise 
to catalytic gnsificiition effects. The NO evolved gas profile for the fusinite showed a peak at -3OO'C 
followed by profile in the char gasificarion region which could be resolved into three peaks with 
similar temperatures to the CO and CO, profiles. The ni/z 27 (ni:iinly HCN) evolved gas profiles for 
gas sampling directly above the sample for the vitrinite and fusinite are both bimodal but these peaks 
virtually disappear when sampling is carried out iit the exit of the TGA. I t  is surprising that the m/z 
27 peaks occur at a higher temper:ctiire i n  the vitrinite concentrate than the fusinite. This may indicate 
structural differences. The ni/z 14 peak is also biniod;il when gas sampling is cnnied out directly 
above the snmple. The high teniperciture peak in  the profile is ;ilso observed when gas simpling is 
carried out at the exit of the TGA. This suggests th:it this peak is due to nitrogen. 

The integrated gas concentration ratios for some of the specxs evolved i n  the temperature 
programmed combustion of the niaceriils :ire givrii i n  Table 2. A cornparison of gas concentration 
ratios obtained when sompling directly above the s:imple :ind iit the exit of the TGA shows similar 
trends to those observed for the raw coals. I t  is evident from the CO/CO, ratio that substmtid 
amounts of CO formed in the combustion ;ire converted i n  the gas phase to CO,. Similarly a 
comparison of the two scinipling positions indicates that the NO/N rxio is higher while the (m/z 
27)m i.e. mainly HCN/N, was v i r t d l y  absent when g mipling is carried out at the exit of the 
TGA. This is most probably due to the conversion of HCN and other nitrogen containing species to 
NO in the gas phase mid is siniilx to the results oht;iined for the coals. 

Discussion 

Temperature programmed combustion is ;I useful technique for studying the release of nitrogen and 
sulphur species during the combustion of co;iIs wid chars. The evolved gas profiles have the 
following general characteristics 17, 8, 13-161. 

1. For coals, there is a shoulder on the low temperature side of the CO and CO, evolved 
gas profiles for the coals. This shoulder corresponds to the release of low molecular 
mass species and t:irs and i t  is :ibsent i n  the corresponding evolved gas profiles of the 
chars. 

The release of NO and HCN during temperntiire programmed combustion is complex 
with several peaks. For low rank cads the NO peak is ohserved for the release of volatiles 
and the gasification of the char. The Ixter is sometimes asymmetric consisting of a 
number of peaks. 

2. 
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3.  The NO profiles for the chars are delayed relative to the CO and C 0 2  profile. The NO 
profiles always reach a maximum at a higher temperature than the corresponding C02 
profiles. As :I result the NO/CO, and NO/CO profiles usually increase with increasing 
burn-off. The NO/CO and NO/C02 rdtios tend to decrease in the region where volatiles 
are released froni the coals. 

I n  this study, two gas simpling positions have been used: 1) -1 cm above the sample and 2) at the 
exit of the therniogrnvimetric analyser. The results of this study show that reactive intermediate 
species can be detected by sampling close to the sample undergoing combustion. Some of the 
reactive species which have been identified are COS, (CN),, HCN and CO as well as hydrocarbon 
species. These species are either not detected or are observed in  very much lower concentrations for 
sampling at the exit of the TGA. These studies have shown that under temperature programmed 
conditions there are ii number of well defined singes which can be assigned to the release of low 
molecular mass gases, tars and combustion products and char gasification. Therefore the 
thermogrnvinietric analyser - mass spectrometer ;illows the extent of gas phase reactions to be 
assessed. I n  comparison. pyroly nidies can also be carried out under temperature programmed 
conditions. 

Previous temperature progmmnied combustion studies 16-9, 13-161 of a suite of coals and chars 
covering a wide rnnge of rank have shown that the fraction of cocil/char nitrogen convened to NO 
decreases with increasing reactivity. These studies were ciirried out with the gas sampling directly 
above the sample. In  the case of the co;iIs, substclnti:il :mounts of HCN were detected and if this 
were assumed to be converted to NO thih would ii iotl ify the trend for conversion of the coal nitrogen 
to NO for gas sampling ;it  t h a t  position. 111 thehe studies the suite of coils studied covered a range of 
reactivities. Therefore the nitrogeii species :ire released over the different temperature ranges. The 
release of the NO miy vary with teniperature and this m;cp be B hctor which influences the observed 
trend. Isothermal reactivity studies have also shown that ;I similar correlation exists [ 161 between 
char reactivity and the fraction of char nitrogen converted to NO. Hence i t  is apparent from the 
trends that gas sampling of the temperature progr;lmmed combustion of the coals allows reactive 
nitrogen species to be detected and that the NO release is similar to that for the char. The results of a 
more detailed investigation show thiit ii range of reiictive species ciin be detected. 

Conclusions 

The use of temperature programmed combustion for studying the release of reactive intermediate 
species froni coal has been investigated. I t  is apparent that ;I comparison of gas sampling camed out 
directly above the sample nnd at the exit of the TGA shows that reactive species can be detected. 
Species detected include CO, COS, HCN. (CN),. The conversion of the nitrogen intermediate 
species to NO has been followed by the technique. I t  is apparent that temperature programmed 
combustion is a useful technique for following the r e l em of nitrogen and sulphur during coal and 
char combustion. 
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Characterisation data fo r  the coa 1. char. and mace r a l  concent r a t e b  

Coal/ Maceral  I l l i no i s  No6 I l l i no i s  No6 Coal  A Coal A 
. (APCS) Coal (APCS) C h a r  V i t r i n i t e  F u s i n i t e  

Proximate Analysis 
Volatile Matter (daf)/ % 47.39 4.43 41.97 35.76 
Ash (dry)/ % 15.48 29.84 1.21 31.26 

Elemental  Analysis 
C (daf)/ % 77.67 99.63 82.57 79.01 
H (daf)/ % 5.00 0.67 5.28 4.25 
N (daf)/ % 1.37 1.82 1.72 0.83 
0 (daf)/ % 13.51 12.16 15.68 

Random Relectancel % 0.43 0.43 0.65 0.65 

Maceral  Analysis 
Vitrinite/ % 85.00 
Liptinire/ % 5.00 
Inertinitel % 10.00 
Minerals/ % 18.10 

W Temoerature D roerammed combust ion  evolved pas -ation 

Sample c o /  COZ NO/ N H C N /  N 

I l l ino is  No6 (APCS) Coa l  
-Above the Sample 
-At the Exit 

-Above the Sample 
-At the Exit 

-Above the Sample 
-At the Exit 

-Above the S;mmple 
-At the Exit 

I l l ino is  No6 (APCS) C h a r  

Coal A V i t r i n i t e  Concentrate 

Coal A Fusini te Concentrate 

0.535 
0.096 

0.355 
0.076 

0.606 
0.067 

0.314 
0.082 

0.362 
0.96 1 

0.225 
0.399 

0.356 
0.546 

0.797 
0.893 

0.209 
0.036 

0.096 
0.016 

0.167 
0.025 

0.325 
0.053 
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THE CHEMISTRY OF SULFUR DURING HYDROPYROLYSIS OF COALS 
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Sulfur K-edge X-Ray Absorption Near Edge Structure Spectroscopy (XANES) and sulfur 
2p X-Ray Photoelectron Spectroscopy have been used to identify organically bound 
sulfur forms in coals (I-3), and to follow the chemistry of organic sulfur during various 
treatments including mild oxidation (4), pyrolysis (5-7) and chemical reductions (8). This 
paper focuses on the changes which take place with organically bound sulfur 
functionalities in coals of various ranks when they are subjected to hydropyrolysis 
conditions. Data from both X-Ray techniques and temperature programmed 
decomposition-mass spectrometry were used in tandem. 

Experimental Section 

Most coal samples used in this study were obtained from the Argonne Premium Coal 
Program (9). The sample of Rasa coal was obtained from Dr. C. M. White of PETC. The 
procedures for obtaining and interpreting XPS and XANES spectra of coals have been 
reported and discussed previously (1, 2). XPS spectra were obtained on a Vacuum 
Generators (VG) ESCA lab system using Mg K, non-monochromatic radiation using a 
five channel detection system. XANES spectra were recorded at the National 
Synchrotron Light Source at Brookhaven National Laboratory on beam line X-1OC. 
Fluorescence spectra were recorded using a Stern-Heald-Lytle detector. Hydropyrolysis 
char thermal reactivity data were obtained using a temperature programmed 
decomposition (TPD) apparatus, the design and use of which are described elsewhere 
(5, 6). Samples were heated under ultrahigh vacuum from room temperature to 750 "C at 
a rate of 0.5 "Cls, while the off gases were monitored by a mass spectrometer. 
Hydropyrolysis experiments were carried out in a closed reactor pressurized at room 
temperature to 70 atm with a 95% hydrogen - 5% helium gas mixture. Pyrolysis was 
done in helium, at 1 atm in a quartz lined reactor (5). For pyrolysis experiments, the 
samples were heated at a linear heating rate of 0.5 "Cls to 400 OC followed by holding at 
that temperature for 5 minutes. The reactor temperature program for hydropyrolysis was 
similar except that the maximum temperature was 427 "C and the samples were held for 
30 minutes under isothermal conditions. Samples were analyzed afler the linear heatup 
and isothermal stages. These kinetic conditions favored the retention of coal liquid 
products in the pyrolysis and hydropyrolysis residues. 

Results and Discussion 

A The coals were subjected to hydropyrolysis conditions and the hydropyrolysis residues 
were collected and examined by elemental analysis to determine sulfur loss, by XPS and 
XANES to determine the forms of bound sulfur remaining, and by TPD to determine the 
thermal reactivity of the residues. Table 1 shows the sulfur to carbon atomic ratios for 
samples of starting Rasa and Illinois No. 6 coals, as well as those for the residues from 
heating to 400 OC under helium pyrolysis and hydropyrolysis after heating to 427 "C as 
determined from bulk elemental analysis and from XPS by integration of the areas for 
sulfur and carbon (1). The bulk and XPS elemental analyses are in good agreement for 
Rasa coal, which contains virtually no pyrite, and are not in agreement for Illinois No. 6. 
The discrepancy between the bulk elemental and XPS data for Illinois No. 6 coal is due 
to the fact that the surface concentration of pyrite and its oxidation products are different 
on this coal's surface relative to that in the bulk(l0). However, both analyses indicate 
that more sulfur was lost during hydropyrolysis than pyrolysis under nitrogen. The bulk 
elemental analyses indicate that about 22% of the sulfur was lost from Rasa and 32% 
from Illinois No. 6 under these hydropyrolysis conditions. XPS sulfur 2p spectra of the 
427 O C  hydropyrolysis residues from Rasa and Illinois No. 6 coal are shown in Figure 1. 
Included in the figure are the actual spectra and the curve resolved aromatic and 

I 

; 

I aliphatic sulfur components. The results of the curve resolution analysis (1, 2) of these 
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spectra are shown in Table 2. The table shows the XPS results for aliphatic sulfur for the 
initial coals, hydropyrolysis residues obtained at 200, 350 and 427 "C, and previously 
obtained data (5) on helium pyrolysis chars. The results indicate that the hydropyrolysis 
chars contain the same ratio of aliphatic to aromatic sulfur as the starting coals, and 
considerably more than that contained in the pyrolysis residues. XANES data on the 
same samples confirm these findings In addition, the feature attributed to pyrite in the 
fresh Illinois No. 6 coal and its 200 "C hydropyrolysis residue largely disappears in the 
350 O C  residues and is replaced by a feature attributed to pyrrhotite. 

The effect of temperature on the reactivity of bound sulfur on the hydropyrolysis residues 
was examined by TPD. Traces of the relative intensities of the We = 34 mass spectra of 
the initial Rasa and Illinois No. 6 coals and their hydropyrolysis residues' prepared at 
200, 350 and 427 O C  are plotted as a function of temperature in Figure 2. These were 
normalized so that the data for a given coal appear on the same relative intensity scale. 
Up to 350 O C ,  Rasa coal continues to evolve H2S, but at 427 ' C  the amount released is 
considerably diminished. The TPD traces for.fresh Illinois No. 6 mal and its 200 "C 
hydropyrolysis residue show evolution of H2S from both aliphatic sulfur and pyrite, but 
the total amount of H2S released from the 350 "C residue is diminished, and that from 
pyrite is virtually gone. There is even less H2S evolution from the 427 "C hydropyrolysis 
residue. 

Taken together the data present an apparent discrepancy. It is known that on pyrolysis 
in an inert environment at 400 "C, aliphatic sulfur is lost from the coal as H2S (5, 6). 
Aromatic sulfur does not evolve at these temperatures (1 1). Somewhat more sulfur is lost 
during hydropyrolysis than pyrolysis, but the differences are not great. TPD data indicate 
that most of the reactive sulfur in the hydropyrolysis residues had evolved at 427 "C. 
Nevertheless, XPS and XANES analyses indicate that the hydropyrolysis residues 
contain about as much aliphatic sulfur as the starting coals; the ratio of aliphatic to 
aromatic sulfur is about the same, even though significant amounts of H2S evolved 
during the hydropyrolysis. 

To account for these observations, we postulate that molecules containing aromatic 
sulfur forms are partially hydrogenated under hydropyrolysis conditions as follows: 

To the XPS and XANES probes, the sulfur in the hydrogenated molecules appear as 
aliphatic sulfurs. However, during heating, carbon sulfur bonds are not cleaved; rather 
the molecules lose hydrogen to regain their aromaticity. 

Conclusions 

Unlike pyrolysis under inert gas, pyrite in coals is converted to pyrrhotite during 
hydropyrolysis, and significant quantities of aliphatic sulfur are detected in the residues. 
It is believed that these aliphatic sulfur forms result from partial hydrogenation of 
aromatic sulfur species. While these sulfur species appear to be aliphatic to the X-ray 
probes, they are not, and do not behave thermally as aliphatic species. 
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TABLE 1 

SULFURICARBON 
ATOM RATIO ( ~ 1 0 0 )  

X p S  
RASA 

INITIAL 6.20 6.10 

INITIAL 

PYROLYSIS 4.70 5.30 

H Y DROP Y RO LY S I S 4.82 

ILLINOIS # 6  

INITIAL 1.25 2.32 

PYROLYSIS 0.98 2.25 

HYDRO P Y RO LYS I S 0.96 1.58 

4.5 1 

TABLE 2 

XPS MOLE PERCENT 
SULFlDlC SULFUR 

BASA !LLINOIS # 6  

26 2 9  

HYDROPYROLYSIS (200  "C)  25 30 

HYDROPYROLYSIS (350 "C)  26 - -  
HYDROPYROLYSIS (427 "C)  25 2 6  

PYROLYSIS (400 "C) 8 13 
I 
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I 

ABSTRACT 
Removal and recovery of nitrogen and sulfur compounds from coal tar fractions such as crude 

naphthalene and methylnaphthalene oils are examined using IO wt% AlZ(SO4)3/SiOZ as a solid acid 
under atmospheric or supercritical C02 (50“C, 80 a m )  conditions. Repeated use of the solid acid is 
achieved by purging adsorbed nitrogen compounds with higher pressure (150 atm) COZ and 
methanol as an entrainer solvent, recovering effectively quinoline bases as well as purifying 
methylnaphthalenes. 

Benzothiophene (BT) is dimerized over A12(S04)3/Si02 catalyst under supercritical C02  
conditions in order to separate BT from crude naphthalene as well as to purify naphthalene. BT 
was more selectively dimerized under supercritical COz conditions(lGO“C, 100 a m )  than in 
atmospheric n-octane solution at 100°C. allowing its selective dimerization and adsorption on the 
solid acid with selective extraction of naphthalene. 

Effects of supercritical COz conditions on the above adsorptions and reactions are discussed 
based on the analysis of recovered fractions and products. 

INTRODUCTION 

260°C) of coal tar after the recovery of crude naphthalene.” CMNO is further extracted with 
sulfuric acid and then neutralized with alkali to recover basic quinoline oil.2,’’ However, because of 
the consumption of both acid and base as well as sludge formation, such a purification procedure 
appears no more feasible in the modem indu~try.~’ 

then hexane concentrates the pyrroles and phenols in the hexane insoluble-methanol soluble 
fraction (HI-MS).” Major basic nitrogen species staying in the methanol insoluble fraction(M1) are 
captured and recovered by adsorption and desorption, using nickel sulfate.648’ The sulfate is 
known acidic and neutral, respectively, when it is dehydrated or rehyd~ated.~’ High dispersion and 
proper heat-treatment of the sulfate increase the number and strength of acidic sites by supporting 
on silica gel for larger capacity against the adsorption of basic nitrogen compounds.’~*’ 

The present authors succeeded in removing nitrogen compounds from CMNO and recovering 
them in concentrated form using alminium sulfate on silica gel as the adsorbent.’” The supporting 
on silica gel disperses the sulfate on the surface, increasing the acidic strength and number of 
acidic sites. Hence, the surface which can get access to quinoline bases is essential as the support, 
larger pores being preferable. It was also reported that non-polar and poor solvents such as hexane 
and pentane appear to behave as an anti-solvent to expel the polar as well as basic compounds 
in methylnaphthalenes onto the adsorbent. Poorer solvents such as supercritical propane and 

In the present study. the removal and recovery Of nitrogen compoumds in cNde methyl- 
naphthalene oil (CMNO) obtained from coal tar were investigated using A12(S04)3, more acidic 
than NiSO4, supported on silica gel to obtain highly denitrogenated CMNO as well as to recover 

Crude methylnaphthalene oil(CMN0) is prepared as a residue of naphthalene oil (b.p. 210- 

The present authors have reported that a consecutive solvent extraction with first methanol and 

f l  

1 carbon dioxide appear attractive. 
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basic quinoline bases under atmospheric or supercritical COZ conditions. 

compounds, however these heterocyclic compounds such as indole and benzothiophene could be 
used as valuable chemicals and medicines if they could be recovered. In the present study, recovery 
of benzothiophene(BT) was also examined using the A12(S04)3 catalyst by designing the selective 
dimerization of BT with extraction of purified naphthalene followed by BT de-dimerization under 
the supercritical C02 conditions. 

Crude naphthalene is commercially purified by hydrotreatments to remove nitrogen and sulfur 

EXPERIMENTAL 
Aluminium sulfate(l0 wt%) was supported by impregnation from aqueous solution on silica 

gel of MB-4B provided by Fuji-Davison Chemical Ltd. The surface area and mean pore diameter of 
the silica gel were 500 m'/g and 64 A ,  respectively. The adsorbent was calcined at 350°C for 4 h 
in air. 

Model methylnaphthalene oil ( quino1ine:Q Xwt%, isoquino1ine:lQ 8wt%, 1- and 2-methyl- 
naphthalenes: 1- and 2-MN 42wt% each) was prepared for the supercritical extraction experiments. 
Figure 1 shows the supercritical C02  extraction apparatus used in the present study. The model feed 
was charged to extraction vessel, and supercritical C02 (50"C, 80 a m )  was flowed at 6 I/min to 
cany the feed to the fixed bed column filled with the AIZ(S04)3 adsorbent. After the adsorbent was 
saturated with nitrogen compounds, higher pressure C02 and then methanol was flowed to recover 
the adsorbed species and to regenerate the adsorbent for its repeated use. The eluted and recovered 
fractions were analyzed and quantified by GC-FID (50 m capillary OV- 101 column, 110°C). 

Benzothiophene(BT) in crude naphthalene was extracted and dimerized using several catalysts 
in atmospheric hexane and octane, respectively or supercritical C02 solvent at IOO'C for 3 h in 
order to separate BT from naphthalene. The fractionated and reaction products were analyzed by the 
elemental analysis, LC and FD-MS. 

RESULTS AND DISCUSSIONS 
Removal and Recovery of Quinolines from Model Methylnaphthalene Oil 

Figure 2 shows the elution profile of the model methylnaphthalene oil using 10 wt% Alz(S04)3 
/Si02 as an adsorbent in the fixed bed apparatus under supercritical C02 conditions. No nitrogen 
compounds were eluted until the extraction time of IZOmin, only denitrogenated methylnaphthalenes 
being recovered at the separation vessel. At the extraction time of 220 min when the adsorbed 
compounds were hardly extracted, C o r  was pressurized upto 150 atm which was kept for 60 rnin 
to recover the adsorbates, and then methanol was added to C02 flow as an entrainer, almost all the 
adsorbed nitrogen compounds being desorbed and recovered from the adsorbent. 

where the elution conditions are same as Figure 2.  62% of methylnaphthalenes in the feed was 
recovered without nitrogen compounds, in other words, quinoline and isoquinoline were not eluted 
until about 60% of the feed was eluted. The activity of the adsorbent in the repeated adsorptiod 
desorption cycle is shown in Figure 4. The adsorption capacity of 10wt% Ah(S04)3/SiOz was 
restored to almost the same level of the first run in the second run by purging almost completely the 
remaining adsorbates which consist mainly of nitrogen compounds. The adsorption activity of the 
adsorbent was gradually decreased with the repetition number of the adsorptioddesorption cycle, 
indicating that some deactivation of the adsorbent should take place during the adsorptioddesorption 
repetition. More polar and/or dried entrainers may be very effective in achieving the complete 
recovery of nitrogen compounds without the deterioration of the adsorbent. Adsorbents should be 
designed in combination with eluting solvents for the completely reversible adsorption/ desorption 
performances. 

Figure 3 illustrates the elution curve of each compound in the model rnethlnaphthalene feed, 

Removal of Benzothiophene from Crude Naphthalene 
Table 1 summarizes the adsorption treatment of crude naphthalene with various adsorbents in 
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atmospheric n-hexane solution followed by filtration to recover hexane-eluted fraction and washing 
of the adsorbent with benzene to recover adsorbed compounds. Sulfur as well as nitrogen 
compounds were removed from crude naphthalene, purified naphthalene and hetero-atom 
compounds being concentrated in haxane and benzene eluates, respectively, although the sulfur 
removal was not so effective as the nitrogen removal, because the basicity of sulfur compounds is 
not So strong as nitrogen compounds. 

Recovery scheme of purified naphthalene(Np) and benzothiophene(BT) under supercritical C02 
conditions is illustrated in Figure 5 .  BT is selectively dimerized and adsorbed on solid acid catalyst, 
naphthalene being purified and recovered by extraction with supercritical C02. BT dimer may be 
converted to BT monomer at a higher temperature, BT being recovered by supercritical C02 
extraction. Figures 6 and 7 show the FD-MS spectra of the oligomerization products from the 
reaction of BT with 10wt% AI~(S04)3/Si02 catalyst at 100°C for 3 h in atmospheric octane and 
supercritical COz solvent, respectively. It is noted that BT is more selectively converted to its dimer 
in supercritical C02 solvent than in atmospheric octane solution, suggesting a remarkable solvent 
effect on the reactivity of BT and the selectivity to its dimer. Such a highly selective dimerization in 
supercritical C02 solvent was also observed in the oljgomerization reaction of the mixture of BT 
and naphthalene under the same reaction conditions. More cross-oligomerization products between 
BT and naphthalene were produced in atmospheric octane solution at lOO"c, suggesting that the 
supercritical C02 solvent may enhance the more preferable interaction of BT with the catalyst to 
that of naphthalene. 

Reaction conditions including temperatures and pressures of dimerization and extraction, and 
catalyst should be further optimized to acieve more selective conversion to BT dimer and recovery 
of BT monomer after selective extraction of purified naphthalene. 
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Fig I Supercritical C02 exlraclion apparatus 
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Table 1 Adsorption treiltrnenl of crude naphthalene with various adsorbents 

Adsorbent Eluting solvent Recovery Elemental analysis 
in atmospheric hexane solution 

(wt%) S(%) N(ppm) 
1.6 500 Original crude naphthalene - 

hexane 91.0 1.0 50 
henzene 6. I 3.1 1700 

IO%A12(SO6)~/Si02 

I) hexane 93.3 1.2 31 
4.3 5.6 - reduced CoMo/A1203 

benzene 
I) hexane 92.1 1.3 25 

hen7ene 6.4 4.2 - reduced NiMo/A1203 

I )  Calalysi reduclion prelrealmenl , Hz n o w ,  3 6 0 V 3 h  

&--J BT 

- 
Crude Naphthalene 

d B T .  Dimerimlion and 1 ( q2 
Selective 
Exwacfim 
orNp under 
Supercrilical C02 
on Solid Acid 

Selecfive AdsorDlion 
of BTOimer on 

. SdidAcid /- Selecfive Cracking 

of  BTDimer 

Rccoverv ofPunficdBTMonomer 

Fig 5 Recovery Scheme of PZ:ified Np and BT 
through Selective Dimerization of BT and 
Extraction of Np under Supercritical CO2 
Conditions on Solid Acid Catalyst 

198, 
I 

Fig6 FD-MS spectra of B.T oligomerization products 
conditions in atmospheric octane solution 

Fig 7 FD-MS spectrum of B.T oligomerization products 
under supercritical C02 conditions 
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INTRODUCTION 
The nitrogen compounds in coal distillates have not been characterized as 
fully as the predominant hydrocarbon components, but are of considerable 
importance due to their adverse effect on fuel stability (1-3) and catalyst 
lifetime ( 4 )  and the potentially adverse health and environmental impact 
(5-7). A number of different classes of nitrogen compounds are commonly found 
in coal liquids (e.g. quinolines, indoles, carbazoles (7-10). These each will 
affect catalyst deactivation and product stability to different extents. 

This report specifically addresses the nature of nitrogen compounds found in 
Wilsomille streams. In the current study, gas chromatography with a 
nitrogen-selective detector (GC/N) and gas chromatography/mass spectrometric 
(GC/MS) techniques were employed to identify and quantitate the major 
nitrogen-containing components found in concentrates prepared from 
coal-derived distillates from two series of Wilsonville pilot plant runs. 
These runs were made with Illinois No. 6 and Wyodak Coals. 

While direct GC/N analysis can be done on the whole, untreated distillate, the 
nitrogen detector is a poor identification tool. Therefore, GC/MS was 
necessary for compound identification. Consequently, pretreatment of the 
distillates to obtain N-rich fractions was a necessary step to minimize 
hydrocarbon interference in GC/MS analyses and allow more detailed examination 
of the nitrogen components in coal distillates. However, once a typical 
nicrogen profile has been characterized, GC/N should allow rapid quantitation 
of the nitrogen compounds in an untreated distillate. 

EXPERIMENTAL 

Samules 

The coal-derived liquids were obtained from the Advanced Coal Liquefaction R & 
D Facility at Wilsonville, AL. The products from five runs were 
characterized, three from the liquefaction of Illinois No. 6 bituminous coal 
(runs 250D. 250H, and 251E) and two from Wyodak subbituminous coal (runs 
251-IIB and 251-IIIB). 
in reference 11. 

Samples from the Wilsonville product streams were obtained soon after the runs 
and stored in a cold room to avoid degradation. 
prepared just before experimentation and their elemental analyses are given in 
Table I. 

Preuaration of Nitroeen Concentrates 

Nitrogen-containing concentrates were prepared in the following manner. 
Approximately Bog of coal liquid oil was added to twice that weight of 10% 
NaOH aqueous solution. 
phenolics were extracted into the aqueous layer. 
layer which was added to Amberlyst-15 cation i o n  exchange resin in a ratio of 
4:2:1 of toluene:raffinate:resin, respectively. 
mixing, the "OH, N-free" oil was recovered by filtration. 

The resin was flushed with pentane and dried in a stream of N2 at ambient 
temperature. It was then contacted with methanol saturated with NH3 to 
recover the concentrates. 
these concentrates by rotary evaporation. 

To confirm that essentially no organic nitrogen compounds remained on the 
resins after NH3 treatment, resins from the 250D, 250H, and 251E treatments 
were treated with H2S04. The recovered liquids were neutralized and extracted 
with CH2C12. These extracts contained no organic N-containing compounds. The 
samples of regenerated resin were checked for nitrogen content. The recovered 

Details of these coals and their processing are given 

Product liquid blends were 

The resulting oil and aqueous phases were separated; 
Toluene was added to the oil 

After three days of gentle 

About 70% of the methanol was gently stripped from 
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resins and a sample of fresh resin subjected to NH3 and H2S04 regeneration all 
contained nitrogen levels of 4 . 1  +/- 0.1%. 

Chromatoeraohic Separations and Comvonent Identification 

Detailed analytical experimental conditions for component separations and 
identification are given in Table 11. Dichloromethane was used as the solvent 
for GC/MS. 
severe peak tailing and detector response problems when dichloromethane was 
used. 

NitroPen Compound Ouantification 

The thermionic nitrogen detector (TID) for GC/N quantification work was 
calibrated using blends of pyridines, anilines, quinolines, indoles, 
carbazoles, and indoline. 
gives a different TID response. Therefore, seven different linear calibration 
equations were generated, 
calibration equation of an aniline. 

Based on the nitrogen components identified by GC/MS, the nitrogen components 
in a sample were grouped by types and quantitated using the calibration 
equations corresponding to the nitrogen types detected. Responses relative to 
4-methylpyridine were determined for available model compounds as listed in 
Table 111. As shown, the response factors for a given nitrogen compound type 
are similar but vary for different types of nitrogen compounds. FOK the 
majority of alkylated nitrogen components identified by GC/MS in the samples, 
we have no standards. Therefore, for a given nitrogen compound class, e.g. 
C,-C,, indoles, a single calibration equation based on the parent compound, 
e.g. indole, was used. There were several nitrogen components boiling above 
carbazole for which we had no standard whatsoever. In such cases, the peak 
area of these components were summed and the carbazole calibration equation 
used to quantitate them. 

RESULTS AND DISCUSSION 

Ion-Exchanee 

The A-15 resin adsorbed between 90 and 95% of the nitrogen compounds from the 
OH-free raffinate generated from the phenolics stripping step. 
organic nitrogen compounds were retained in the A-15 resin after stripping 
with the ammonia/methanol solution. 

Analvtical Results 

GC/MS was used to identify the nitrogen components in the nitrogen 
concentrates of the blends and to determine relative amounts of the various 
nitrogen components. Seven major types of nitrogen-containing compounds were 
detected in the bituminous coal liquid distillates--pyridines, anilines, 
quinolines, hydro-quinolines. indoles, indolines, and carbazoles. Four of 
these types (pyridines. anilines, hydroquinolines, and indoles) were 
the nitrogen classes in the subbituminous coal liquid distillates. 
Side-chains on the ring compounds ranged from C1 through C1, chains. 
parent types of nitrogen compounds detected are shown in Figure 2. 

The nitrogen compounds identified by GC/MS and quantitated by GC/N are grouped 
by classes in Table IV. 
representative nitrogen-containing compounds. Boiling points range from 300'F 
(C, pyridines) up to 700'F (carbazoles). 
compounds detected boiled in the 350-700'F range. 
of the nitrogen compounds were alkyl substituted (designated herein by the 
total alkyl carbon number, e.g., C, pyridines). 

Anilines (C,-C,) were the major nitrogen components in all blends, with the 
catalytic/catalytic run (251E) bituminous product having relatively more 
anilines and the subbituminous products having relatively fewer anilines than 
that of the other runs. 
with that of the other runs. The levels of anilines found in the bituminous 
products are consistent with the fact that the first stage catalyst would 
increase the extent of hydrogenation and cracking of quinolines and multiple 
r ing species to anilines. However, it was not anticipated that the level of 
anilines would be so high. 

Methyl t-butyl ether was the solvent used in GC/N work because of 

Each of these seven types of nitrogen compounds 

Figure 1 shows a typical GC/N calibration plot and 

Essentially no 

The 

This Table also shows boiling point data for 

The majority of the nitrogen 
In addition, the majority 

Run 251E product also had fewer pyridines compared 
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In addition to nitrogen species, GC/MS detected a number of aromatic 
hydrocarbons, primarily biphenyls, naphthalenes, anthracenes, phenanthrenes, 
and pyrenes in the nitrogen concentrates of all runs. 
of non-specific adsorption onto the resin. 
about 30% of the total peak area of the GC/MS data. There was 1-2% phenolic 
material in the nitrogen concentrates of 250D and 250H (none detected in the 
251E nitrogen concentrate). 

Table V shows comparative quantitative GC/N and GC/MS data for the bituminous 
251E coal liquid distillate. 
semi-quantitative nature of GC/MS. 

CONCLUSIONS 
For the characterization of coal-derived distillates for nitrogen compound 
distribution, it is highly beneficial to concentrate a nitrogen-component rich 
fraction prior to analysis. 
to concentrate nitrogen compounds appears to work well for pyridines through 
carbazoles boiling up to about 700’F. 
detection are the preferred techniques to obtain a distribution of the 
nitrogen components. 

Data indicate that the nitrogen concentrates derived from IL No. 6 coal 
contain seven types of nitrogen ring structures: pyridines, anilines, 
quinolines, hydroquinolines, indoles, indolines. and carbazoles. Nitrogen 
concentrates from Wyodak sub-bituminous coal contain mostly pyridines, 
anilines, hydroquinolines, and indoles. Essentially all of the nitrogen 
compounds in both types of cola liquids are alkyl substituted. 
the aromatic rings are C, to Clo. 
was single attachment of longer alkyl chains or multiple attachment of short 
chains. 

High levels of anilines are present, namely about 44% of the total nitrogen 
components detected in the bituminous coal liquids and 29% in the 
subbituminous coal liquids. Other investigators have reported anilines in 
coal-derived liquids (9.10.12). These anilines are presumably the result of 
the hydrogenation and opening of aromatic nitrogen-containing rings. Anilines 
should donate hydrogen during coal liquefaction; however, there is a high 
likelihood that the resulting product forms adducts quickly, thereby resulting 
in measurable retrogressive reactions. 
nitrogen content. 
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These occurred because 
The hydrocarbons accounted for 

The data compare very well in spite of the 

Extraction of phenolics followed by ion-exchange 

Analysis by GC/MS and GC/N selective 

Sidechains on 
It was not possible to determine if there 

Most retrogressive products have high 

We 
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25011 

251s 

251-118 

2s1-1118 

TABLE I 

Klcwntal  Analyscr of the Product Blends 

Carbon bdroien Nitrosen Sulfur - 
86.9 11.4 0.19 1.4 0.09 

81.2 11.6 0.13 1.4 0.11 

81.5 11.6 0.14 0.8 0.03 

85.7 11.3 0.31 2.60 0.06 

86.3 12.1 0.15 0.84 0.06 

TABLE I11 

Nitrogen Detector Response Factors 

Component 

pyridine 

2.4,6-trimethylpyridine 

aniline 

2,s-dimethylaniline 

p-ethylaniline 

quinoline 

2,4-dimethylq"inoline 

tetrahydroquinoline 

indole 

csrbnrole 

indoline 

1ID Response relative 
to 4-methyl pyridine - 1.00 

1.01 

I .oo 
0.856 

0.860 

0.860 

0.962 

0.956 

0.914 

1.01 

0.849 

1.03 
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- 3 3 s ; i m m  -m 
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1.3 0.1 0 . 3  0.0 0.0 
0.0 0.0 0 .1 0.0 0.0 
4.0 3.1 1.6 0.0 0.0 
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INTRODUCTION 
Information concerning the degree and nature of aromaticity in a hydrocarbon 
feedstock is a very important characterization parameter for refining 
processes designed to convert high boiling feedstocks into more valuable 
products. This is especially true in catalytic cracking because feeds of 
higher aromaticity tend to be more difficult to crack and form coke more 
easily. 
in nature and therefore a detailed knowledge of the aromatic structures 
present in coal liquids is very important in predicting their processing 
properties. 

This work describes the preparative separation and characterization of the 
aromatics fraction of three Wilsonville coal liquids produced by different 
two-stage reaction processes. The coals, the liquifaction processes, and the 
reaction product liquids have been described by Fatemi et. al. (1). The . 
Black Thunder sample was produced by a two stage thermal-catalytic process, 
while the Illinois No. 6 and Pittsburgh No. 8 liquids were produced using a 
more severe catalytic-catalytic process. 

An additional objective of this work was to characterize the behavior of the 
DNAP stationary phase in aromatic ring number separations in real samples. 
Several workers, including this author, have verified the accuracy of the 
ring number separations on analytical scale DNAP columns using model 
compounds. However, the limited number of model compounds available, 
especially of alkyl and naphtheno substituted polynuclear aromatics, and the 
extremely complex nature of real samples of interest require that such 
separations be validated more completely using real samples. 

Products of the liquifaction of coals are generally highly aromatic 

EXPERIMENTAL 
The samples consisted of the 650-1000 F aromatics fractions of the three 
Wilsonville coal liquids. 
included for comparison purposes. The aromatics fractions were produced by 
removal of polar compounds using ion exchange resins, followed by isolation 
of the aromatics by silica gel chromatography. 
mg/mL solution of sample dissolved in cyclohexane was injected manually via 
HPLC sampling valve. The sample was separated by gradient elution using a 
hexane-HTBE gradient. 

The separation on this column is produced via a charge-transfer mechanism in 
which structures containing larger numbers of aromatic rings (more extensive 
pi electron systems) are retained by the electron-withdrawing dinitroanaline 
stationary phase. 
(2,3). 
an analytical scale column showed that the model compounds studied in all 
cases eluted in the same grouping with others of the same ring number and at 
increasing retention time with increasing ring number. There was no case in 
which a compound eluted in the "wrong" group. 
to generally not affect retention time enough to move the species out of it's 
ring number group, although small shifts may OCCUK. 

The fractions produced were individually characterized by GC-MS and GC. 
MS was used to identify individual components of the fractions and as an 
additional validation of the ring number boundary determinations. 
plots of ions representing common structures of different aromatic ring 
number were used to verify ring number regions. 
also monitored spectroscopically using a Diode Array Spectrophotometer. The 
coal liquid fractions were collected in such a way as to attempt to obtain 
"heart-cuts" from each ring number group, and "boundary cuts" at the borders 
between groups. Solvents were removed from the fractions by evaporation 
using a Rotovap and fraction weights were obtained. 
injected sample were 97% to 104%. 

One typical petroleum gas oil (650-1000 F) was 

One milliliter of a 20-30 

Use of this phase has been described by Grizzle et. al. 
Data obtained in our laboratory using solutions of model compounds on 

Alkyl substitution was found 

GC- 

Single ion 

The fraction boundaries were 

Total recoveries of 
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PESULTS 
Cut points for the ring number fractions were initially estimated using model 
compounds. 
regions were injected to define initial cut points between regions. 
initial cut points were determined to be approximately 19.5 minutes for the 
1-2 ring separation, 40 min for 2-3 ring, 60 min for 3-4 ring, and 80 min for 
4-5+ ring. A 30 minute backflush step was included to completely elute the 
sample. Since total column capacity was limited to 20-25 milligrams to avoid 
overloading, and about twenty fractions were taken, fraction sizes were 
limited to a few milligrams at most in each fraction. 

The samples used for this work were in the boiling range of petroleum gas 
Oils. 650-1000 F. The molecular weight range was typically 200-600 Daltons 
with an average of about 350. as measured by mass spectroscopy. This mean6 
that for a molecule to contain only one aromatic ring, typically 70-80 
percent of the atoms must be present in nonaromatic portions of the molecule. 
In general, increasing nonaromatic content results in increasing fraction 
complexity. Increasing aromaticity restricts the number of possible compound 
structures within a particular molecular weight range by constraining the 
hydrocarbons to a limited number of structures, since those structures must 
contain aromatic rings. Hence one of the effects were observe is that the 
ring number fractions become less complex as we go to higher ring numbers as 
a result of the decreasing variety of alkyl and naphthene substitution. 

For comparison and validation purposes mass spectral data were collected 
by low resolution, high voltage MS using the so-called "Robinson" method (4). 
Table I shows a comparison of the normalized ring number distributions 
obtained by preparative HPLC, compared to those obtained from hydrocarbon 
type analysis by mass spectroscopy. 
within the limits of the techniques used. 

Model compounds known to lie on the boundaries of ring number 
These 

Good agreement is obtained generally 

The liquid chromatographic separations showed the bulk of the mass isolated 
from the Illinois No. 6 and the Pittsburgh No. 8 liquid to consist of one end 
two ring material, which is consistent with the MS results. 
for these samples are very similar. 
produced from a two stage, catalytic-catalytic process described in Reference 
(1). 
which were produced by a Thermal-Catalytic process, showed a much larger 
fraction of 3 and 4 ring material, compared to the Pittsburgh and Illinois 
coal liquids. 
Petroleum gas oil fractions showed a wide distribution of ring number 
structures with 1- and 2- ring structures predominating. 

Chromatograms 
These two samples represent the coals 

The fractions isolated from the Black Thunder (Wyodak) coal liquid, 

The amount of one and two ring material is relatively small. 

p 

All HPLG separations were monitored spectrophotometrically by continuous 
collection of spectra in the ultraviolet region. 
characteristic spectra which differ significantly depending on ring number. 
This is a result of the extension of the aromatic ring system. which 
increases the probability of lower energy, longer wavelength transitions. 
Shifts to absorption at longer wavelengths will occur as the aromatic 
structures are extended to larger ring numbers. W absorption spectra were 
used to help define the boundaries of the separation. Spectra from the 
separation of the Pittsburgh coal liquid are shown in Figure 1 to illustrate 
the distinct spectral changes which occur in the ring number separation. 
Figure la shows how the spectra change in the 1-2 ring transition region of 
the Pittsburgh coal liquid separation. 
absorbance maximum. 
of eluted sample components as we go from spectrum C in Figure la, taken at 
19 minutes, to D, taken at 20 minutes. 
one ring aromatic while spectrum D more closely resembles a two ring aromatic 
compound. 
which shows the 1-2 ring transition to occur at about 19.5 minutes. 

Figure lb shows the sharp spectral transition occurring over just two minutes 
in the portion of the separation where 3 ring compounds begin to emerge, The 
much more extended absorption of spectrum B is indicative of the partial 
transition to 3 ring structures. 

Figure IC shows evidence of the emergence of 4 ring structures. 

Aromatic compounds show 

All spectra are normalized to the r 
It is clear that a distinct change occurs in the spectra 

Spectrum C is much more typical of a 

These spectral changes are consistent with model compound data 

Spectrum A 
l is a typical 3 ring region spectrum, while spectrum B shows the emergence of 
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a series of bands in the region from 3 0 0  to 3 4 0  nm which is typically 
characteristic of 4 ring aromatics. 

Figure Id shows more clearly the difference between characteristic spectra 
taken from the middle region of each ring type. 

Gas Chromatoeraohv and GC-MS 
All of the fractions from the Pittsburgh No. 8 separation, and selected 
fractions from the other separations, were analyzed by high resolution 
capillary gas chromatography. Peak identification was performed by gas 
chromatography-mass spectroscopy and retention time matching with standard 
solutions of polynuclear aromatic mixtures. The variety of structures can be 
qualitatively compared by means of the number of distinct peaks observable in 
the chromatograms. 
variety of structures and individual components are not well resolved into 
distinct peaks. 
be able to identify individual components unambiguously by GC-MS. However, 
GC-PIS data obtained from these fractions is consistent with the predominance 
of heavily alkyl substituted one ring aromatic structures. 
region was found to contain primarily alkyl diaromatics, including 
hexahydropyrenes, naphtheno and dinaphthenonaphthalenes. as well as alkyl 
acenaphthenes, but there was no evidence of 3 ring aromatics. The 2-3 ring 
boundary fraction contained hexahydropyrene, alkyldihydroanthracenes, and 
alkyl phenanthrenes. The 3 ring region showed alkylated anthracenes, 
phenanthrenes, and naphthenophenanthrenes as as well as alkyl benzofluorenes. 
The chromatograms from the four ring region showed exclusively alkylated 
tetraaromatics, including pyrenes , benzophenanthrenes , and benzanthracenes . 
A number of components, including pyrene and methyl pyrenes appear in several 
of the later fractions, providing evidence of significant bandspreading in 
this part of the liquid chromatographic separation. A l l  gas chromatograms 
from this region show relatively few compounds and demonstrate a tremendous 
reduction in complexity which can be achieved by using LC and GC together to 
characterize complex hydrocarbon mixtures. 
vastly reduced in complexity. The backflush fraction of the Pittsburgh coal 
liquid shows the presence of 4, 5 ,  and 6 ring aromatics. Model compound data 
from HPLC separations on DNAP indicate that ring number separations are 
increasingly poorly resolved above 5-6 rings, and this appears to be borne 
out by the wider variety of multi-ring structures appearing in this fraction. 

GC-HS Verification of HPLC Rine Number Reeions 
GC-MS data obtained from the individual fractions were used in an additional 
way to verify ring number region assignments. Constraints imposed by 
structural and molecular weight requirements mean that some fragment masses 
will be much more likely to appear in the mass spectra of aromatics and 
substituted aromatics than others. 
absence of large amounts of nitrogen, oxygen, and sulfur containing 
compounds. Low sulfur content allows us to eliminate consideration of sulfur 
containing structures for the coal liquids, but not the petroleum gas oil, 
which contains 2.8 per cent sulfur. 
representative structural combinations and ions produced from those 
structures shows that by monitoring for a limited set of single ions 
representing likely fragments or molecular ions from those structures, we can 
characterize the ring number distribution for the sample by determining 
whether the observed masses are consistent with the expected ring number. 
For example, masses 270 and 280 are likely masses from 1 ring aromatics 
possessing typical alkyl or naphthenic substitution. The region of mass 270- 
280 was chosen because it is the minimum mass range of 6 ring aromatics. 
Since the average MU of these compounds is about 3 5 0 ,  ions in this mass range 
will almost always represent the larger of any fragment ions produced. 
Unsubstituted, or minimally substituted 3 ring or 4 ring compounds such as 
pyrene and methyl pyrenes will not be observed within this mass range, but 
their elution positions in the HPLC separation are already well known from 
model compound studies. 
aromatics, and mass 276 of 3 ring aromatics. Likely masses for 4 ,  5 and 6 
ring aromatics are derived from the same set, 270 and 276 for 4 rings. 280 
for 5 rings, and 276 for 6 rings. Thus by monitoring for only three ions, 
270, 280, and 276, and by reasoning that 4 ring aromatics will not likely 
fall into the same LC ring fraction as 1 or 2 ring aromatics, and 5 ring 
aromatics will not coelute with 2 ring, etc. we can obtain additional 
confirmation of the ring number content of each fraction by' GC-MS. 
this procedure may not work for some unusual structure types, some of which 

A l l  of the 1 ring fractions appeared to possess a large 

Chromatographic resolution is also not complete enough to 

The two ring 

Even the petroleum gas oil is 

The problem is greatly simplified by the 

A consideration of the likely 

Masses 280 and 276 are likely products of 2 ring 

Of course 
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we must expect, but it should hold true for most common structures such as 
those found in these fractions. 

Figure 2 shows the GC-MS single ion chromatograms for 1.through 4 ring 
fractions of the Illinois coal liquid. 
masses 270 and 280 in the 1-ring fraction. 
the absence of significant 2 or 3 ring material in this fraction. 
A 
shown in Figure lb. 
Figure indicating that no 1 ring material overlapped the fraction. 
Figure 2c shows exclusively 3 ring material in the 3 ring fraction as 
evidenced by the presence in significant quantity of only mass 276. 
Figure 2d shows a fraction from the 4 ring region containing exclusively ion 
mass 270, suggesting a relatively pure 4 ring fraction, without significant 3 
or 5 ring "contamination". 
showed significant overlap between 5 and 6 ring components. 

CONCLUSIONS 
The preparative DNAP column was found to effectively separate coal liquid 
aromatics fractions by ring number with only limited overlap. Distinct 
changes in W spectra and GC-MS data were observed in the same boundary 
regions between ring numbers determined by use of model compounds. 
regions were less sharp for the petroleum gas oil as a result of the greater 
degree of alkyl substitution and the presence of significant sulfur 
containing components. Preparative HPLC is seen to be a very effective way 
of simplifying complex hydrocarbon mixtures for further study and 
characterization. 
polynuclear aromatics with limited alkyl substitution. This was especially 
true of the Black Thunder Coal liquid, which contained primarily 3 .  4 and 5 
ring material. 
probably the result of the thermal-catalytic two-stage liquification process 
used in it's preparation. 
using a more severe catalytic-catalytic process and, as a result, contained 
generally smaller aromatic ring structures. 
to contain more heavily alkyl substituted structures than the coal liquids, 
based on differences in W spectra and gas chromatogram complexity. 
Gravimetric quantification of coal liquid ring fractions yielded results for 
ring number distributions similar to those obtained by low resolution, 
hydrocarbon type mass spectroscopy. 

BEF-S 

Figure 2a shows the predominance of 
The absence of mass 276 suggests 

heart cut of the 2 ring region taken from the Illinois coal liquid is 
No significant signal at mass 270 is found in this 

Similar ion chromatograms from later fractions 

Boundary 

The coal aromatics were found to consist mainly of 

The larger ring structures in the Black Thunder material were 

The Pittsburgh and Illinois coals were produced 

The petroleum gas oil was found 
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TABLE I 

RING NUMBER DISTRIBUTION BY PREPARA~IVE HPLC COMPARED TO MASS SPECTROSCOPY 

1 
Illinois NO. 6 

HPLC 22.7% 
ns 23.3 

HPLC 12.1 
HS 14.4 

HPLC 30.2 
MS 29.7 

Black Thunder 

Pittsburgh No. 8 

Aromatic Rings 
2 3 4 5+ 

48.2% 20.2% 8.5% 0.4% 
37.3 21.7 11.4 0.4 

24.8 19.3 37.1 6.7 
23.0 23.9 29.5 2.1 

36.9 18.9 11.9 1.7 
33.2 18.4 13.7 1.1 7 

Notes: 
1. 

2. 

All HPLC data were obtained using the same dividing points. Dividing 
points were identified by spectra, model compounds, and GC-MS. 
MS data do not add up to 100% because of the presence of unidentified 
species in the MS results. 
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1 - 2 Ring Transition 2 - 3 Ring Transition 

A 17mm 
B Ismin 
C 19min 

-100 I I 
210.0 2600 310.0 360.0 

Wavelength (nm) 

A 40 mm 
B 42 min 

- A  

W U I  

0 
-10.0 

210.0 260.0 3100 3W.O 
Wavelength (nm) 

3 - 4 Ring Transition Spectra by Ring Number 

I -10.0 ' I 
210.0 2600 3100 360.0 2100 260.0 310.0 360.0 

WavelengIh (nm) Wavelenglh (nml 

I .- ! 
i 

I.... 

Flgucs 2. GC-MS ion chronarograms of  rlng fractions of llllnols No. 6 coal 
I lquld.  
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INTRODUCTION 
Thermal and other pretreatments of pitch fractions are being widely investigated 
as a means to increase the extent of mesophase formation in relation to the 
production of high performance carbons (1-3). The structural changes that occur 
can be assessed using carbon skeletal parameters but, although solid state 
NMR has been used for this purpose (4-7), the quantitative reliability of the 
technique has still to be established for pitch fractions. It was demonstrated 
previously (7) that, as for coals (*), cross-polarisation (CP) can vastly 
underestimate quaternary aromatic carbon concentrations. A combination of a 
low magnetic field strength to avoid problems with spinning sidebands and the 
simple Bloch decay or single pulse excitation (SPE) technique is now generally 
recognised as offering the most satisfactory approach for obtaining quantitative 
13C NMR results.for coals and related materials (8-11). In this study, single pulse 
excitation (SPE) and associated relaxation measurements have been conducted at 
low field on coal-derived pitches and their toluene-insoluble (TI) fractions, 
together with a biomass-derived pitch and the results compared with those from 
CP. 

EXPERIMENTAL 
The elemental compositions of the whole coal tar pitch (CTP), the TI fraction 
from a CTP and the biomass pitch prepared from Eucaliptus Saligna wood are 
listed in Table 1. 

All the 13C NMR measurements were carried out at 25 MHz on a Bruker 
MSLlOO spectrometer with MAS at 5.0 kHz as described previously (8) to give 
spectra in which the sideband intensities are only ca 7-8% of the central aromatic 
bands. Typically, ca 250 mg of sample was packed into the zirconia rotors. The 
1H decoupling and spin-lock field was ca 60 kHz and, for SPE, the 9@ 13C pulse 
width was 3.3 ks. 13C thermal relaxation times (Tls) of the pitch fractions were 
determined using the CP pulse sequence devised by Torchia (12) with a contact 
time of 5 ms in most cases. Tetrakistrimethylsilane (TKS) was added to the 
samples as an intensity standard. Variable contact time CP experiments were 
used to estimate lH rotating frame relaxation times (Tips) and the characteristic 
time constant for CP (TcH). ,! 

I 

Table1 ; . .  

Whole CTP T o l u e n e - i n s o u & l -  
C 94.8 92.1 72.0 

% H  5.7 4.8 6.6 
N 1 .O 1.1 0.6 
S N.D. 0.4 N.D. 
0 (a) < I  1.6 20.8 

9 2 1 

(a) = by difference. N.D. = not determined 

171 



Depending upon the 13C Tls, relaxation delays between 50 and 80 s were used for 
all the normal and variable delay dipolal dephasing (DD) SPE measurements At 
least 5 dephasing periods in the range of 50 to 500 us were used before the first 
rotational modulation and this was sufficient to allow an estimate of the decay 
constant of the non-protonated aromatic carbon. In order to allow for variations 
in tuning for the variable delay DD and CP experiments, blocks of 64 scans were 
successively accumulated for each delay, the total number of scans being 512. No 
background signal was evident in the SPE spectra from the Kel-F rotor caps. All 
the FIDs were processed using a line broadening factor of either 20 or 50 Hz. 
The measurement of the small aliphatic peak areas was conducted manually as this 
was found to be generally more precise than using the integrals generated by the 
spectrometer software. 

RESULTS AND DISCUSSION 

Ouantitative reliability Table 2 summarises the relaxation parameters determined 
for the whole CTP and TI fraction. The variation of the aromatic carbon peak 
intensity in the Torchia 13C T1 method for the CTP is presented in Figure 1. The 
13C Tls for the quaternary aromatic carbons (longer component where two are 
listed, Table 1) are cu 10 and 15 s, respectively for the whole CTP and TI 
fraction meaning that recycle delays of 50 and 75 s are required in SPE to 
ensure virtual complete relaxation of the 13C spins between succesive pulses. The 
hydrogen Tls (Tlh, Table 1) and rotating frame relaxation times (TlpH) are 
shorter for the TI fraction, mainly due to the presumed higher concentration of 
free radicals. The long T1H for the whole CTP means that, even in CP, a recycle 
delay of cu 10-15 s is appropriate to ensure complete relaxtion of the proton 
spins. 

eters for the coa 1 tar Ditch samD& 

Sample TiH /ms TCH IPS Tlp /m Tic /S 

Whole pitch 1100 (77%) 42 (44%) 5.4 15.2 (a) 

3200 (23%) 780 (56%) 

Toluene- 0.2 (59%) 27 (68%) 1.5 (68%) 1.0 (32%) 
insolubles 60 (41%) 310 (32%) 11 (32%) 10.0 (68%) 

(a) = for quaternary aromatic carbon only. 

In(peak inl.) 

3 1  

FIGURE 1 DECAY OF AROMATIC PEAK INTENSITY FOR THE 

THERMAL RELAXATION TIMES 
TOLUENE-INSOLUBLE FRACTION IN DETERMINATION OF I3C 
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Figure 2 shows SPE spectra for the whole CTP and TI fraction. The use of TKS 
as an intensity standard has indicated that ca 90% of the carbon was observed by 
SPE in both fractions with a relaxation delay of 50 s (Table 3). As anticipated, 
the aromaticities are nearly 1 for both fractions but lower values (0.95-0.97 with 
a 1 ms contact ) have been obtained by CP (Table 3). 

carban Table 3 lists the aromaticities and fractions of 
quaternary carbon (C,/CA ) derived from the SPE spectra for the whole CTP and 
TI fraction. Figure 3 compares the aromatic carbon intensity plots obtained from 
DD using SPE and CP with a 1 ms contact for the TI fraction. As for coals (*), 
CP grossly underestimates quaternary aromatic carbon concentrations. Although 
the value of 0.58 for C&A obtained with a contact time of 5 ms is significantly 
higher than that for 1 ms (OM), it is still ,much lower than that 0.70 from SPE. 
The agreement between CP DD value of 0.58 for C q / C ~  and that of 0.68 for the 
slower relaxing carbon in the two component fit for the 13C TI relaxation 
behaviour (Figure 1) is reasonably good, considering the expefimental error for 
the latter. 

As there is little aliphatic carbon and oxygen in the CTP samples (Tables 1 and 
3), the errors involved in deducing the bridgehead aromatic carbon 
concentrations (CERIC) from the values for C,/CA are relatively small. The 
results obtained indicate that the average size of the aromatic nuclei correspond to 
6/7 ring pen-condensed structures for the whole CTP and, as expected, 
considerably larger entities for the TI fraction 

Ali~hatic carbon Since the 13C Tls of the aliphatic carbons are much shorter than 
those of the quaternary aromatic carbons, reasonably accurate results can thus be 
obtained with much shorter recycle times. Figure 4 compares the aliphatic 

n 

FIGURE 2 SPE *3C NMR SPECTRA OF WHOLE CTP AND 
TOLUENE-INSOLUBLE FRACTION CONTAINING TKS 

-s 1 'tch am- le 

Sample Aromaticity, fq CBR/C % of C obs. 
fa 

(0.95) 
Toluene- >0.99 0.70 0.68 90 

insolubles (0.97) 

Whole pitch 0.98 0.52 0.50 93 

f, = 
CERIC = 

fraction of quaternary carbon of total aromatic carbon. 
mole fraction of bridgehead aromatic carbon. 
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Dephasing time (us) 

FIGURE 3 COMPARISON OF AROMATIC PEAK INTENSITIES 
FROM THE SPE AND CP (1 ms CONTACT) DIPOLAR DEPHASING 
EXPERIMENTS ON THE TOLUENE-INSOLUBLE FRACTION 

I 

10 0 - 2 0  
PPI( 2 o  

FIGURE 4 ALIPHATIC CARBON BANDS FROM SPE AND CP 
SPECTRA OF THE TOLUENE-INSOLUBLE FRACTION 

regions from the SPE spectrum of the TI fraction obtained with a recycle delay 
of only 5 s with those from the CP spectra obtained with contact times of 0.5 and 
2 ms. Although the signal to noise ratios are understandably low, the proportion 
of CH3 (10-25 ppm) observed at the shorter contact time is only 30-40% of the 
aliphatic carbon due to the incomplete CP of the rotationally mobile CH3. The 
proportion observed is higher at the longer contact time of 2 ms but the signal to 
noise ratio is less than in the SPE spectrum which indicates that CH3 accounts for 
at least 60 to 70% of the aliphatic carbon. 

Biomass pitch Figure 5 shows the spectra obtained by SPE with a 50 s relaxation 
time and by CP with a 1.5 ms contact time. Table 4 lists the relaxation 
parameters and the carbon aromaticity. As for the CTP, over 90% of the carbon 
was observed by SPE with a relaxation delay of approximately 5 times the 13C TI 
for quaternary aromatic carbons (cu 10 s, Table 4). The biomass pitch is 
structurally diverse with methoxyl groups (peak at 55 ppm, Figure 5 )  surviving 
the carbonisation which clearly indicates that tar evolves at relatively low 
temperatures. The carbon aromaticity of 0.60 obtained by SPE compares with 
that of 0.58 from CP suggesting that., as for wood and other lignocellulosic 
materials (I3), the discrimination against aromatic carbon is not as great as for 
low-rank coals. 

180 
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200 150  100  5 0  
PPM 

FIGURE 5 SPE AND CP (1 ms CONTACT) SPE ‘3C NMR 
SPECTRA OF THE BIOMASS PITCH 

4 S-ation wameters for the b i o u  

TiW ms TIC aromatic /s % C observed .Aromaticity, fa 
46 (80%) 9.8 (44%) 96 0.60 
91 (20%) 0.8 (56%) (0.58) (a) 

(a) = CP value with a contact time of 1 ms. 

CONCLUSIONS 
13C thermal relaxation times for quaternary aromatic carbons in coal tar and 
biomass pitches investigated are in the range 10-15 s and, provided that suitably 
long relaxation delays are used in SPE, over 90% of the carbon is observed. 
Further, the self-consistent quaternary aromatic carbon concentrations derived by 
SPE-DD are higher than those obtained from CP, even with long contact times. 
SPE has indicated that the aliphatic carbon present in the CTP TI fraction 
investigated is predominately methyl. 
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INTRODUCTION 

We have shown in previous papers that spectroscopic analyses of liquefaction residues (by NMR, 
pyrolysis-GC-MS, and FT-IR) can provide imponant structural information which can be used for 
elucidating the chemical reactions of liquefaction (Song et al., 1992, 1993. 1994) as well as the effects of 
dispersed catalysts (Saini et al., 1992; Huang et al., 1993; Song et al.. 1994). The present work involves 
solid-state I3C NMR studies of residues of two subbituminous coals from their liquefaction at 300425"C, 
using cmss-polarization (CP). dipolar dephasing (DD) and magic-angle-spinning (MAS) techniques. A 
preliminary survey of some CPMAS 1 3 ~  NMR results for one of the two coals was presented previously 
(Song et al., 1993). In a companion paper, we repon on the analysis of oils from liquefaction of these coals 
by two-dimensional HPLC and GC-MS (Saini and Song. 1994). 

EXPERIMENTAL 

Sample Preparation. Three types of samples were examined in this study. The first set of samples are 
THF-insoluble residues from temperature-programmed liquefaction (TF'L) of a Montana subbituminous 
coal (DECS-9) in tetralin solvent at a final temperature ranging from 300°C to 4 2 5 T  for 30 min (Song et 
al., 1992). The second set of samples are THF-insoluble residues from liquefaction of a Wyodak 
subbituminous coal (DECS-8) at 350°C with and without a solvent (Song et al., 1994). The coals were 
predried in vacuum at about 100°C for 2 h prior 10 liquefaction. The third set of samples are the fresh raw 
coals (DECS-8, DECS-9) and THF-extracted but unreacted coals. Our experience shows that trace 
amounts of THF always remain in the THF-extracted residues even after vacuum drying at 100°C for over 
6 h, which interferes with spectroscopic analysis. We have solved the problem by washing the residue first 
with acetone, then with pentane. followed by vacuum drying at 100°C for 6 h prior to spectroscopic 
analysis. The residue samples were also subjected to elemental analysis. 

Solid-state 13C NMR. NMR spectra were acquired on a Chemagnetics M-100 spectrometer. The 
measurements were carried out at a carbon frequency of 25.035 MHz. The spectrometer performance was 
checked with a standard sample of hexamethylbenzene to assure the Hanman-Hahn match. In a typical 
analysis, about 0.4-0.6 g of a sample was packed in a 0.4 mL bullet-type rotor made of 
polychlorovifluoroethylene (Kel-F). Kel-F does not have a CPMAS I3C signal. The MAS speed of the 
rotor was about 3.5 kHz. 

The CPMAS I3C NMR spectra were obtained by using the combined high power proton decoupling, cross- 
polarization, and magic angle spinning techniques. The experimental conditions for all the samples are as 
follows: a cross-polarization contact time of 1 msec, a pulse delay time of 1 sec. 50 kHz of proton 
decoupling. sweep width of 14 kHz, and 20-30 Hz line broadening. Carbon aromaticity was determined by 
integrating the peaks between 95 and 165 ppm (ppm relative to tetramethylsilane). Spinning sideband 
intensity was distributed for aromatic cahons. Other details concerning CPMAS maybe found elsewhere 
(Hatcher, 1987). 

Dipolar-dephasing .13C NMR spectra (DDMAS) were acquired by using the pulse sequence described by 
Alemany et al. (1983) and Wilson et al. (1984). After the protons are spin-locked and cross-polarization is 
induced. a variable dephasing time Tdd is insened. during which the high-power decoupler is turned off. 
During this period, which lasts from 5 to 180 psec, carbon magnetization becomes influenced and 
diminished (dephased) by the strong dipolar interactions between I3C and IH spins. Carbons directly 
bonded to hydrogens (protonated carbons) dephase much more rapidly than those without attached 
hydrogens (non-protonated carbons). More details about the theory and procedures of dipolar dephasing 
may be found elsewhere (Hatcher, 1987, 1988; Pan and Maciel. 1993). In general, protonated carbons 
dephase within the first 60 psec (Tdd). and the signals remain after 60 psec are due to non-protonated 
carbons. \ ,  

RESULTS AND DISCUSSION \' 

i 
Structural Characteristics of THF-extracted Coals 

Figure 1 shows the CPMAS and DDMAS 13C NMR spectra of THF-extracted but unreacted Montana 
subbituminous coal (DECS-9). In the CPMAS spectrum, there are two major bands, an aromatic bands 
from 95 to 165 ppm and an aliphatic band from 0 to 80 ppm. Among the aliphatic bands, methyl carbons 
appear at 0-25 ppm, methylene carbons resonate between 25-51 ppm. methoxyl groups around 51-67 ppm 
and ether groups between 67-93 ppm (Yoshida et al.. 1987). The aromatic region includes two shoulders 
which may be attributed to catechol-like oxygen-bound carbons (centered around 142-144 ppm) and 
phenolic carbons (centered around 152-154 ppm). There are two other bands with lower intensities, 
including carboxyl groups between 170-190 ppm and ketonic carbonyl groups between 190-230 ppm. 

* Corresponding author. 
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DDMAS 13C NMR was used to examine the degree of protonation of carbons. Protonated carbons decay 
at a rate that is dependent on Tdd2 and is often referred to as the Gaussian Component of Signal decay: 
non-protonated carbons decay at a much slower rate that is exponential with respect to Tdd (Alemany et al.. 
1983). Compared to the CPMAS spectrum , signal decay in the 95-165 ppm region was due mainly to 
Protonated aromatic carbons (95-130 ppm). The signal intensity remaining in the aromatic region in the 
DDMAS spectrum in Figure 1 can be attributed to bridgehead and substituted aromatic carbons (130-148 
PPm) and oxygen-bound aromatic carbons (140-165). Apparently, the shoulders that we identified as 
catecholic (structure I) and phenolic (structure 11) carbons remain in the DDMAS structure and are clearly 
non-protonated carbons. 

Our assignment of the peak centred at 
142-144 ppm in the DDMAS specha is 
different from that of Pan and Maciel 
(1993). They assigned the 144 ppm 
peak for Beulah-Zap lignite (801) to an 
aniline-type aromatic carbon. We have 
assigned this peak to the catecholic 
oxygen-bound aromatic carbon (shown 
in structure I). This is based on the 
NMR spectra of lignin-related model 
compounds and lignin (Hatcher, 1987) 
and the combined CPMAS NMR and 
pyrolysis-GC-MS studies of low-rank 
coals, including DECS-9 (Song et al., 
1993) and DECS-8 (Saini et al., 1992) 
coals used in this work, as well as a 

R' 

R" 

+OR+ Str. I Str. I1 lignite (Wenzel et al., 1993). 

Rash pyrolysis GC-MS of lignites (Hatcher et al., 1988; Wenzel et al, 1993), DECS-9 Montana coal (Song 
et al., 1993). and DECS-8 Wyodak coal (Saini et al., 1992) revealed that catechol and phenol as well as 
their homologs are important components in the pyrolyzates of low-rank coals. Another important 
evidence is that as catechol observed in the pyrolysis-GC-MS diminishes, so does the catecholic peak in the 
CPMAS l3C NMR spectra (Hatcheret al., 1988; Song et al.. 1993; Wenzel et al., 1993). 

Quantitative CPMAS NMR analysis of Montana coal was performed by means of curve-fitting. as 
described in our recent paper (Song et al.. 1993). This coal has 63-64s aromatic carbons among total 
carhons. Combination of DDMAS and CPMAS NMR data reveals that about 34-3976 of the aromatic 
carbons are protonated carbons; 23-24% of aromatic carbons are chemically bound to oxygen atoms; the 
remaining 31-33% aromatic carbons are bound primarily IO other carbon atoms and secondarily to nitrogen 
and sulfur. The above spectroscopic results suggest that the Montana coal contains approximately two or 
three protonated carbons, one or two oxygen-bound carbons, and two substituted or bndgehead carbons 
per aromatic ring. 

Compared to the Montana coal, THF-extracted Wyodak subbituminous coal (DECS-8) has a lower 
aromaticity (57%). However, it also has all the characteristic peaks (aliphatic. aromatic, carboxyl, carbon 1) 
and shoulders (phenolic, catecholic) that DECS-9 Montana coal possess (Figure I). The DDMAS 11, 
NMR data are not available for this sample at the present time. 

Characterization of Residues from Non-Catalytic Liquefaction 

Figure 2 presents the CPMAS and DDMAS 13C NMR spectra of THF-insoluble residue from non-catalytic 
TPL of a Montana subbituminous coal (DECS-9) in the presence of tetralin solvent at  a final temperature of 
350'C for 30 min. Details of TPL procedures and results may be found elsewhere (Song and Schobert, 
1992). Comparative examination of DDMAS data indicates at least three trends. First, relative to the THF- 
extracted umacted coal, non-protonated carbons contribute more IO the aromatic band in the residue from 
35O0C run. Second. the catecholic peak almost disappeared after 30 min at 350°C. Third. ohenolic Deak 
does not diminish as much as the cafecholic peak 
two DDMAS spectra (Figures 1 and 2). 

reaction at 350°C. as can be seen by comparing the 

Figure 3 shows the CPMAS and DDMAS I3C NMR spectra of THF-insoluble residue from non-catalytic 
reaction of a vacuum-dried Wyodak subbituminous coal (DECS-8) in the absence of any solvent at 350°C 
for 30 min under 6.9 MPa H2. Since no donor solvent or catalyst was used, the coal conversion is very low, 
only about 12.5 wt%. More liquefaction results of this coal are described elsewhere (Song et al., 1994). 
The characteristics of both CPMAS and DDMAS spectra of this sample resemble those of the 
corresponding spectra for residue from Montana coal (Figure 2). although the two samples were derived 
from different coals under different conditions. 

The reaction temperature has the most significant impact on the spectral characteristics of the liquefaction 
residues. We have performed both DDMAS and CPMAS 13C NMR analysis of the THF-insoluble 
residues from TPL reactions of Montana coal (DECS-9) at 300, 350OC. 375.400 and 42YC for 30 min. 
Catechol-like structures were found to be thermally sensitive and diminish gradually with increasing 
temperature up to 350'C. The catecholic shoulder at 142-144 ppm disappears from the residue of 375°C 
run. Carboxyl (165-190 ppm) and carbonyl (190-230) peaks diminish significantly after 375°C and they 
disappear in the spectrum of residue from 4 0 0 T  mn. Phenolic structures diminish with increasing 
temperature up w 425°C. These results clearly indicate that there are thermally reactive oxygen functional 
groups in coal and their reactions can take place at temperatures as low as 300-375OC. 

As shown in Figure 4, the carbon aromaticity of residues increased monotonically with increasing reaction 
temperature after 300°C. Comparison of the curve for WC atomic ratio and that for cartmn ammaticity 
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indicates that THF extraction of unreacted coal and that reacted at 300°C. removed more aliphatic 
materials. However, the conversion level at 3Oo0C in tetralin is below 10 wt% (dmmf). The WC ratio of 
the residues decreased significantly with increasing temperature up to 425OC. The aromaticity of the 
residues increased with increasing coal conversion, being consistent with the observations by two other 
groups on residues from liquefaction (Fatemi-Badi et al.. 1991; Franco et al., 1991). The increase in carbon 
aromaticity is driven primarily by temperature. and secondarily by the adduction of aromatic solvent 
molecules (Song et al.. 1993. 1994). Another interesting observation is that, while the total aliphatic 
carbons decrease. the percentage methyl carbons relative to total aliphatic carbons increases with 
increasing temperature up to 425°C. 

DDMAS analysis (Figure 5 )  shows that the degree of protonation of aromatic carbons in the residues 
decreased from 35% (for THFextracted but unreacted Montana coal) to 13% for residue from the non- 
catalytic run at fmal reaction temperature of 375'C. General trends observed from DDMAS experiments 
for residues from DECS-9 are as follows. The degree of protonation of aromatic carbons in the residue 
decreases with increasing coal conversion. In other words, the higher the coal conversion into THF-soluble 
products. the more non-protonated aromatic carbons in the THF-insoluble residues. The higher content of 
non-protonated carbons among total aromatic carbons could originate from either higher degree of 
condensation or higher extent of substitution. Since the aromaticity increases and atomic H/C ratio 
decreases with increasing temperature. the decrease in the relative content of protonated aromatic carbon 
(or the increase of non-protonated aromatic carbons) is due mainly to the increased degree of condensation. 
This means that there are more bridgehead aromatic carbons or more condensed-ring aromatic stmctures in 
the residues from runs at higher temperatures. 

As discussed above, there exists good correlation between carbon distribution and reaction temperature 
above 300OC. We have attempted mathematical correlation of the NMR data for the residue with reaction 
temperature (Song et al., 1993). Figure 6 shows that the changes in the aromatic, aliphatic, and oxygen- 
bound carbons of the residues can be related to the liquefaction temperature by a linear correlation. A 
general expression is given below: 

Ci = a fi  + pT for specific carbon type i 

where T is reaction temperature (T), fi and Ci represent the content of specific carbons (%) in the original 
coal and residue, respectively. and a and p are constants. The specific conelations for aromatic C (Car). 
aliphatic C (Cali). and oxygen-bound carbons (Co-c) are given in Figure 6. We have quantitatively 
analyzed the NMR spectra of 26 residues from liquefaction of DECS-9 coal under various conditions with 
and without solvents (Song et al., 1993). T h e  results show that equation 1 holds for all the cases with good 
linear cornlation. 
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Figure 1. 
subbituminous coal (DECS-9). For DDMAS. Tdd = 60 p. 

CPMAS and DDMAS 13C NMR spectra of THF-exlractcd but unreacted Montana 
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Figure 2. CPMAS and DDMAS 1% NMR spectra of residue from TF'L of Montana coal in the presence 
of tetralin at a final temperaturn of 350°C for 30 min. For DDMAS. Tdd = 60 ps. 
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Figure 3. m M A S  and DDMAS '3C Nh4R spectra of residue from liquefaction of Wyodak cod 
(DECS-8. vacuumdried without anv solvent at 35OoC for 30 min. For DDMAS. Tdd = 60 us. 
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Figure 4. Conversion of Montana coal and changes in aromaticity (Arom C, 76) and No. of H aloms/100 C 
in the residues versus fmal temperature of liquefaction (TPL) in tetralin. 
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Figure 5. Change of aromaucrty and perccnlage degree of protonation of aromaiic carbons I fa(a.H) ] 
in the residues versus conversion of DECS-9 Montana Cod in TPL with letralin 
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w e  have beed investigating a chSmical%u&e of Japanese bituminous Akabira 
coal by Curie-point pyrolysis GUMS coupled with CP/MAS I3C NMR and 
proposed a unit chemical structure of the coal on the basis of these results.' In that 
paper, we had pointed out more precise and quantitative evaluation of chemical 
bonds connecting aromatic rings should be clarified in order to evaluate more 
precise chemical structures of coal organic materials (COM). As for this, Stock et 
al., investigated ruthenium ion catalyzed oxidation (RICO) of coal? Ruthenium 
tetroxide is well known to have a property to attack selectively sp2 carbons of 
organic substrates: for example, in this oxidation arylalkanes and diarylalkanes 
could be converted to aliphatic monocarboxylic and dicarboxylic acids, 
respectively. One of the most critical points of this reaction is believed to be the 
difficulty in attaining quantitative analyses of lower carboxylic acids because 
they are main products, showing high volatility. Stock et al. and Strausz el al. had 
applied the isotope dilution methodz and esterification with phenacyl bromide3 
for the quantitative analysis, respectively. The former, however, needs 
preparation of deuterium-labeled carboxylic acids and the later has a slow rate of 
conversion of the carboxylic acids to their phenacyl esters. 
In this paper, we have examined quantitative determination of carboxylic acids 
resulted from RICO reaction and proposed the method to accomplish this, 
applying this for RICO reaction of Illinois #6 (American subbituminous), 
Akabira (Japanese bituminous), and Zao Zhuang (Chinese bituminous) coals. 

Experimental Section 
Reaaents. Samples, and Instruments. 
As to Illinois #6 coal, Argonne premium coal sample was used. Whole coals 
employed in this paper were pulverized under 100 mesh and dried at 100 "C in 
vacuo (5 mmHg) for IO h prior to use. Solvents were distilled according to 
conventional methods. Other reagents were commercially available and used 
without further purification. 

Procedure for RICO Reaction of Coal. 
RuCh (40 mg) and coal (1 g) were add to a 100 ml flask containing MeCN (20 
ml), CCL (20 ml), and H20 (30 ml), the mixture being stirred magnetically for I 
h. NaI04(10g) wasaddedgraduallyandtheresultingmixture wasstirredat40"C 
for 24 h. After the end of the reaction, the mixture was filtered to remove an 
inorganic residue. The filtrate was analyzed with the following two methods; (i) 
For analysis of lower carboxylic acids (C6) ,  aqueous NaOH solution (5 %, 100 
ml) and ether (100 ml) were added to the filtrate and the aqueous phase was 
separated. This aqueous solution was diluted to 1000 ml by using deionized water 
and 5 ml portion of this solution was analyzed by a DIONEX 200Oilsp ion 
chromatograph (HPICE-AS-I column). (ii) For analysis of higher carboxylic 
acids (C79, diluted hydrochloric acid (5 %, 100 ml) were added to the filtrate and 
the resulting solution was extracted with 100 ml of ether, twice. The ethereal 
solution was dried over sodium sulfate. After evaporation of ether, carboxylic 
acids produced were esterified with diazomethane and analyzed with a Shimadzu 
GC-IAPF (CBP-I capillary column, Q 0.50 mm x 25 m) and a Shimadzu QP- 
2000A GC-MS (CBP-1 capillary column, Q 0.25 mm x 25 m). 

Results and Discussion 
Problems in RICO Reaction of Coal. 
At first, we have examined availability of ion chromatography to analyze a 
mixture of lower carboxylic acids. Figure 1 shows ion chromatograms of a model 
mixture containing succinic, formic, acetic, propionic, butyric, and valeric acids 
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and RICO products of Akabira coal, this suggesting that peak separation is 
relatively good and analysis of these carboxylic acids is not disturbed by the 
presence of I- and IOx- ions contained in the reaction mixture. 
We have discussed the possible factors affecting the results of RICO reaction; (i) 
evolution of acetic acid from hydrolysis of MeCN, (ii) oxidation rafe of COM, 
and (iii) further decomposition of carboxylic acids produced with RuCls-NaIO4. 
As to the first possibility, Strausz et ol. had pointed out that EtCN should be used 
in place of MeCN for analysis of methyl groups attached to aromatic moieties.' In 
fact, treatment of mixture of MeCN, CC14, and HzO with RuC13-Nal04 at 40 "C for 
24 h was found to afford acetic acid along with small amount of formic acid. 
These results suggest that, in this solvent system, reliable yields of carboxylic 
acids having more than three carbons (propionic acid or higher) could be 
obtained, however, yield of acetic acid is unreliable because of contamination of 
the decomposition product from the solvent system. Subsequently, we decided to 
employ EtCN instead of MeCN, as Strausz et al. pointed out. Treatment of a 
mixture of EtCN, CCh, and H20 with RuCIi-NaIO4 afforded formic, acetic, 
propionic, and butyric acids, however, yield of acetic acid from EtCN was less 
than that from MeCN, this suggesting that EtCN is preferable than MeCN for 
analysis of acetic acid. 
Table 1 summarizes the results of treatment of a mixture of lower carboxylic 
acids with RuCI3-NaI04 in the two solvent systems (MeCN or EtCN with CCI4- 
H20). In the case of MeCN, 1.4 mmol excess of acetic acid was observed along 
with 0.74 mmol of formic acid. On the other hands, in  the case using EtCN, 
excess amounts of acetic acid observed reduced to 0.77 mmol. On the basis of 
these results, we employed two tertiary solvent systems; one containing EtCN for 
analysis of acetic acid from a-methyl groups and another containing MeCN for 
analysis of carboxylic acids with more than three carbons (propionic acid or 
higher). 
RICO reaction was carried out using coal model compounds in the solvent system 
containing EtCN. The reaction ofp-cresol andp-methylanisole proceeded almost 
completely, while excess acetic acids (1.1 and 0.6 mmol) were produced. These 
results suggest that evolution of acetic acid from hydrolysis of EtCN was 0.8 + 
0.2 mmol, this value showing g o d  agreement with the value in Table 1. These 
results also suggested a reactivity of oxygen containing compounds is relatively 
high. Since coal usually has these functional groups, it is supposed that the 
reactivity of coal should be high. 

H O o M e  - CH3C02H 

2.1 mmol 3.2 mmol 
1 1 )  
\ - I  M~OGM~ - CH,CO,H 

2.2 mmol 2.8 mmol 

In order to get more precise information about the conversion rate of coal under 
above reaction conditions, we have carried out the following experiments; after 
the end of RICO reaction of Akabira coal, the resulting reaction mixture was 
filtered, the filter cake being washed thoroughly with water and CH2CI2. The 
residue was found almost completely to be dissolved in water and CHzCIz, this 
suggesting that the coal was converted to soluble products almost completely. 

RICO Reaction of Three Coals. 
Illinois #6 (C 76.6 wt%, daf), Akabira (82.3 %), and Zao Zhuang coals (86.6 %) 
were employed in this study. As described in  the former section, the ion 
chromatograph was used for analysis of lower carboxylic acids (<c6) and GC and 
GC-MS were used for higher carboxylic acids (C79 after esterification with 
diazomethane. In the case of the analysis of acetic acid produced, EtCN was used 
as a co-solvent. 
Figure 2 shows gas chromatograms for RICO reaction products of Akabira coal, 
this indicating that Akabira coal has a wide range of alkyl side chains from C7 to 
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CIO. Figure 3 shows the plot of yield of whole monocarboxylic acids against 
carbon numbers. From Figure 3, i t  is clear that yields of carboxylic acids 
decreased monotonically from acetic acid to valeric acid, this suggesting that 
methyl group is dominant substituents of aromatic moieties. This is parallel with 
the findings reported so far. As to yields of lower carboxylic acids, three coals 
Showed very similar distribution of carboxylic acids, indicating aliphatic 
substitution of aromatic moieties ranging from methyl to hexyl groups are very 
Similar to each other. These results showed a good agreement with the results 
reported by Stock et a12 On the other hands, yields of higher carboxylic acids are 
different among three coals: a lower rank coal has longer alkyl side chains 
attached to aromatic moieties than those of higher rank coal. 
Since this RICO reaction has some limitations, a precise information about all 
parts of aliphatic functional groups in COM can be hardly obtained only based on 
this reaction. However, we have to evaluate this RICO reaction to be able to 
afford us very useful information about aliphatic portions of COM by the 
combination use of 'IC NMR. 
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Table 1 .  Treatment of Free Lower Carboxylic Acid with RuC13-NaI04 
in RCN-CCI,-H20 Mixed Solventa 

MeCN EtCN 
Used Observed Difference Used Observed Difference 

amount amount (mmol) amount amount (mmol) 
(mmol) (rnmoI)b (mmol) (mmol)b 

Formicacid - 0.74 4 . 7 4  - 0.083 4 . 0 8 3  
Acetic acid 1.74 3.11 +1.37 0.87 1.64 4 . 7 7  

Propionicacld 0.64 0.50 -0.14 0.68 0.92 4 . 2 4  
n-Butyric acid 0.49 0.48 -0.01 0.59 1.31 4 . 7 2  
n-Valeric acid 0.19 0.16 -0.03 0.50 0.47 -0.03 

aTreatment of carboxylic acids with RuC13 (40 mg) and NaI04 (10 g) were 
carried out in the solvent system containing RCN (20 ml), CCI, (20 ml), 
and H20 (30 ml) at 40 OC for 24 h. bDetermined by an ion chromatograph. 
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Figure 1. Ion chromatograms of model mixture of lower carboxylic acids (a) 
and the reaction products from the oxidation of Akabira coal (b) 

Figure 2. A gas chromatogram for carboxylic acid methyl esters from the oxida- 
tion reaction of Akabira coal 

F 0 5 10 15 20 25 30 35 
n (carbon number) 

Figure 3. Yields of fatty monoacids, CnH(z.+1)C02H. from 
oxidation of the coals; Illinois No. 6 (A), Akabira (a), 
and Zao Zhuang coals (0) 
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Introduction 

Coal liquefaction involves the use of recycle oils to mix slurry feed materials, and transfer 
hydrogen to coal as it is digested at high temperatures. Hydrogen donating abilities of recycle 
oils can be measured using Proton Nuclear Magnetic Resonance (lH-NMR) Spectroscopy [I], 
liquefaction testing [2] and dehydrogenation tests [3]. This paper will describe the absolute 
determination of total organic elemental hydrogen by 1H-NMR of small (less than one gram) 
heavy distillate samples produced for research purposes. A comparison will be made between a 
conventional combustion method and the NMR spectroscopic method. 

Organic elemental hydrogen analysis is routinely performed with an automated analyzer having a 
high temperature combustion zone that is connected to a detector which measures the response 
of the product water, This technique has its historical roots in the experiments of Lavoisier [4] 
who in the 1770's burned alcohol and other combustible organic compounds in oxygen to 
gravimetrically determine the product water and carbon dioxide. Quantitative recovery and 
measurement ofthe combustion products were demonstrated by Berzelius and Liebig in the 
early 1800's. The work of Pregl [SI at the turn of this century advanced this technique to a high 
degree with the introduction and perfection of microchemical techniques (sample sizes in the 
milligram range). With the advent of instrumental electronics, automated microanalysis 
gradually replaced the gravimetric techniques mainly because of increased analysis speed. 
Modern automated organic elemental analysis consists of combusting the sample in the presence 
of a solid oxidant and sweeping the products into a thermal conductivity or infrared detector 
[4,5]. An alternative technique for the detection of hydrogen is to react the product water with 
carbonyldiimidazole to generate a quantitative amount ofcarbon dioxide which is measured by a 
coulometric titration [6]. 

The development of Proton Nuclear Magnetic Resonance Spectroscopy has led to the 
description and qualitative classification of hydrogen in organic compounds. These techniques 
have been especially helpful in describing hydrogen as it is classified into aliphatic, aromatic and 
hydroaromatic groupings [1,2,3]. In addition, low resolution proton 'H-NMR has been 
successfully used to determine absolute amounts of hydrogen in a variety of petroleum fractions 
[7,8]. 
careful attention given to sample preparation and spectral integration. 

Our technique involves simple integration of high resolution IH-NMR spectra with 

Experimental 

Materials 

Heavy distillate samples from Run 262 at the Wilsonville Advanced Coal Liquefaction Pilot 
Plant were supplied from CONSOL inc. The samples came from the VI074 stream and had an 
approximate boiling range of 650°F to 1050°F. The samples were hydrotreated in a laboratory 
scale trickle-bed reactor at 365°C. 1,2,3,6,7,8 hexahydropyrene (H6Py) and deuterated 
chloroform (99.96%D) were purchased from Aldrich, naphthyl dibenzyl methane (NBM) was 
acquired from TCI America, acetanilide was obtained from Perkin Elmer and parafin oil was 

I C  purchased from LECO corporation. 

Procedure 

Combustion Analysis - Hydrogen amounts were determined with a Perkin Elmer model 2400 
CHN analyzer. The combustion temperature was set at 925°C and the reduction tube was set at 
640'C. Since the heavy distillate samples are viscous, the "standard" tin capsules could be used 
to contain the samples. Careful attention was paid to sample size since larger samples (>3mg) 
often lead to incomplete combustion or an "overload" condition which gives erratic hydrogen 
results. The analyzer is conditioned before sample analysis by running successive external 
standard samples until the hydrogen output stabilizes (usually one to two samples). The 
conditioning samples always show a lower than expected hydrogen value if they are preceded by 
a blank determination. External standards for the combustion technique include acetanilide, 
parafin oil, and NBM. 
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Proton NMR - A Bruker AM 300 FT-NMR spectrometer was used to determine hydrogen mass 
percents. Heavy distillate samples were prepared in CDC13 at a concentration of 30.0 mg per 
1 .O mL of solvent. External standard samples f&Py) were prepared at concentrations ranging 
from 0.5 mg to 45.0 mg per 1.0 mL of solvent to generate a calibration curve. All samples were 
weighed in 20 mL sample vials; CDC13 was introduced with a syringe. Solutions were 
immediately capped, mixed thoroughly, and transferred to  5 mm Nh4R tubes with Pasteur 
pipettes. Spectra were acquired with a total time of 2.36 seconds between 20 degree RF pulses. 
At low external standard concentrations (0.5 mg-30 mg), 512 scans per sample were acquired to 
improve signal to noise ratios. It was found that the number of scans could be reduced from 512 
to 64 for distillate samples and more concentrated external samples (30 mg to 45 mg). H6Py 
standard samples of 30.0, 37.7, and 45.0 mg/mL were prepared and analyzed daily for distillate 
analyses. CDC13 acts as a de facto internal standard having a chemical shift of 7.27 ppm; the 
samples are integrated between 10.5 and 0.5 ppm. Before integrating the spectra, the baseline 
curvature is corrected using a spline-fit algorithm incorporated in the Bruker software. Area 
counts due to the CDC13 ofapproximately 0.2 are considered negligible compared to the output 
for a 30 mg H6Py standard (arbitrarily set to give 100.0 area counts). NE3M was also analyzed 
to check the accuracy of the method. 

Results and Discussion 

Previous tests in our laboratory showed that heavy distillate samples acquired less than 1 wt% 
additional hydrogen during catalytic hydrogenation even under the most favorable of conditions. 
Therefore, determining hydrogen concentration changes on the order of 0.3 to 1 .O wt% has 
become necessary. Analyses for hydrogen in our laboratory (using the CHN analyzer) have been 
deemed acceptable if the precision of the analysis was + 0.3wt%. This was not acceptable when 
trying to detect the small hydrogen increases in the hydrotreated distillates. 

Figure 1 shows a linearity plot of area (detector response) vs. absolute hydrogen content of a 
wide variety of model compounds and a known heavy distillate. The data in Figure 1 shows the 
calibration curve constrained through the origin. This curve illustrates that a one-point 
calibration (such as is commonly used in automated CHN andyses) would underestimate the 
hydrogen in samples such as acetanilide (6.71% H) and overestimate the amount of hydrogen in 
paraffin oil (13.63% H). A one point calibration becomes especially inaccurate ifthe standard 
has a hydrogen content much different than the sample to be analyzed. Since the recommended 
sample weight for the combustion analysis should fall in the narrow range between one and three 
milligrams, the difficulty in establishing a linear calibration curve is compounded. One solution 
to this dilemma is to plot the raw data against a wide range of known hydrogen standards. This 
is the method illustrated in Figure 2, in which the calibration curve is not constrained through 
the origin. This linear regression curve-fit has a correlation coefficient of 0.994 and provides a 
more reliable basis for analysis of samples within the range of the calibration curve (hydrogen 
content between 6.71% and 13.63%). 

Figure 3 shows a four point calibration curve of area vs. hydrogen content for different amounts 
of hexahydropyrene in deuterated chloroform as analyzed with the IH-NMR technique. This 
curve has excellent linearity over its range giving a linear regression correlation coefficient of 
0.9999. The 'H-NMR technique requires only one type of standard at different concentrations 
rather than multiple standards for the combustion technique. The X-axis in Figure 3 is an order 
of magnitude larger than the corresponding axis for the combustion technique since a typical 
sample weight for the 'H-Nh4R analysis is ten times larger (30 mg vs. >3 mg) than for the 
microcombustion technique. The Y-axis presents the integrated area in arbitrary units with the 
30mg /mL %Py standard assigned a value of 100.0, 

Table 1 shows the analytical results and uncertainties for a series of heavy distillate samples and 
model compounds typically used in coal liquefaction research. Hydrogen concentration is 
presented as the average of four runs for the combustion analyses and the average of three 
determinations for the 'H-NMR analyses. The theoretical hydrogen content is shown for the two 
model compounds, H6W (CI6Hl6) and NBM (C22Hz5). The distillate samples were taken at 
different times "on-stream'' with the highest hydrogen content being for the sample taken after 
one hour when the catalyst was the freshest. Hydrogen content decreases with time on-stream 
until at ten hours the reaction temperature was raised by 10°C to increase the rate of 
hydrogenation. Indeed this sample showed a slight increase of O.lwt% hydrogen. In general the 
absolute hydrogen analyses for the two methods are remarkably close with the largest difference 
between the averages being no more than 0.16%. The standard deviations are larger for the 'H- 
NMR determinations in general with the exception of the b P y  sample which gave a very low 
(0.05%) standard deviation. Figure 4 is a panty plot comparing the results from the two 
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techniques. Again the correlation coefficient from a linear regression gave a good linear fit, thus 
the two techniques compare well, at least in the range of hydrogen concentrations studied. 

Figure 5 shows an analysis of hydrogen distribution according to three broad categories. Alkyl 
protons are defined as alkyl a, alkyl p, and gamma having IH-NMR chemical shifts of 2.5-2.0, 
1.4-1.0, and 1 .O-0.5 ppm respectively. Condensed aromatic and uncondensed aromatic 
hydrocarbons have chemical shifts of 10.5-7.15 and 7.15-4.7 ppm, respectively. Hydroaromatic 
hydrogens are defined as cyclic a and cyclic p protons with proton shifts of 4.7-2.5 and 2.0-1.4 
ppm respectively. Results in Figure 5 illustrate the additional benefit of the 'H-NMR technique. 
The 'H-NMR spectrum can quantitatively analyze the hydrogen species in a heavy distillate 
sample (not possible with combustion elemental analyses). These proton distributions can then 
be used to evaluate the quality of a liquid (in our case for hydrogen donation purposes). 

Conclusion 0 

Elemental hydrogen determinations giving sample repeatability of less than 0.1 wt% at the 
IO wt% level have not been demonstrated with either the combustion or the 'H-NMR technique. 
However, excellent correlation has been achieved between the combustion method and the 'H- 
NMR method, giving results for model compounds which are quite good (see Table 1). A 
refinement of the combustion analysis has been shown by improving the calibration procedure 
from the typically used single point calibration. Small differences in hydrogen content were 
noted for a series of hydrotreated heavy distillate samples. In addition the absolute 
determination of hydrogen by IH-NMR can also yield information about the relative amounts of 
aromatic, alkyl and hydroaromatic protons. The 'H-NMR technique can also be applied to 
evaluate absolute hydrogen content when a rapid combustion technique is not immediately 
available. 
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Table 1. Comparison of Combustion and NMR Hydrogen Data for Flow 
Reactor Product (Heavy Distillate) 
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ABSTRACT 

We have employed normal-phase HPLC with photo diode array detector and GC-MS techniques to 
characterize the oils (hexane soluble fraction) from the catalytic and non-catalytic liquefaction of 
Wyodak subbituminous coal at 400 "C under 6.9 MPa H2 pressure. The use of a dispersed Mo catalyst 
afforded much higher oil yield than the non-catalytic run. HPLC reveals that the oils from the 
catalytic runs contain more phenolic compounds and more of heavier components as compared to the 
oils from non-catalytic run. On the other hand, GC-MS shows that there is a significant amount of 
long-chain alkanes in the oils, ranging from C11 to C35. The analytical results from the two techniques 
appear to be complementary to each other. The oils contain some heavier components which are 
detectable by HPLC but undetectable by GC-MS. GC-MS of HPLC fractions of the oils from the 
catalytic run confirmed the presence of significant amount of phenols and indanols. 

INTRODUCTION 

Catalytic coal liquefaction is a potential route to alternate liquid transponation fuels and aromatic 
chemicals (Song and Schoben, 1993). However, the characteristics of the liquefaction products must 
be clarified before effective implementation. Cenain coal-derived aromatic compounds can be used 
to make high-value chemicals through shape-selective catalysis (Song and Kirby, 1993. 1994; Song 
and Moffatt. 1993. 1994; Schmidt and Song, 1994). The non-fucl use of coal liquids could improve 
the economics of liquefaction significantly. although the majority of the coal liquids may be used for 
transponation fuels (Song and Schoben. 1993; Derbyshire et al., 1994). 

The present work aims at clarifying the compositional characteristics and molecular components of 
oils from catalytic liquefaction of Wyodak subbituminous coal using a dispersed Mo catalyst. This 
paper reports on the oil analysis using normal-phase high-performance liquid chromatography 
(HPLC) with photo diode array (PDA) detector which allows continuous two-dimensional scanning 
analysis of HPLC elutes over UV wavelength range. 

While reversed-phase HF'LC is popular for analysis of a variety of samples that are soluble in water or 
polar organic solvents (F'oole & Poole, 1991; Wise et al., 1993), normal-phase HPLC can be used for 
analyzing components dissolved in non-polar organic mixtures (Snyder et al.. 1988). Reversed-phase 
HPLC is characterized by strong interactions between the polar mobile phase and various sample 
molecules. However, coal-derived oils are not soluble in the common solvent systems (such as water- 
acetonitrile) for reversed-phase HPLC. In normal-phase HPLC. sample-adsorbent (stationary phase) 
or solvent-adsorbent interactions are strong but sample-solvent interactions are relatively weak. 
Neutral organic solvent (hexane) and weakly polar solvent (methylene chloride) can bc used for 
normal-phase HF'LC. which are also good solvents for coal-derived oils. Some bonded-phase HPLC 
columns for normal-phase HPLC have become commercially available recently. The conventional 
monochromatic UV detector has limited the amount of information that can be extracted from HPLC. 
since one panicular wavelength may not be suitable for analyzing all the compounds in the complex 
mixtures (Snyder et al., 1988; Feker et al., 1993). PDA detector represent a recent development in 
the HPLC detection system. which allows sample analysis over UV range. Recently PDA has been 
demonstrated to be very useful in the analysis of PAHs in heavy liquids either by reversed-phase (Liu 
et al., 1992) or normal-phase HPLC (Clifford et al. 1994). 

2 

EXPERIMENTAL 

Reagents and Materials. All the oils were derived from liquefaction of Wyodak subbituminous 

DOWPenn State Sample Bank. Ammonium tetrathiomolybdate (ATTM) was dispersed as a catalyst 
precursor on to coal (1 wt% Mo on dmmf basis) by incipient wetness impregnation from its aqueous 
solution. A7TM is expected to generate molybdenum sulfide panicles on coal surface upon thermal 
decomposition at 2 325 "C (Artok et al.. 1993). The impregnated or the raw coal samples were dried 
in a vacuum oven at I00 "C for 2 h before use. The liquefaction was carried out in 25 mL tubing 
bomb reactors at 4WoC for 30 min (plus 3 min heat up) under an initial H2 pressure of 6.9 MPa. The 

found elsewhere (Song et al.. 1993). 

Various reagents were used as standards for confirmation of identification of HPLC and GC-MS 
peaks. The following reagents were purchased from Aldrich: phenol (99+%). 1.2,3,4-tetrahydro- 1- I 

naphthol (97%). tetralin (99%), I-methylnaph$alene (98%), 9.10-dihydrophenanthrene (94%). and 
1 -naphthol (99+%). Sixteen polycyclic aromatic hydrocarbons were purchased from Supelco as a 
mixture defined as EPA Mixture 610. This mixture contains the following components: naphthalene. 

coal, which is one of the US.  Department of Energy Coal Samples (DECS-8) maintained in the \. . 

oils are hexane-soluble fraction of liquefaction products. Detailed results of liquefaction may be :i< 
\ 
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acenaphthylene. acenaphthene, fluorene. phenanthrene. anthracene. fluoranthrene. pyrene. 
benzO(a)fluoranthene, chryscne. benzo(b)fluoranthene. benzo(k)fluoranthene. benzo(a)pyrene, 
dibenzo(a,h)anthracene, bcnzo(g,h.i)perylene. and indcno(l.2.3,c.d)pyrene. 

High Performance Liquid Chromatography (HPLC). The Waters HPLC system consists of U6K 
Universal Injector, W E  Powerline Multi-Solvent Delivery Module. and 991 Photodiode Array (PDA) 
Detector. The 600 Powerline Module xwcs as a system controller for setting up all Solvent gradient 
conditions, injection and detection parameters and wavelength ranges. The PDA dtector is capable of 
continuous monitoring and acqusition of all UV/VIS wavelengths from 190 to 800 nm. Through the 
use of computer. the 991 PDA operates exclusively with Millenium 2010 Chromatography Manager 
Software system, which allows fully automated data acquisition. processing, and reponing as well as 3- 
D graphics. Thc moIution of the PDA dcieciion is 4.7 nm. 

The Column used for HPLC was a Hypersil PAH-2 purchased from Keystone Scientific. Inc.. which is 
a cOmmercially avarlablc column (150 x 4.6 mm id.) made by Shandon Scientific, Inc.. U.K. The 
Hypersil PAH-2 has been developed using tetrachlorophthalimidopropyl bonded silica. This type of 
column can be used for analyzing the polyaromatic compounds dissolved in organic mixtures such as 
crude oils and coal liquids. Classical n-alkyl bonded phases are not suitable for analyzing such non- 
polar mixtures. 

For HPLC analysis. the oils were diluted in 50%-50% hexane-methylene chloride solution 
(approximate concentration: I mg/mL) and filtered through 0.2 pn membrane filter (Supeco Iso- 
Disc P-32) attached to a synnge. This assures that the solution lo be analyzed is free of suspcded 
micron-sized panicles. For each HPLC analysis. about 10-20 pL of a Samplc solution was injected 
and the solvent elution was controlled by the gradient program. a.. shown in Table I .  Gradient elution 
was used: hold at 100% n-hexane for 20 min. from 100% hexane to 50% hexane-SO% methylene 
chloride between 20 to 80 min. and to 100% methylene chlonde bctwcen 80 to 100 rnin. followed by 
a 20 min hold at 100% methylene chloride. The flow rate of the mobile phase was 0.8 mL/min. The 
data acquisition of all the oils and standards were made in the UV wavelength range of 200 to 400 nm 
at the rate of 30 scanshninute. All the HPLC analyses were conducted at ambient temperature. HPLC 
fractions were collected for some representative samplcs and analyzed by GC-MS. 

Gas Chromatography-Mass Spectrometry (GC-MS). The HPLC fractions of oil were analyxd 
on a HP 589011 GC coupled with an HP 5971A Mass Selective Detector (MSD). The c h m n  used for 
capillary GC was J&W DB-5 column: 30 m x 0.25 m m  i.d. fused silica capillary column coatcd with 
5 %  phenyl-95%methyl polysiloxane with a 0.25 mm film thickness. More analytical details may be 
found elsewhere (Song et al., 1994). In a typical GC-MS run. about I uL uf [lie diluted methylaic 
chloride solution of the wmple was injected through the splil/splitless injector in the splitless mode, 
with a 5 min delay of ionization to cut off the solvent. The GC oven in GC-MS was temperature- 
programmed as follows: 5 min isothermal holding at 4OOC. subsequent heat-up to 28WC at 4'C/min. 
followed by isothermal holding at 2 8 0 T  for 30 min. 

KESULIS ANU DISCUSSION 

HPLC of Oils 
Figures I and 2 show the 3-dimensional HPLC plots for oils from non-catalytic and catalytic runs, 
respectively, where the signal intensity (2 axis) is plotted against the UV wavelength (X. 247-390 nm) 
and retention time (Y). The use of a dispersed molybdenum sulfide catalyst increased oil yield from 
10 to 46 wt% (based on dmmf coal). Apparently. the dispersed catalyst not only improved coal 
conversion. but also altered the compositional features of oils, as can be Seen from the 3-D HPLC 
plots. The 3-D plots indicate that oils from the catalytic mn contain more components that have 
either larger aromatic ring-size or arc more polar. as compared to the non-catalytic runs. 

To assist in h e  peak assignments. we performed HPLC analysis of two standard mixtures. Figure 3 
shows 3-D plot for a standard containing 16 PAHs. The UV spectra of some peaks eluted before 20  
min in the PAH mixture are in the similar wavelength range as those peaks in the real sample of oil 
from catalytic Coal liquefaction. However. it becomes clear that the liitense peaks in the 30-65 min 
range in the oil from cadytic runs (Figure 2) are not due to condensed PAHs (Figure 3). Figure 4 
shows a maxiplot (miximum UV absorbance cormsponding lo each retention time unit) for the PAH 
standard mixture. in which the peaks were identified based on the information from the column 
supplier (Keystone Scientific, 1994). 

As oxygen compounds are also possible products. we also analyzed the HPLC profiles of .several pure 
polar compounds. F i y r e  5 gives a maxiplot for the phenolic mixture containing phenol, I-naphthol. 
1,2,3.4-letrahydm-I-naphthol. and 1 -indanol as well as aromatic hydrocarbons including tetralin. I - 
methyhaphthalene. and 9.10-dihydrophenanthrene. The resulis wilh phenolic standards are very 
useful in understanding the differences between oils from non-catalyIic and catalytic runs. Some 
major peaks around 60 min in thc 3D-plot in Figure 2 have UV spectra similar to those of phenolic 
compounds. 

The sample retention in normal-phase HPLC is governed by adsorption to the stationary phase. As 
PAHs arc electron-donors, the chemically bonded electron.acceptor stationary phase (PAH-2 phase) 
allows the selective retenlion of PAIls in non-polar mobile phases. I t  is interesting to note that all the 
phenolic compounds interact so strongly with the letrachlorophthalimidopropyl bonded-phase that 
their retention times (Figure 5 )  are longer than those of all the 16 PAHs (Figure 4). These resulls 
also indicate that. for HPLC analysis using PAH-2 column. one should be very careful in determing 
the ring size of aromatic compounds solely based on normal-phase HPLC. The most illustrative 
example is that the retention time of phenol. a single-ring compound, is even longer than that of a six- 
ring PAH. indeno(l.2.3.c,d)pyrene. 

The HPLC results seem 10 imply that. as compared to the oils from non-catalytic run (Figure I ) ,  the 
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oils from the catalytic runs (Figure 2) contain more phenolic compounds and more of heavier 
components. At first glance, these HPLC results are surprizing, as a good catalyst was used in the 
liquefaction. The present HPLC results. however, are in agreement with our earlier work on GPC. We 
have analyzed the molecular size distribution of coal-derived oils using HPLC operating in the GPC 
mode with polystyrene gel column (Song et al., 1988, 1989). The GPC results suggested that the oils 
from catalytic runs have more components with larger molecular sizes. 

GC-MS of HPLC Fractions 
To clarify the molecular components and to identify the HPLC peaks, we have collected eleven HPLC 
fractions of the oils derived from catalytic liquefaction. Figure 6 shows the maxplot together with the 
number and retention time ranges of individual HPLC fractions. We have analyzed all the HPLC 
fractions using GC-MS. The results are summarized below. 

GC-MS shows that all the HPLC peaks and fractions represent a mixture rather than a single 
component. Fraction 1 (2-3.5 min) is a co-elute of monoaromatic compounds with long-chain 
alkanes, ranging from C11 lo C35. The aromatic compounds include alkylbenzenes, indanes, and 
tetralins. The HPLC peak intensity for this fraction does not include long-chain alkanes. Fraction 2 
(3.5-6.0 min) consists of naphthalene, methylnaphthalene, and alkylbiphenyls (or acenaphthenes). 
Fraction 3 (6-8.0 min) corresponds to a small peak in the HPLC and contains C2-naphthalenes and 
other two-ring compounds. In Fraction 4 (8-10.5 min) we detected phenanthrene and a Cq-alkyl- 
substituted phenanthrene. Fraction 5 (10-1 3.5) contains many three-ring compounds, phenanthrene 
and its derivatives. Fraction 6 (14-18 min) seems to give a very noisy GC-MS total ion chromatogram 
(TIC): but some compounds in this fraction are three-ring compounds. Fraction 7 (14-18 min) 
contains four-ring compounds including fluoranthene (m/z: 202) and pyrene (m/z: 202). Fraction 8 
(21-30 min) contains several peaks with same molecular ion of mlz 216. and are probably 
methylfluoranthene and methylpyrene. 

We detected significant amount of phenolic compounds in the fractions between HF'LC retention time 
of 30 to 60 min. Begining with fraction 9 (30-38 min). phenols and indanols were observed. Fraction 
IO (38-45 min) contains mainly C1-, C2-. C3- and Cq-phenols. Fraction 11 (50-60 min) is the 
dominant phenolic fraction. It contains phenol, CI-. C2-. Cg-phenols and indanol, C1- and C2- 
indanols. These GC-MS results in combination with HPLC results clearly revealed that the oils from 
catalytic liquefaction of Wyodak subbituminous coal using a dispersed molybdenum sulfide catalyst 
contain mo& phenolic compounds (30-65 min range in HPLC) and more heavier components (70- 
1 IO min range in HPLC). as compared to oils from the non-catalytic run at 4 W C  for 30 min under 
6.9 MPa H2. The HPLC retention times for peaks with this sample are not exactly the same to those 
for the PAN and phenolic standards (due to some difference in instrumental conditions). 

In addition, the fact that a catalytic run gives more phenolic compounds also provides funher 
evidence that the initial reaction involves the cleavage of 0 -C  bonds in coal. The stabilization of the 
radicals from these bond cleavages by hydrogen transfer can produce phenolic compounds, otherwise 
these highly reactive radicals would seek self-stabilization through retrogressive cross-linking 
reactions. The use of a dispersed Mo catalyst facilitates the transfer of hydrogen to radicals. 

It should be mentioned that Clifford et al. (1994) analyzed several coal liquefaction process streams 
(oils) by normal-phase HPLC. They detected many polyaromatic compounds but did not observe 
oxygen compounds in their samples. 
products. because they were derived from two-stage catalytic liquefaction of coals in WilsonviUe pilot 
plant and HRI pilot plant. The present samples, however. were derived from primary (one-stage) 
liquefaction of Wyodak subbituminous coal under mild conditions (4GO0C, 30 min). 
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Figure 1. 3-D HpLC plot of oils from non-catalytic liquefaction of Wyodak subbituminous Coal. 
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Figure 2. 3-D HPLC plot of oils from catalytic liquefaction of Wyodak subbituminous coal. 
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Figure 3. 3-D HPLC plot of a mixture of 16 polynuclear aromatic hydrocarbons (PAHs) 
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HYDROCRACKING OF DIPHENYLALKANE LINKAGES IN THE 
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INTRODUCTION 
Diphenylalkanes have been extensively used as model substrates to probe the free 
radical mechanisms involved in C-C bond cleavage reactions during coal 
liquefaction (1). However, the fact that the macromolecular structure in coals is 
undoubtedly subject to highly resbicted motion suggests intuitively that free 
radical pathways are likely to be somewhat different from those encountered in  
the vapour phase. Indeed, this has been confirmed by the use of silica- 
immobilised substrates where bimolecular reaction steps are significantly 
perturbed for diphenylalkanes compared to the corresponding vapour phase 
reactions (2-5).  For pyrolysis studies, these model substrates have the inherent 
advantage that they do not soften and so remain in the reactor. Thus, 
immobilised substrates have considerable potential for modeling coal pyrolysis 
phenomena, particularly the effects of high hydrogen pressures (hydropyrolysis). 
Indeed, for immobilised benzene, the SO-C bond linking the substrate to the 
surface is reasonably stable and does not cleave until above 500.C (peak 
maximum at 550.C) with 150 bar hydrogen pressure (6). For immobilised 
diphenylmethane (DPM), it was demonstrated previously that the use of 150 bar 
hydrogen pressure and a sulphided Mo catalyst both reduced the peak evolution 
temperatures for benzene and toluene clearly demonstrating their separate 
contributions to promoting C-C bond cleavage (6). 

An alternative class of materials to immobilised substrates that should prove 
equally as suitable for modeling pyrolysis phenomena are cured phenol- 
formaldehyde resins. These offer the option of incorporating a wide variety of 
hydrocarbon and heteroatomic moieties into the basic phenolic macromolecular 
structure. A series of co-resites were recently prepared from phenol and, as the 
second component, a series of sulphur-containing precursors, namely 2-hydroxy 
di benzothiophene, p-hydrox ydiphenylsulphide, 4-hydroxyphenylbenzylsulphide 
and Chydroxythioanisole (7). These precursors have also been used previously 
for the preparation of silica-immobilised substrates (8) which, together with the 
resites have been used as calibrants in temperature programmed reduction (7-9). 
To investigate the hydrocracking of diphenylalkane linkages in the solid state with 
the additional aim of elucidating how the nature of a particular substrate might 
influence the reaction pathways, hydropyrolysis experiments with on-line mass 
spectrometric analysis have been conducted on silica-immobilised substrates, 
phenolic resites and a polystyrene-divinylbenzene network using hydrogen 
pressures of 5 and 150 bar. 

EXPERIMENTAL 

using the procedure described by Bar and Aizenshtat (10) which was used 
previously for the sulphur-containing resites (7). A total phenol to formaldehyde 
mole ratio of 1:2.5 was used with sodium hydroxide as catalyst for the 
condensation reaction, a mole ratio of 0.1 with respect to phenol being employed. 
The mole ratio of phenol to the monohydroxydiphenylalkanes (diphenylethane 
and propane) was 3:l to ensure that a reasonably high degree of crosslinking was 
achieved in the initial resoles. DSC indicated that co-resoles prepared with a 
mole ratio of only 1:l melted to a considerable extent in  the temperature range, 

The diphenylmethane co-resites were prepared 
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250-28W. The co-resites were cured in an oven purged with nitrogen gas at a 
temperature of 2WC.  Solid state 13C NMR was used to monitor the conversion 
of the ether/alcohol functional groups to methylene bridges during curing. Cross 
polarisatiodmagic-angle spinning (CPIMAS) spectra were obtained using a 
Bruker MSLlOO instrument operating at 25 MHz for carbon. 

The silica-immobilised samples were prepared from the appropriate phenol as 
previously described (2-5). The loadings of the diphenylmethane (DPM) and 
diphenylethane (DPE) substrates investigated here are summarised below. These 
were determined by hydrolysing the substrates with base and conducting GC 
analysis of the resultant phenols which were silylated. 

Loading, m o l  g-1 
Diphenylmethane, nonnal 0.45 
Dideuterated diphenylmethane (PhCD2Ph) 0.3 1 
Co-attached diphenylmethaneltetralin 0.28/0. I8 
Diphenylethane 0.60 

The polystyrene-divinylbenzene (PS-DVB) sample used, XAD-4 is commercially 
avahble. 

Hvdropgolvsis-MS Details on the high pressure system have been reported 
previously (7,8JI). Hydrogen pressures of 5 and 150 bar were used with a heating 
rate of 5"C/min over the range 100-600°C. Typically, between 0.2 and 0.3 g of 
the resi te (particle size range of cu 0.1-1 .O mm) was mixed with 2-3 g sand. The 
volatile species evolved were detected on-line using a quadrupole mass 
spectrometer (VG Sensorlab, 0-300 a.m.u). 

RESULTS AND DISCUSSION 
- Cl-linkaees Figure 1 shows the evolution of benzene, toluene and cresol at 150 
bar pressure from a normal phenol resite not contaimng a second constituent. 
The benzene evolving at high temperature (TMH of 550.C) is considered to arise 
mainly from the hydrodeoxygenation of phenol, cresols and xylenols. The cresol 
profile and, to a lesser extent, that for mlz 91 (this probably comprises fragment 
ions of 108) contain peaks at ca 55o.C which are attributed to the primary 
cleavage of the methylene bridges. Figure 2 compares the benzene evolution 
profiles at 150 bar pressure from the immobilised DPM substrates. As found 
previously (6), the profiles can be resolved into two broad components. The 
higher temperature one (530-60043 is consistent with that anticipated for 
cleavage of the SiO-C bond in surface-immobilised benzene. Toluene is similarly 
formed following the prior hydrogenolysis of the C-C Linkages in 
diphenylmethane according to the reaction scheme: 

-SiOPhCHZPh + 2H2 -------> SiOPhH + PhCH3 + -SiOPhCH3 + PhH 

The TMAX of 480-5000C of the lower component at is very similar to that for the 
resite suggesting that the additional free radical chemishy that occurs in the resite 
does not significantly promote the cleavage of the methylene bridges at high 
hydrogen pressure. 

The similar intensities of the m/z 78 and 79 intensities indicates that, as 
anticipated, extensive scrambling of the methylene deuteriums has occurred. The 
co-attachment of tetralin had little effect on the benzene and toluene evolution 
profiles both at low and high pressure (Figure 2). The greater m/z 78 intensity 
observed for the co-attached DPM is probably attributable to the likely 

indicating that hydrogen transfer had not occurred to a significant extent. 

CAnkaees Figures 3 and 4 show the benzene and toluene profiles from the 

evolution profiles for the immobilised DPE and DPE-containing resite at 150 
bar. Given that the relative response factor of benzene to toluene is cu 3.1, the 
toluene concentration is much the higher at low pressure. This is consistent with 

k? 

I\ 

\I 

conmbutions from teualin breakdown products. No naphthalene was detected L 

immobilised DPE at low and high pressure and Figure 4 compares the toluene \ 
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all the low pressure isothermal work on DPE (both free and immobilised) (1.2) 
where there is little evidence of cleaving the aryl-C bonds. ,At  high pressure, this 
1s c l e q  no longer the case with benzene concentration being considerably higher 
(ca 30% of that for toluene, Figures 3 and 4). Increasing the hydrogen pressure 
has also given rise to a slightly lower T M ~  for benzene and toluene (430 cf 
4 5 m )  and, as for DPM, resulted in much more benzene evolving above 5 0 W  
indicating the role of hydrogen pressure in circumventing char-forming reaction 
pathways. 

By comparison with Figure 2, the contribution below 480.C in the profile for the 
resite can be ascribed to cleavage of the DPE linkage. Although the high 
temperature conuibutions from the remainder of the resite dominate the trace, 
the low temperature region matches fairly closely that for the immobilised DPE 
with an initial TMM occurring at cu 430.C. 
CAinkagB Figure 5 shows the virtually identical toluene and ethyl benzene 
evolution profiles from the PS-DVB at 5 and 150 bar pressure.. The 
concentration of styrene evolving a low pressure was comparable to that of 
ethylbenzene. At low pressure, a sharp TMAX occurs at 4500C with smaller 
amounts of toluene and ethylbenzene evolving at higher temperatures from 
secondary reactions. At high pressure, the evolution profiles are considerably 
broader. The volatiles begin to evolve at 3200C but the broad peak in the 
temperature range is the supersition of more than one distinct reaction pathway. 
Further, much greater quantities evolve above 47QC which again is indicative the 
role of hydrogen pressure in circumventing char-forming reaction pathways. 

Figure 6 compares the evolution profile of toluene form the PS-DVB and DPP- 
containing resite. The traces are very similar indicating again that, with high 
hydrogen pressures, the primary scission of the C-C bonds in diphenylalkanes is 
fairly independent of the nature of the substrate. 

CONCLUSIONS 
The results have indicated increasing the hydrogen pressure reduces the extent of 
retrogressive chemistry for all the model substrates investigated. The primary 
pyrolytic event at high hydrogen pressure, as characterised by the evolution of 
benzene, toluene and ethylbenzene/styrene, occurs at virtually the same 
temperature for a given alkane linkage in the different substrates used. The Cz 
and C3 linkages investigated are cleaved at cu 50-1oooC lower than their C1 
counterparts. The pyrolysis of immobilised diphenylmethane appears to be 
largely unaffected by the co-attachment of tetralin. 
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Figure 1. Hydropyrolysis evolution profiles of benzene, toluene and cresol 
from the normal phenolic resite under 150 bar H2 
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Figure 2. Evolution profiles of benzene from silica-immobilised di-deuterated 
diphenylmethane and silica-immobilised di-deuterated 
diphenylmethane with co-attached tetralin under 150 bar H2 
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Figure 3. Hydropyrolysis-m.s. profiles of silica-immobilised diphenylethane 
under 5 and 150 bar H2 
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Figure 4. Toluene evolution profiles from the diphenylethane phenolic resite 
and the silica-immobilised diphenylethane under 150 bar H2 
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Figure 5.  Evolution profiles of toluene and ethylbenzene from the PS-DVB 
under 5 and 150 bar H2 
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Figure 6. A comparison of the toluene evolution profiles from the PS-DVB 
and the diphenylpropane phenolic resite under 150 bar H2 c 
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INTRODUCTION 
Research continues into coal utilisation by means which involve chemical reactions, 
particularly for the production of liquid products. Most of the new processes are based on 
hydroliquefaction, and for assessment of the suitability of particular coals for this purpose it is 
desirable to have detailed knowledge of their chemical constitution and reactivity. In respect 
of the use of coals as chemical feedstocks, as in hydroliquefaction, new classification systems 
might be desirable based on chemical parameters rather than on carbonisation properties as at 
present, and here the various functional groups attached .to the coal hydrocarbon skeleton 
would be of great importance. 

Functional groups in coals deiive from the 'heteroatoms' 0, N and S, and of these oxygen is 
by far the most important, varying regularly with coal rank between about 1 and 15% in 
British coals. Although -COOH and -CH3 groups occur in coals of very low rank, oxygen in 
British coals is distributed between hydroxyl, carbonyl and ether-type groups. The hydroxyl 
groups, which certainly include phenolic groups, are the most imporant, and probably provide 
active reaction sites during hydroliquefaction. 

Hydroxyl groups may he detected with reasonable certainty by spectroscopic methods, and 
can be measured by conversion into derivatives, e.g. by acetylation. Subsequent steps such as 
hydrolysis, distillation and titration of the movered acetic acid afford data on -OH content. 
All such methods are based on heterogeneous reaction processes and there may he residual 
doubt as to whether the reactions have progressed to equilibrium. Indeed, a method dependent 
scatter of results is seen in the literature. 

The ability of microwave heating to greatly accelerate chemical reactions is now well 
established.' The reaction mixture is typically contained in a microwave transparent Teflon 
bomb and the rate acceleration is achieved vi0 an Arrhenius effect due to the superheating of 
the solvent. For this to be possible, i t  is necessary that the solvent is polar since non-polar 
materials will not interact with the microwave field. Following testing of a wide range of 
polar solvents we have found that acetonitiile is the best choice. This is because it superheats 
rapidly and extracts the minimum amount of the more labile components of coal under the 
experimental conditions employed. GUMS analysis of the limited amount of material 
extracted reveals that oxygen containing materials constitute a negligible quantity of the 
extract. When the appropriate reagcncs are sufficiently soluble in acetonitrile, mixcd solvents 
may be used as long as one is a microwave "receptor" e.g. acetonitrileholuene. For polar 
reagents, e.g. transition metal salts, water is veiy appropriate. Of particular interest is that the 
method i s  excellent for the acceleration of a range of heterogeneous reactions.2 In this 
presentation we outline the applications of microwave heating for driving coal -OH 
derivitisation reactions. We point out both advantages and drawbacks of the method. 

Methodolagy 
A known weight (0.5 - 1.0 g) of coal (90< 212> mm) is mixed with reagents (total liquid 
volume 510 cm3) in a Teflon bomb. The Teflon bomb is placed in the microwave oven (even 
a domestic model may he used) and subjected to bursts of microwave energy until i t  is judged, 
usually on the basis of mIR, that the reaction has reached equilibrium. The time rcquired 
proves to he a function of the coal used, the reagents, and the solvent. Thcse observations 
may be understood in terms of variation of porosity of the coal, differing steric demands of the 
reagents, and differing degrces of superheating of the polar solvents. 

Acetylation 
Acetylation3 can he achieved in two ways: ( a )  With ketene, CHz=CO, a small highly 
reactive gas molecule which can move easily, pcnetrate the porous coal structure and thus 
give the maximum probability of complete rcaction with coal -OH groups, but the substance 
is very toxic and long reaction times aiE required due to loss or reagent via ketene polymers 
formed on the coal preventing further reaction with hydroxyl groups. Therefore after every 
ten hours reaction, the ketene polymers should rcinovcd hy extraclioii with toluene then, after 
drying and weighing the coal, this procedure coiitiiiucs unt i l  a constant acetyl content is  
obtained. fb) With reagents such as acetic aiiliytlritlclpyridinc, acetic anhydridekonc. 
HzS04; acetic anhydridd(CF3CO)~O CH~COi)l-IICI~~CC)OI~I. Blom ef (11.4 have pointed 
out that acetylation of coal proceeds slowly due IO steric hindrance of the -OH groups, thus 
long reaction times arc needed for reproducible daki to bc, uh1;iincd. Likewise the hydrolysis 
step may nced several days refluxing with barium hytlroxidc prior to distillation and titration 
of the acetic acid. It has been shown that3 microwavo hc;iting certainly accelerates both the 
acetylation using the conventional rcagcnts and hydrolysis reactions, and that greater 
conversions are achicved than by using the same rciigcnts iii prolonged reactions on the bench 
top. For example, seven days hydrolysis on the bciicli top prt~tluccs barium silicate, which has 
been lhrmed Crom ctchine the elass with weak l i x i u i i i  Iirdroxide, as an undesirable side 
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product, but such problems aic totally avoided in the microwave method. Thus not only is 
the microwave method more reliable in driving the reactions to equilibrium but the saving in 
time can also avoid unwanted reactions which are a function of the very long reaction times 
associated with conventional procedures. 

Even if microwave heating is used to accelerate the derivitisation and hydrolysis stages, the 
acetylation process is a multi-step procedure. We have developed a method based on 
silylation which is a "one pot" process since the silylated coal is analysed directly by 
quantitative 2% MASNMR methods. A range of silylation reagents is available but not dl 
are equally effective for use in the microwave method. For studies of coals, N- 
(trimethylsilyl)imidazole was the preferred reagent when used in acetonitrile solution. Even 
with this reagent a side reaction with more tenaciously held moisture occurred 10 give 
MegSiOH but fortunately the presence of this material did not interfere with the analysis. A 
wider range of reagents could be used for the silylation of simple substituted phenols, "model 
compounds", although a 1 : I :  1 mixture of N.0-bis(trimethy1silyl)acetamide. N- 
(trimethylsi1yl)imidazole. and trimethylchlorosilane was optimal under conditions of 
microwave heating. 

Remarkable acceleration of reactions was achieved c.g. from 24 hours (bench) to 35 minutes 
(microwave) for Creswell coal, and the ultimate -OH analytical data were in excellent 
(Creswell) or satisfactory (e.g. Cortonwood) agreement with the definitive ketene data5 
(Table la  and lb). 

The analytical method for silicon requires knowledge of the spin lattice relaxation times Ti of 
silylated coals (-8s) and of appropriate standard compounds (-25s). The method requires a 
puke delay of 5T1 (maximum) seconds between pulses, thus the accumulation time for 
quantitative spectra with good signal to noise ratios may be considerable. However, despite 
this, the time taken from commencement of analysis to result may truly be described as 

Stannvlation 
Tri-n-butyltin is a much more sterically demanding reagent chan is MegSi-. It is not surprising 
therefore that even under microwave acceleration, stannylation of 2,6-di-t-butylphenol does 
not occur. whereas. by contrast, reaction with 2.6-dimethylphenol occurs readily. The less 
sterically demanding (smaller cone angle) Me3Sn- group will react with more hindered 
phenols e.g. 2,6-diphenylphenol; the product, 2.6-Ph2CgH40SnMeg. having been confirmed. 
by single crystal X-ray crystallography. 

The usc of the triorganotin chlorides, R3SnCI (R=Me, n-Bu) was not effective for coal since 
microwave accelerated loss of reagent via side reactions, and loss due to volatility, occurred. 
More effective was the use of the oxides (RgSn0)20. The point illustrated is that microwave 
heating may accelerate both analytically desirable and undesirable reactions. 

To date a range of coals and coal maccrals has been successfully stannylated using TBTO (Le. 
bis-tri-n-butyltin oxide) in conjunction with acetonitrile, usually mixed with toluene, in 
microwave driven experiments. Quantitative methods of analysis based on 11?%i MASNMR 
are under development and it is hoped that the more sterically demanding n-BulSn- will show 
a lower apparent -OH content for a given coal than that determined with MegSi-, thus 
enabling the proportion of more hindered -OH groups to be established. 

To date preliminary qualitative 119Sn MASNMR data indicate chemical shifts similar to those 
observed for 2,6-di-substitutcd-stannylated phenols in which the 2,6-substituents are of small 
steric demand. Thus it does appear possible that the density of -OH sites of differing degrees 
of steric hindrance might be mapped out by treatment of thc same coal with a range of 
reagents of differing steric demand. 

S S  

rapid" in comparison with other methods. 

Phosohory lation 
Both 29Si (4.71%) and I19Sn (8.45%) are of relatively low natural abundance thus the 
development of quantitative MASNMR methods to include phosphonrs is attractive given the /.', 
100% abundance of 31P and its excellence as an NMR probe? In the event the microwave 
acceleration of phosphorylation reactions with phosphorus(II1) reagents, e.g. P(OEt)ZCI, 
produced complex mixtures both when the substrate was coal nr model compounds. In 
addition to direct phosphorylation of -OH, four side reactions were noted: 

2 
\ 

(i) oxidation P(II1) -+ P(V) 
(ii) hydrolysis P-CI -+ P-OH I 

? (iv) ROH+EtO-P --f ROP+EtOH 

I 

(iii) solvolysis P-OEt -+ P-OH 

This rendered quantitative study impossible. Naturally, more vigorous control of reaction 
conditions (exclusion of oxygen and moisture) would allow greater succcss but this departs 
from the objective of devising a simple, one pot method for coal -OH determination. 
Ironically, therc is qualitative evidence that phosphorylation could be better than silylation for 
identifying subtle diffeimces in -OH environments. Indeed when coal is the substrate there is 
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evidence for the occurrence of all reactions (i) - (iv) above. From the spectrum of 31P 
chemical shifts, it may be deduced that a rich variety of phosphorus environment results from 
the reaction of coal with reagents of the class P(0R)zCl. In fact the oxidation reaction is very 
rapid and regardless of the initial reagent being P(II1) or P(V), any -OH groups on the coal 
which are phosphorylated contain P(V). An oxidation and hydrolysis of a product reagent 
such as P(0Et)zCI is OP(OEt)z(OH) and this material adheres strongly to the coal suggesting 
that it originates primarily from reaction with any tenaciously held coal moisture (all coal 
samples are dried at 105°C under N2 over one or more hours). Thus whilst the system is not 
without interest chemically, the analytical usefulness is limited. It may however he noted, as 
mentioned above, that preliminary qualitative studies of tri-n-butylstannylated coals give 
chemical shifts consistent with stannylation of weakly hindered -OH groups. 

b n  Exchanne 
It may he noted that the ability of microwave heating to accelerate thc ion exchange of clay 
minerals2 may also be exploited in coal science to afford transition metal exchanged -OH 
groups (e:g. Ni2+) which are suitable for preliminary study by EXAFS to provide some 
information about average -OH environments. 

Attempts may be made to exchange the weakly acidic sites directly, or alternatively, prior 
conversion to the potassium derivative may be employed. Selection of salts of copper(I1) can 
lead to complex chemistry and ill defined products. With nickel(I1) and cohalt(I1) cleaner 
reactions could be obtained. Thus microwave derivitisation has once again proved useful in 
developing matcrials for physical study by a method (EXAFS) which may give information 
about the average environment of -OH groups in a given coal. 

Qnclusions 
Microwave heating will not necessarily accelerate only a reaction of particular analytical 
interest, the rates of side reactions may also be accelerated. If the method is to be used to 
derivitise -OH groups it is desirable to select reagents with either no or with a minimum of 
side reactions. If that condition can be fulfilled, as it usually is if the reagent is selected from 
group 14. in our view microwave heating is now the preferred method for such derivitisation 
reactions. 
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Table 1 (a) 
Quantitative 29Si MASNMR 
determination of O O H / O ~ O ~ I  

\ 

O O H / O T ~ ~ ~ ~  Quantitative 29Si MASNMR 

O O H / O T ~ ~ ~ ~  % Reaction 
Coals %C %O by Silylation Time 

Gedling 81.6 9.4 41 2h 
Ollenon 82.6 1.5 55 2h 
Linby 83.0 8.7 61 2h 
Creswell 84.5 5.9 91 35 mins. 

97 7h  ,- 
Cortonwood 81.2 3.9 84 3h 
Cwm 90.3 2.9 - 5h 
Cynheidre 95.2 0.9 - 5h 

Table l(b) 
Acetylation data from ketene and from conventional 
reagents used in the microwave oven for comparison 

OOH/oTo~]  % by Acetylation 

L J 

i 
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THE APPLICATION OF PlXElPIGE ANALYSIS TO LIQUEFACTION STUDIES 

C.J.' , C. Eloi', R.K. Anderson' and J.D. Robenson" 
]Center for Applied Energy Research and 'Department of Chemistry, University of Kentucky, 

Lexington, KY 40511-8433. 

Keywords: liquefaction, ash analysis, P E E ,  PIGE. 

Introduction 

Proposed 'full-scale' direct coal liquefaction pilot plants all incorporate a combustion/ 
gasification stage to recover the thermal content of the insoluble organic matter derived from the 
primary dissolution of the coal in process solvent. This step will result in the production of an 
ash which will have to be either sold as a value-added-product or most likely stored in a 
designated landfill, with the ongoing costs of leachate treatment added to the overall plant 
economics. At present, ash derived from coal burning power plants is exempt from federal 
regulations regarding the long-term disposal of hazardous materials. However a recent US 
Supreme Court ruling determined that ash produced from municipal incinerators must be treated 
as hazardous waste', increasing overall disposal costs by an estimated factor as high as 10, 
presenting a potentially severe economic impact upon proposed liquefaction plants. It is therefore 
imperative that data be obtained regarding both the composition and leaching properties of 
combusted liquefaction residues in order to more accurately estimate the long term processing 
costs of this material. Additionally, a need exists to follow the distribution and effective use of 
dispersed catalysts during liquefaction, as well as catalyst recovery, recycle and rejection from 
the system, which are especially important should more expensive catalytic systems be 
contemplated. 

Elemental analysis with a high energy charged-particle beam is a powerful analytical tool 
that has moved out of the realm of the specialized 'nuclear' laboratory and found widespread use 
amongst researchers in many different areas. We are currently using simultaneous particle-induced 
X-ray and gamma-ray emission analysis (PIXEJPIGE) to investigate the fate of major, minor and 
trace metal species during the direct liquefaction of a sub-bituminous coal. In addition, 
P I X E P E E  is being used to follow the fate of these species during the combustion of liquefaction 
residues. 

Particle-Induced X-ray Emission Analysis (PIXE) 

PIXE as an analytical procedure is a relatively recent innovation, being first reported in 
1970 by workers at the Lund Institute of Technology*. Because the most common particle used 
for this purpose is the proton, the acronym has also come to mean proton-induced x-ray emission. 
PIXE, like other x-ray spectroscopic techniques used for elemental analysis, utilizes the x rays 
that are emitted from the atoms in a sample when that sample is exposed to an excitation source. 
The use of a proton beam as an excitation source offers several advantages over other x-ray 
techniques. Among these are; (1) a higher rate of data accumulation across the entire periodic 
table and (2) better overall sensitivities, especially for the lower atomic number elements. In the 
case of electron excitation, the better sensitivity is due to a lower bremsstrahlung background and, 
in the case of x-ray fluorescence analysis (XRF), the enhanced sensitivity is due to the lack of 
a background continuum across the entire spectrum. Of course, the chief disadvantage of PIXE 
is that it requires the use of a particle accelerator. 

Parlicle-Induced ?ray Emission Analysis (PICE) 

PIGE is based on the detection of prompt y rays that are emitted following a charged- 
particle-induced nuclear reaction. The energy of the y ray is indicative of the isotope present and 
the intensity of the y ray is a measure of the concentration of the isotope. This technique is 
generally combined with PIXE to provide trace level concentration data for the light elements 
lithium through chlorine. Because it is based upon specific nuclear reactions, the sensitivity of 
PIGE varies greatly from isotope to isotope. For most light elements, the sensitivity is in the 
order of 1 to 100 pg per gram. A comprehensive review of the theory and analytical applications 
of PIGE can be found in the text by Bird and Williams3. 
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2. Ashing of Samples. 

In order to simulate combustion, samples of the starting coal and the liquefaction resids 
were ashed in a LECO MAC 400 proximate analyzer at 750°C in air. 

3. PIXE~PIGE analysis. 

The PIXE/PIGE measurements were performed at the University of Kentucky 7.5 MV Van 
de Graaf accelerator’. The samples were irradiated for 15 minutes with an external 2.5 MeV 
proton beam in 1 atm. of He. The X rays are detected with a retractable Si(Li) detector with a 
FWHM resolution of 165 eV at 5.90 keV (Mn Ka). A 10 pm thick critical absorber Cr foil is 
used to reduce the intensity of the Fe X rays, and a 350 p n  thick Mylar film is used to reduce 
the brehrnsstrahlung background. The y rays are detected with a HpGe detector, 20% relative 
efficiency, with a FWHM resolution of 2.4 keV at 1274 keV. A detailed description of the IBA 
facility and the PIXE/PIGE analysis procedure has been previously published*. The system was 
calibrated using standard coals obtained from the US National Institute of Standards and 
Technology (1632a and 1632b) as well as a NIST standard coal ash (1633). Previous work has 
confirmed the validity of results obtained using these standards for the analysis of coals and 
related ashes’. 

Results 

Table 1 shows the product yields determined for the liquefaction experiments, which are 
typical for the experimental conditions and catalysts used. Total conversions measured at 415°C 
for each of the iron catalyzed runs were significantly higher than the conversions measured for 
the non-catalyzed runs carried out at 440°C. 

Table 2. lists the metal retention indices calculated for each of the liquefaction resids as 
well as initial composition of the feed coal. Note that a retention index of 100 implies that 100% 
of the metal originally present in the feed coal was retained in the resid. The retention indices 
obtained for molybdenum, nickel and zinc were all several orders of magnitude above those 
calculated from the original coal composition. This was attributed to contamination of the sample 
with anti-seize compound used to protect the threads of the micro-autoclave during liquefaction. 
This compound was found to consist of molybdenum disulfide, nickel powder and zinc oxide, 
which correlates with the enrichments measured. This problem has been corrected in subsequent 
experiments, however the data to be discussed in this paper will focus on other metals. It is of 
interest to note that the retention indices measured for sodium, potassium, calcium and titanium 
were all reduced in the catalyst impregnated resid. samples suggesting the transformation of 
some of these metals into an oil soluble form during liquefaction. 

It is to be noted that the three catalyst-promoted resid samples all show a large increase 
in iron retention over the parent coal due to the iron impregnation prior to liquefaction. The most 
efficient form of iron impregnation appears to be the method used in run R3-208-3, super fine 
iron oxide addition, with 92% of the added iron being detected in the resid sample. The other two 
methods of iron addition, iron oxide addition and Fe,(S04),.5H,0 impregnation showed iron 
retentions of 75% and 50% of theoretical, suggesting that iron partitioning amongst the 
liquefaction products may differ as a function of catalyst precursor. Further work is currently 
underway to examine this hypothesis. The resid samples also showed a high degree of retention 
for sodium, strontium, aluminum, titanium and manganese. 

Table 3. lists the metal retention indices measured for each of the combusted resid 
samples. Whilst the ashing temperature (750°C) was significantly lower than the temperatures that 
would be typically found in the combustor/gasifier systems proposed for full scale liquefaction 
facilities, it does, however, demonstrate the’likelihood of the metallic species from the catalyst 
enriched resids being retained within the resulting ash. 

As expected the samples resulting from the Fe catalyst promoted liquefaction runs again 
show a high degree of enrichment in iron over the feed coal, whilst high percentages of 
strontium, aluminum, titanium and manganese are also retained in the ash. The retention of these 
metals in the combustor ash would have important consequences on the composition of leachate 
generated from a storage landfill containing combustor/gasifier ash. Future work will be directed 
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Comparison With Other Analytical Techniques 

Conventionally, analyses of minor and trace elements in coal and coal liquefaction and 
combustion residues have been carried out by Atomic Absorption (AA) and Inductively Coupled 
Plasma Atomic Emission (ICP-AE) specnoscopy, or by instrumental methods such as XRF or 
Neutron Activation Analysis (NAA). While the sensitivity of PIXE and PIGE for most elements 
is below that of AAS, ICP-AES, and NAA, it is important to keep in mind that there is no need 
to use a higher sensitivity than required by the analytical situation. 

In comparison to PIXWIGE. the main disadvantage of AAS and ICP-AES is the 
complicated and time consuming sample preparation procedure required prior to analysis. These 
steps usually involve wet or dry ashing of the coal, and dissolution of the ash via acid digestion 
or fusion. During these procedures, great care must be taken to ensure that volatile elements such 
as As and Pb are not lost and that sample contamination is avoided. The other principal drawback 
of AAS and ICP-AES is the possibility of chemical mamx interferences. 

While NAA has greater sensitivities for most metals (e.g. Hg, Cd, Sb) than PIXE in coal 
and coal ash, pre- or post- irradiation chemical separations are often required in order to achieve 
maximum sensitivities. Moreover, NAA cannot be used to determine some of the environmentally 
significant elements such as Pb, TI and Sn. Finally, PIXWIGE can provide a rapid 
multielemental analysis (20 to 30 elements) in 15 to 20 minutes, whereas a complete 
multielemental analysis by NAA may require multiple irradiations and up to 3 months of a 
delayed counting period. 

The principal advantage of applying PIXEPIGE to these particular resid samples is that the 
technique requires only a small amount sample (= 100 mg) for a complete metal analysis to be 
performed. Other traditional techniques require several grams of sample in order that ashing and 
acid digestion be carried to produce sufficient solution for a complete metal analysis. 

Experimental Procedure 

1. Coal Liquefaction Samples. 

To provide liquefaction residues for this study, experiments were performed using Wyodak 
coal supplied by CONSOL, Inc. from the Black Thunder mine in Wright, Wyoming. Four runs 
were made without added catalyst at temperatures to 440°C, and reaction times to thirty minutes 
using tetralin as solvent. In addition, to gauge the impact that typicalxatalysts may have on the 
composition of these residues, three runs were made at 415°C for 30 minutes with different Fe 
catalyst precursors. 

The three precursors used included Fez(S0,),.5Hz0 impregnated on the coal feed in an 
aqueous solution, without base precipitation (FeIII);4 Superfine Iron Oxide (SFIO), a finely 
divided 30 A iron oxide supplied by MACH I, Inc.;' and iron oxide (IO) used as a catalyst at 
the Advanced Coal Liquefaction Research and Development Facility at Wilsonville in Run 262, 
supplied by Kerr-McGee'. Additional information on these materials and methods of preparation 
is available in the literature cited. 

In a typical liquefaction experiment, 3 g of coal, ground to -200 mesh, was added to 50 
ml microautoclaves with 5.4 g tetralin. When Fe was added, dimethyl disulfide was also added 
in an amount sufficient to convert the Fe to pyrrhotite. The reactor was pressurized with hydrogen 
to 6.89 MPa (cold pressure), and agitated in a heated, air fluidized sand bath at 400 cpm. The 
reactor was cooled in a second sand bath, and gas products were collected and analyzed by gas 
chromatography. The other products were removed from the reactor with THF and extracted in 
a Soxhlet apparatus. The THF solubles were subsequently separated into pentane soluble (Oils) 
and pentane insoluble (PA+A) fractions. Total THF conversion was determined from the amount 
of insoluble material that remained (resid). Any added Fe was subtracted from the residue sample 
weight at its equivalent weight of pyrrhotite. Oils are calculated by difference, and as a result, 
water produced during liquefaction, as well as  any experimental error, is included in this fraction. 
All product yields are stated on an maf coal basis. 
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towards obtaining larger quantities of combusted resids in order to evaluate the leaching 
characteristics of these materials via standard procedures. 

Conclusions 

The results reported in this paper have demonstrated the advantages of using PD(E/PIGE 
as an approach for following the distribution of metal species during liquefaction. Further 
employment of this technique will facilitate a greater understanding of catalyst utilization, 
recovery and recycle during coal liquefaction, as well as emerging solid waste disposal concerns. 
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Table 3. Metal Retention Indices for Combusted Resid. Ash 
(% Metal retained in Ash.) 
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R b  
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Table 1. Product Yields for Liquefaction Experiments? 

Catalyst none none none none FeIII SFIO IO 

415 415 440 440 415 415 415 
Added 

Rxn temp- 
erature, "C 

Rxn time, min 

Added Fe, 
wt% mf Coal 

SIAdded Fe, 
m Im 

15 30 15 30 30 30 30 

none none none none 0.8 1.2 1.2 

3.0 3.0 none none none none 1.6 

11 Products. wt% maf Coal 
0.4 0.7 0.9 1.3 0.8 1.5 1.3 1 H C G ~ W  

c 0 + c 0 ,  4.2 4.4 5 .O 5.8 4.9 6.0 4.4 
Oils 21 28 39 45 36 37 39 
PA+A 40 43 36 28 42 40 39 
IOM 34 24 19 20 16 16 16 
THFConv. 66 76 81 80 84 84 84 

Rm nmben RZI54-2 R2-154-I R3-152.1 R3-80-1 R3-258.2 R3-208.3 R3-342.2 

a. 3.0 g Black Thunder coal in 5.4 g tetralin. using 6.89 MPa H, (cold). 

Table 2. Metal Retention Indices for Liquefaction Resids. 
(% Metal Retained in Resid.) 

A.R. R2.154-2 R2-154.1 Rl-151-1 R3-80-1 Rl-158-2 Rl-208-1  Rl-141.2 
C o d  

( P P ~ I  

58 128 143 231 116 125 121 96 

319 98 91 84 68 67 65 68 

6703 81 111 95 74 65 99 78 

351 78 113 134 50 82 64 79 

12843 67 61 56 54 39 35 36 

623 80 66 58 54 38 44 39 

44 109 108 71 69 76 63 124 

3807 82 81 81 64 207 379 315 

2 7897 14415 26323 2476 10367 3069 11079 

2806 6295 7733 1719 3945 IW3 4055 

98 IO8 86 48 93 90 ' 95 

2 82 85 76 65 67 61 55 

:: II 
243 43 57 46 32 30 45 40 

N.D. 10781 27874 31960 5457 15120 5195 19191 

A 8  16 41 112 I28 194 0 52 0 

8. 779 64 59 56 44 62 71 54 
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X-RAY CHARACTERIZATION OF THE CRYSTALLINE INORGANIC SPECIES AND 
THE ORGANIC MATRIX IN WLSONVILLE RECYCLE RESID FROM RUN # 259. 

David L. Wertz and Charles B. Smithhart' 
Department of Chemistry & Biochemistry 

and 
Center for Coal Product Research 
University of Southern Mississippi 
Hattieshurg, MS 39406-5043 USA 

Key Phrases: Pyrrhotite 11-C, hard and soft x-ray fluorescence, x-ray diffraction and 
absorption. 

INTRODUCTION. 

Products recovered from the two-stage direct liquefaction of a Pittsburgh seam coal 
(and several other coals) produced at the Wilsonville facility have been studied extensively 
as part of a global project sponsored by the U.S. Department of Energy.' 

An x-ray scattering-diffraction-fluorescence spectral study of the resids produced from 
processing Illinois # 6 coal at the Wilsonville facility has recently appeared. The effect(s) 
of the two-stage catalytic processes on the poly-cyclic aromatic character in the resids (as 
indirectly measured by the diffuse scattering caused by its graphitic layer stacking ) and on 
the crystalline inorganic materials are reported. 

Presented below are our preliminary finding from an x-ray study of the recycle resid 
produced during run # 259 at the Wilsonville facility. This study is a continuation of the 
group's efforts to utilize x-ray characterization methods to better understand the molecular 
structuring in coals and how various processes (such as liquefaction) affect that structuring. 

EXPERIMENTAL. 

Each sample was received (from Brandes) as a fine powder and was analyzed "as 
received."' 

Diffraction Experiments. A carefully weighed amount (ca. 0.5 grams) of each sample 
was deposited onto the sample holder (1.0 mm depth) and mounted into our 0-20 x-ray 
diffractometer. The sample was irradiated with copper x rays. Scattered x-ray intensities 
were accumulated by measuring the CuK, wavelength (made monochromatic by use of a 
graphite crystal at A20 = 0.01" from 28 = 1O.OO0 to 20 = 90.00'' for 2 second intervals using 
the conventional step-scan procedure? 

Absorption Experiments. A carefully weighed amount of each sample (ca. 0.1 or 0.5 
grams) was deposited onto the aluminum sample holder (which served as the substrate). 
The intensity of the (311) peak of the aluminum was measured both in the presence of and 
in the absence of the resid sample! For the recycle resid, an aluminum sample holder with 
depth of 1.0 mm was used. For its tetrahydrofuran insoluble fraction, a sample holder of 
0.1 mm depth was used. 

X-Ray Fluorescence Spectral Experiments. Approximately 1 gram of each resid was 
pressed into a pellet and then mounted into our wavelength dispersive x-ray spectrometer. 
Using chromium as the exciting radiation, both a soft x-ray spectrum (using a MOXTEK 
multi-layer as the monochromator) and a hard x-ray spectrum (using graphite as.the 
monochromator) were obtained using the normal step-scan procedure. 

RESULTS AND DISCUSSION. 

X-Ray Fluorescence Experiments. The soft and hard x-ray spectra of the recycle 
resid and its THF-insoluble fraction are presented in Figures One and Two. After 
irradiation with the Cr x rays, large secondary x-ray peaks due to iron and calcium are 
observed, along with smaller peaks due to titanium, potassium, sulfur, and silicon are 
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observed in both spectra. 
Mass Absorption Experiments. Shown in Figure Three are the intensities of the 

(311) diffraction peak from the aluminum sampleholder in the absence of and in the 
presence of the recycle resid sample. The mass absorption coefficient of each resid was 
calculated by: 

In eq. 1, T is the irradiate surface area, 0 = 0.520 for the (311) peak, and 4 and Ap are 
the areas measured under the (311) peak of aluminum in the absence of and in the presence 
of the finely powdered resid samples. The mass absorption coefficient of each sample is 
presented in Table I. 

X-Ray Diffractograms. The measured secondary x-ray intensity, I(28) was converted 
to the absorption corrected intensify by: 

The absorption corrected diffractograms of the recycle resid and its THF-fraction are shown 
in Figure Four. The absorption corrected diffractograms have been utilized throughout the 
remainder of this manuscript because peaks I'(28) are proportional to the abundances of 
the various analytes in the complicated resid matrices. 

The diffraction peaks due to the crystalline mineral components present in the resid 
(B) and its THF-insoluble component (A) are shown in Figure Six. That the mineral peak 
intensities are much higher in the THF-insoluble fractions is consistent with its significantly 
higher ash content and its significantly higher x-ray mass absorption coefficient and 
substantiates that extraction by tetrahydrofuran increases the relative abundances of the 
crystalline minerals by preferentially removing carbonaceous materials from the resid. 

Huffman, Huggins, et al! have recently reported that pyrrhotite (Fe,.,S) is formed 
by reaction with H,S during direct coal liquefaction processes using iron-based catalysts, with 
iron oxide(s) present only in the case of insufficient sulfur! Our best current correlation 
to date of the diffraction peaks with the crystalline components present in these samples 
involves pyrrhotite 11-T as well as a-quartz and other minerals but not iron oxide(s).' 

p = [Tsine/2m].In(AJ%]. (1) 

1'(28) = pm1(2e)/{ l-exp(-2pm/Tsin8)}. (2) 
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TABLE I. MASS ABSORPTION COEFFICIENT CALCULATIONS 

SAMPLE MASS 
(g) 

recycle resid 0.3351 26,130 2,303 13.8 

THF-insoluble 0.1036 23,886 1,215 54.8 
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FIGURE ONE. Hard x-ray spectra of the recycle resid and its THF-insoluble fraction. 
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FIGURE TWO. Soft x-ray spectra of the recycle resid and its THF-insoluble fraction. 
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DIFFRACTION FROM A 1  (3111 PEAK 
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FIGURE THREE. Diffraction from the (311) of the aluminum sample holders. (A) 
Diffraction intensity from the sample holder with 1.00 mm depth, and (B) intensity from the 
sample'holder with 0.3351 g of the recycle resid deposited onto it. (C) Diffraction intensity 
from the (311) peak of the aluminum sample holder with 0.10 mm depth, and (D) intensity 
from the sample holder with 0.1036 g deposited onto it. 
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FIGURE FOUR. Absorption corrected diffractograms of the recycle resid and its THF- 
insoluble fraction, 
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ORGANIC MATRIX SCATTERING 
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FIGURE FIVE. The diffuse scattering from the recycle resid (B) and its THF-insoluble 
fraction (A). 0 
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ABSTRACT 

All the major forms of nitrogen in a group of Argonne coals are detected and quantified by X-ray 
Absorption Near-Edge Structure (XANES) studies; these forins are pyridine, pyridone, and 
pyrrole. In addition, there is evidence of aromatic and quarternary amines in  small amounts, and 
virtually no saturated amines. Pyridone is found to be abundant in the low rank coals; with 
maturation of coals, the pyridone forms become transformed into pyridine forms. The 
quarternary nitrogen has been analyzed as a potential contribution to coal spectra. This compound 
has a distinctive peak in the nitrogen XANES spectra allowing contribution of quarternary 
nitrogen in the coal spectra to be determined. By this method we have found that coals generally 
have at most small quantities of quarternary nitrogen. 

INTRODUCTION 

Important natural resources such as coal often contain heteroatoms such as sulfur and nitrogen; 
these heteroatoms pose serious threats to the environment, as well as to effective utilization of 
the resources. Elucidation of the chemical structures of the heteroatom containing compounds in 
coals aids in the removal of the compounds, and also in  understanding the complex maturation 
processes of these fossil fuels. 

X-ray Absorption Near-Edge Structure (XANES) spectroscopy has been very versatile i n  direct 
and non-destructive studies of fossil fuel samples. Sulfur XANES studies have been performed 
successfully on coals( 1-6), and petroleum asphaltenes(7-9). XANES studies showed that both 
coals and petroleum asphaltenes contain saturated and aromatic forms of sulfur; thiophenic 
(aromatic) is the most dominant form, followed by sulfidic (saturated) form. There are small 
amounts of oxidized forms in coals and asphaltenes, and unlike asphaltenes, some coals have 
inorganic sulfide structures present in them. 

Nitrogen XANES studies have also been successfully performed on coals(l0,l I )  petroleum 
asphaltenes(l2), and organic parts of source rocks such as kerogens and bitumens(l3). Several 
nitrogen model compounds have been studied io analyze the fossil fuel spectra; they are pyridine, 
pyridone, pyrrole, aromatic amine, porphyrin, and saturated amine. It is found that most of the 
nitrogen is found in aromatic forms in these fossil fuel samples, with negligible quantities of 
saturated forms. Pyrrolic and pyridinic are the most common forms of nitrogen in  these samples. 
In low rank coals, considerable aiiioiints of pyridone are also found, whereas in the high rank 
coals the pyridone structures are mostly replaced by pyridine structures. I n  addition, coals also 
have small quantities of aromatic amines. Some quantities of porphyrin and smaller quantities of 
saturated amines are present in the kerogens and bitumens in addition to the other nitrogen 
structures mentioned above. 

Other methods which have been used in  the past to elucidate the nitrogen chemical structures of 
fossil-fuels have been mostly destructive and indirect. Chromatographic and extraction methods 
have been problematic either due to high molecular weights or they are not powerful enough to 
study the entire sample. Several spectroscopic studies have been performed; however, they 
suffered mostly from resolution difficulties. X-ray Photoelectron Spectroscopy (XPS) studies on 
coals(14-16) and coal-related materials( 17) have been informative. Earlier XPS studies on 
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coals(l5) have shown the presence of pyridine and pyrrole; a more recent study(l6) has also 
Shown the presence of quarternary nitrogen. XPS experiments clearly could not resolve signatures 
arising from oxygen containing pyridone or the aromatic and saturated amine structures in coals. 

In this report, preliminary XANES studies of quarternary nitrogen (pyridinium) are presented as 
a Potential contributor to coal spectra. Several analogues of pyridinium compounds have been 
studied. It is found that these structures have a distinct sharp I* resonance at 401.8 eV, and is 
invariant among the different analogues. The pyridinium resonance is between the pyridine and 
the pyridone resonances, and is distinguishable from those from other structures. The coal 
spectra do not show any prominent sharp feature at the pyridinium x* energy, and at most show 
Only small quantities of these structures. The pyridone percentage far exceeds the quarternary 
percentage, and the inverse connection between the pyridone and pyridine percentages is still 
more prominent. 

EXPERIMENTAL SETUP 

Nitrogen x-ray data on all the coal and model samples have been obtained at the soft x-ray beam 
line U4B, designed and constructed by AT&T Bell Labs(l8). at the National Synchrotron Light 
Source at Brookhaven National Laboratory. U4B is equipped with a grating monochromator with 
agrating of 600 lineslmm. The sample chamber was maintained at pressures of to 10'' torr 
by means of a turbo-molecular pump and a cryopump. The samples were mounted on pieces of 
nitrogen-free 3M tape and positioned on a sample holder by a load-lock system. A multichannel 
Ge fluorescent detector(l9) was used with a 2-ps shaping time. The energy resolution was about 
140-400 meV. 

The coal samples were provided by Dr. Karl Vorres from Argonne Premium Coal Sample Bank 
at Argonne National Laboratory(20). The coal sample suite consisted of eight samples; these 
samples belonged to varying ranks, starting from lignite to low-volatile bituminous. The samples 
were: a low-volatile bituminous coal from Pocahontas #3, VA (POC); a medium-volatile 
bituminous coal from Upper Freeport, PA (UF), four high-volatile bituminous coals from 
Pittsburgh #8, PA (PITT), Lewiston-Stockton, WV (WV), Blind Canyon, UT (UT), and Illinois 
#6, IL (IL), and a subbituminous from Wyodak-Anderson, WY (WY), and a lignite from Beulah- 
Zap, ND (ND). 

The nitrogen model samples were obtained from Aldrich Chemical Company The pyridine 
samples wereacridine, 4,7-diphenyl- 1, IO-phenanthroline, phenanthridine, di-p-tolyl pyridine, and 
4-polyvinylpyridine-costyrene; the pyridinium samples were pyridinium dichromate, I -ethyl-4- 
(methoxycaronyl) pyridinium iodide, and pyridinium 3-nitrobenzenesulfonate; the pyridone 
samples were 6-(2,2-diphenyl-2-hydroxyethyl)-2(1H)-pyridone, 2-hydroxyquinoline, 1- 
hydroxyisoquinoline, I -methyl-4-pentadecyl-2( I H)-quinoline; the pyrrole samples were 
tetrahydrocarbazole, 2-phenylindole, 9-vinylarbazole, and carbazole; the aromatic amine samples 
were 2-aminofluorene, and 2,7-diaminofluorene, and the saturated samples were 1,3,5- 
tribenzylhexahydro-I ,3,5-triazine, and diaminododecane. All the coal and the nitrogen model 
XANES spectra were calibrated with respect to the first x* resonance of zinc octaethylporphyrin 
at 399.72 eV. 

RESULTS AND DISCUSSIONS 

The XANES spectra of the coals show similar features with three well-resolved resonance 
regions(] 1). The feature at 401.8 eV is relatively insignificant compared to the major resonances; 
it  occurs at the red tail-end of the second broad resonance region between 402 and 405 eV. The 
major resonances are much more intense; of these, the first resonance at 399.7eV varies in 
inrensity among the different ranked coals. The lowest rank coal has a less intense resonance at 
399.7eV while the same resonance i n  the higher rank coals is much more intense. The second 
resonance region, upon close inspection, shows the presence of three resonances, at -402eV, 
-403.5eV, and at -405 eV. The intensity of the 402 eV also varies significantly among coals of 
different ranks; it is more prominent in the low rank coals than in the high rank coals, The 
feature at 405eV is also comparatively insignificant, and is merely a valley with varying depth, 
with no strong trend as a function of coal rank. All the coal spectra show a prominent resonance 
at 408eV. 
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XANES studies of different nitrogen model compounds have been performed in order to analyze 
the coal spectra. In the present report, spectra of six groups of model compounds have been 
associated with the coal spectra; they are pyridine, pyridinium, pyridone, pyrrole, aromatic amine 
and saturated amine. In our previous work( 1 1) we have analyzed all the above nitrogen structures 
except for pyridinium. The pyridinium x' resonances are sharp, and invariant; they are well 
grouped together at around 401.8 eV, consistent with our earlier results(l1) of the different x* 
resonances of pyridine analogues (at 399.7 eV), pyridone analogues (at 402 eV), pyrrole 
analogues (at 403.5 ev),  and aromatic amines (at 405eV). The pyridinium x* resonances occur 
at a higher energy than the pyridine x* resonances; this is consistent with the observation in the 
case of sulfur structures(5), where the x* resonances are blue shifted with more positive 
oxidation numbers. The x* resonances of pyridone, on the other hand, are generally at higher 
energies than pyridinium resonances. Perhaps with more number of analogues a small overlap 
may be observed between the pyridone and pyridinium resonances. The pyrroles have higher 
energy x* resonances compared to pyridine; we have explained this due to the difference of the 
orbital location of the lone pair of electrons at the nitrogen site. The fact that each different 
nitrogen structure has a characteristic x* absorption feature distinct from that of another structure 
helps in the analysis of coal spectra which may contain several different nitrogen structures. 

The coal spectra do not show any prominent absorption resonance at the pyridinium signature 
(401.8 eV). The coal spectra show only a wing at this absorption energy which is at least in part 
due to the pyridone resonance occurring at a higher energy. This, therefore, shows that there is 
at most a small amount of pyridinium present in the coals. This is consistent with the XPS 
results(l6) which show presence of small amounts of quarternary nitrogen in these coals. In 
contrast, XANES results show that pyridine and pyrrole are the two major nitrogen structures 
in coal, consistent with XPS studies(l6). XANES data also show signatures arising from 
pyridone, aromatic amine and saturated amine. To the best of our knowledge, unlike XANES 
methodology, XPS technique can not resolve features arising from pyridone, aromatic and 
saturated amines; XANES and XPS can therefore be considered as complimentary techniques. 

Previous results( 11) show that the low rank coals have a significant pyridone percentage and a 
low pyridine percentage; on the other hand, the opposite is true with the higher rank coals. This 
suggests that with maturation of coal, pyridone structures lose their oxygen content, and become 
transformed into pyridine. The variation of the intensity of the pyridine and the pyridone peaks 
as a function of coal rank is much inore drastic than the small pyridinium content in the different 
coals. 

CONCLUSIONS 

XANES methodology is an excellent tool for studying heteroatom structures in  coals. Nitrogen 
occurs mostly in aromatic forms in the coals: pyridine and pyrrole are the two most common 
nitrogen structures; low rank coals lhave a high percentage of pyridone and a small percentage 
of pyridine, and the opposite is true with h e  high rank coals. This leads to the conclusion that 
as coals mature, oxygen is driven away, and pyridone structures are converted into pyridine 
structures. XANES data do not show any prominent resonance at the quarternary nitrogen K* 
energy, and low rank coals have more significant amounts of pyridone than quarternary nitrogen 
structures. 
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Abstract 

A series of heteroatom-rich coal and coal-derived liquids have been analysed using gas 
chromatography (GC) in combination with three dfferent element-selective detectors. 
Selected chromatograms, including a supercritical extract (Mequinenza lignite) and 
aromatic fractions isolated from coal tar pitch samples are presented. I n  each case a 
series of sulphur- andlor nitrogen-containing compounds have been identified using 
either flame photometric detection (GCIFIDIFPD) or nitrogen-phosphorous detection 
(GCIFIDINPD) and the information compared with that obtained from a GC coupled 
to an atomic emission detector (GC-AED). Preliminary results have demonstrated the 
relative response characteristics of each detector and their respective ability to acquire 
qualitative and quantitative information in interfering background matrices. Further, 
due to the unique capabilities of GC-AED, a number of dual heteroatomic (sulphur- 
oxygen and nitrogen-oxygen) compounds have been identified. 

Introduction 

Polycyclic aromatic compounds (PAC) predominate in coal liquids as well as in other 
heavy oils derived from fossil fuels. While the polycyclic aromatic hydrocarbons 
(PAH) are usually the most abundant PAC, nitrogen-, sulphur-, and oxygen- 
containing compounds are also present in significant concentrations and their impact 
on processing and the environmenv’human health are well d~cumented(~-~). Numerous 
characterisation studies have been conducted into the nature of aromatic and 
heterocyclic compounds present in such materials and many researchers have derived 
information from pyrolysis products, solvent extracts and liquefaction prod~cts(~-6). 
Most of the recent work has focussed on the development of techniques for both 
seperation and detection of compound or element-rich fractions. The principal methods 
employed to date include capillary column gas ~hromatography(~.8), liquid 
chr~matography(~) ,  element-selective detection(lO-I6), high resolution mass 
s p e c t r ~ r n e t r y ( ~ ~ - ~ ~ )  and X-ray techniques(21). 
For the identification of heteroatomic species, the most successful approach has been 
the use of capillary column gas chromatography in combination with gas 
chromatographyhass spectrometry(a-24). However, interpretation is complicated due 
to the properties of aromatic heterocycles being very similar to those of aromatic 
hydrocarbond2) and prior fractionation or enrichment of target compounds into 
compound classes is considered an essential step for their unambiguous 
identification(l2.W. 
The use of element-selective detection in gas chromatography, for simplifying the 
analysis of complex hydrocarbon mixtures, is now relatively commonplace(25); but 
their application, particularly in the determination of uace concentrations of polycyclic 
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\ aromatic compounds, requires that due care and consideration be exercised. Flame 
photometric detector (FPD), has been extensively used for qualitative analysis of 
sulphur compounds but suffers from many inherent problems including a non-linear 
response (approx. quadratic) and compound dependency which makes quantitative 
analysis difficult and time-consuming. Moreover, quenching of the signal by coeluting 
hydrocarbons can considerably reduce sensitivity(26). For nitrogen compounds, the 
nitrogen-phosphorous detector (NPD), with a specifity (N/C) of 103-105 and a linear 
response over several orders of magnitude (see Table 1) is well suited to handling trace 
analysis in complex hydrocarbon mixtures(*’). The relatively recent introduction of 
atomic emission detection (AED), as a commercially available analytical tool has 
received comparitively little a t t e n t i ~ n ( ~ ~ - ~ ~ ) .  GC-AED offers highly selective, 
simultaneous, multi-elemental detection and claims to suffer from none of the enigmas 
associated with other element-selective detectors. Based on a microwave induced 
plasma (MP) and employing a moveable photodiode array (PDA) in a flat focal plane 
Spectrometer, the AED is capable of monitoring a broad range of elements at 
Considerably lower levels than most classical GC detectors(27). Detector response is 
linear and compound independent, with the possibility of empirical and molecular 
formula determination. 

GC analysis 

HP5890 Series I1 Gas chromatographs were used for AED and NPD analysis. A 
Perkin-Elmer 8500 gas chromatograph was used for FPD analysis. The GC-AED 
system also comprised an HP7637A Autosampler interfaced to an HP5291A AED 
Chemstation. 
Samples were analysed by GC-AED and GC/FID/FPD using a 25m BPX-5 or 
equivalent column with 0Spm film thickness and 0.32mm i.d. For NPD analysis a 
25m SE-54 column with 0.25pm film thickness and 0.25mm i.d. was used. GC and 
AED parameters are given below: 

Detector 
Injection port temperature (“C) 300 300 350 
Injection mode split (130) split (1230) splitless 
Columndetector coupling on-line on-line coupled to cavity 

0.2 or lpl 
Helium* Canier gas Helium 

@en P r o g r a m  

* High punty Helium (99.999999%) as recommended@) 

FPD N P D  AED 
- 

1P1 
Hydrogen 

Injection volume 1P1 

Initial temp: 50°C; Ramp rate: 4’C/min to 28OOC; Hold: 20 min 

Wavelength(nm) Scavenger gas 
- 

Element 
C 193.0 H2D2 
S 
N 
0 

181.4 H3102 
174.3 H W 2  
777.3 HW2/CH4 

Spectrometer purge flow: 

Results and Discussion 

The following examples illustrate the role of element-specific detectors in 
characterising heteroatomic species in coal liquids and demonstrate the unique 
capabilities of GC-AED for identifying dual or multiple heteroatom compounds in such 
materials. Further, from the chromatographic data accumulated 10 dare it.is anticipated 
that a comprehensive comparison of NPD and FPD with AED will be possible. 
Detailed qualitatative and quantitative information is currently being obtained by a 
combination of literature retention time data and model compound data. Gas 

Nimgen @ 2Vmin 
Transfer line temperature: 350°C Cavity temperature: 350°C 

I 
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chromatography-mass spectrometry (GC-MS) and GC-AED will provide structural 
characterisation.. 
From the selected chromatograms; Figure 1a.b shows the sulphur response of GC- 
AED and GC/FPD chromatograms respectively from the analysis of a supercritical gas 
extract of Mequinenza lignite. For both detectors, the chromatograms are very similar 
in general appearance (i.e. no. of peaks observed) and both display a series of alkyl 
substituted thiophenes, benzothiophenes and dibenzothiophenes. Taking into 
consideration sampling variations and the higher injector temperature employed in the 
GC-AED system the only remarkable difference is the relative peak intensities 
observed by both detectors. This can be accounted for by the compound dependency 
of the FPD and the possibility of quenching effects due to the high hydrocarbon 
presence. 
Figure 2a.b compares the AED and NPD traces respectively for a nitrogen-rich, heat 
treated, coal tar pitch aromatic fraction. As anticipated from detector response 
characteristics for nitrogen-containing species the chromatograms are almost identical 
with carbazole, substituted carbazoles, benzoacridine and benzocarbazoles being 
observed. The NPD has the advantage of a significantly greater selectivity over carbon 
(see Table 1) and consequently splitless GC injections using concentrated solutions 
were used for AED analysis. This results in what appears to be an instrument induced 
effect for the high boiling heterocyclics where peak splitting and a general distortion of 
peak shape occurs. Similar observations have been made for suphur and oxygen 
containing PACs'. 
The unique capabilities of the GC-AED as a muti-element detector are demonstrated by 
the identification of dual heteroatom compounds present in both the supercritical gas 
extract and the coal tar pitch sample. Figures 3a.b show segments of the C.S.0 and C, 
N, 0, chromatograms obtained for Mequinenza lignite and heat treated pitch 
respectively. By correlating characteristic emission wavelength responses with 
retention time data, the presence of oxygen-sulphur and nitrogen-sulphur compounds 
have been unambiguously identified. Further conformation is obtained using a 
"snapshot" facility which is a selected segment of the emission spectrum showing 
specific elemental emission wavelengths. The exact nature of these dual heteroatom 
species is as yet uncertain. Figure 4 provides further evidence of the multi-element 
character of GC-AED where the aromatic fraction from an untreated coal tar pitch has 
been analysed by GC-AED for C, S ,  N, 0 (Figure 4a) and the corresponding 
GC/FID/NPD is shown in Figure 4b. In both cases the carbon/FID channel provides 
mainly evidence of nitrogen-containing species but due to the high selectivity for both 
sulphur and oxygen over carbon for AED (see Table 1) the presence of both sulphur 
and oxygen compounds (and possibly further multiple heteroatomic species) can be 
confirmed 
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T -4 
Detectors 

FPD NPD AED 
Minimum detectable levels 2-50 0.05 (1-2) (50) . , . .  
(pgS/sec) (pgN/sec) 
Selectivity (SK) (N/C) 104-105 7*1d (8*1@) (2*1d) 
Linear response No (quadratic) YeS Yes 
Linear dynamic range 1-5*102 105 (1*104) (2*104) 
lvalues taken from literature(26) 
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COMPARISON OF SEVERAL CONTEMPORARY IONIZATION~MASS 
ANALYZER TECHNIQUES FOR LARGE COMPONENTS 

O F  COMPLEX FOSSIL-DERIVED MATERIALS 

Jerry E. Hunt and Randall E. Winans 
Chemistry Division 

Argonne National Laboratory 
Argonne, IL 60439 

Keywords: Argonne Premium Coals, mass spectrometry 

INTRODUCTION 
Coals and coal-derived samples provide a unique mixture for development and comparison of mass 
spectrometric techniques for high molecular weight analyses. The Argonne Premium Coal samples 
(APCS), a broad array of research grade standards collected, prepared, and stored under controlled 
conditions, are convenient for assessing classical and novel mass spectrometric techniques. Vacuum 
pyrolysis mass spectrometry of APCS 4 (Pittsburgh #8) has been reported.' Alkyl-substituted 
aromatic compounds and hydroxy- and dihydroxy-substituted aromatic compounds were observed. 
Newer techniques such as  laser desorption (LD), as well as in-beam techniques, such as desorption 
chemical ionization (DCI) and desorption electron ionization (DEI) are better suited to the studies 
of mixture characterization as presented by fossil fuels. 

We have previously reported laser desorption of coal extracts that show only low molecular weight 
ions (<IO00 amu).Z' The latter report compares LD with fast atom bombardment and DCI mass 
spectrometry. All three techniques produce similar data that differ only in minor details. Hanley 
reported LDMS of pyridine extracts produces a distribution of ions between 150 and 1500.' Field 
ionization mass spectrometry shows similar patterns.' Recently, others have interpreted their LD 
results in terms of high mass species (>12,000) being desorbed.&' The authors present data taken 
from single laser shots. We believe that the data presented can best be interpreted as electronic 
"noise" and that the observed signals are not related to the sample. In our hands, laser desorption 
mass spectrometry of coals and coal-derived materials does not show any reproducible ion intensity 
above 2000 u. Our results have been obtained on two different time-of-flight instruments, one 
constructed in-house and one a commercial instrument (Kratos Kompact MALDI 111). 

Laser desorption mass spectrometry has recently been used to identify high molecular weight proteins 
of mass in excess of 100,000 amu. Thus, if there are indeed large molecular species in coals or coal 
extracts, LDMS is an attractive technique. However, the conditions whereby large molecular ions 
can be desorbed intact are very specialized. The extension of LD to heavier molecules is made 
possible by embedding the sample in a chemical matrix (matrix-assisted laser desorption ionization, 
MALDI). Without this matrix, large mass species are not observed. Recently, Herod reported results 
using a time-of -flight mass spectrometer designed for MALDI analysis.' He concluded that high 
mass species (up to 200,000 u) are observed in the mass spectrum. We have used our two TOF mass 
spectrometers for coal analysis by MALDI, have carefully analyzed our data and the instrumental 
conditions, and conclude that only low molecular weight ions (up to I500 u) are observed. We 
interpret our results quite differently from Herod. First, results from both of our mass spectrometers 
are similar, i.e., ion intensities are in the mass range from about 200 to 1500. No ion peaks are 
observed at higher masses in either instrument. We did observe a problem with the detector in the 
Kratos instrument that may result in an over-interpretation of the data. The detector in the Kratos 
instrument is  very sensitive to ion saturation, that is, high ion currents cause spurious peaks to be 
observed at times of flight which are uncorrelated in time and, thus, uncorrelated in mass, These may 
be incorrectly interpreted as "true" ion signals of high mass. If, indeed, large molecules do exist in 
coal, new matrices will need to be identified which are applicable to the types of compounds found 
in coal. We are currently investigating this area. 

This study focuses on a number of complementary approaches that have been used to investigate 
fossil fuel-derived materials. LD, DCI, and DEMRMS are compared as methods of volatilizing high 
molecular weight species present in coal samples. Also, DEIHRMS on a high resolution three-sector 
tandem mass spectrometer is compared to laser desorption with laser photoionization on a time-of- 
flight instrument for high mass mixture selectivity. 
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EXPERIMENTAL 
The coals used in this study are the Argonne Premium Coal Samples 1 (Upper Freeport mvB) and 
2 (Wyodak-Andersod subB). A complete discussion of the characteristics of the coals used in this 
study has been reported.' Vacuum pyrolysis tars were prepared by heating coal in a vacuum at 400 
"C and collected at room temperature. Pyridine extracts and KOWglycol solubilization procedures 
have been reported." The E1 and DCI mass spectra were recorded on a Kratos MS 50 triple 
analyzer, The reagent gas for the DCI studies was isobutane. The solids and extracts were heated 
in the source on a small platinum wire coil from 200 "C to 700 "C at 100 "C/min. with the source 
heated at 200pC. The laser desorption and laser ionization mass spectra were recorded on a linear 
time-of-flight mass spectrometer constructed in-house and a Kratos Kompact MALDI I11 reflectron 
time-of-flight mass spectrometer. The fluence of the desorption laser is held constant at 10-100 
mJ/cm2 at a repetition rate of 20 Hz. For direct ion desorption the laser is operated close to the 
ionization threshold to minimize fragmentation of the desorbing material. The laser is operated at 
lower fluences for neutral ion desorption. The neutral molecules are then ionized by vacuum 
ultraviolet light, The 118 nm laser pulses are produced by third harmonic conversion of 355 nm light 
from a Nd:YAG laser in a high pressure Kr cell. 

RESULTS 
Figure 1 shows a comparison mass spectrum of the vacuum pyrolysis tars from APCS 1. The lower 
panel is the direct laser desorption mass spectrum and the upper panel the DCI mass spectrum of the 
same sample. In each spectrum there are only a small number of low intensity peaks below m/2=200, 
indicating the overall soft ionization of each technique. The two methods show similar peaks, with 
some variation in intensity. Overall the LD spectrum shows fewer peaks up to a mass of about 275 
as compared to a more dense region for the DCI data. In LD the more volatile species sublime and 
are not observed. Above this mass the spectra are quite similar. The peaks in the DCI data are 
generally +I species as compared to the LD data, indicating the formation of (M+H)+ ions. Several 
homologous series are observed in the LD and DCI data. Possible structures can be assigned to each 
of these series based on PyHRMS results from the same coal sample. The prominent series 
(especially in the LD data) at d z  = 230,244,258,272 is assigned to alkyl-pyrenes or fluoranthenes. 
Another series contains two different species, alkylphenyl-naphthalenes and alkylhydroxy-pyrenes 
or fluoranthenes. Thus, there is good agreement in mass, if not intensity, for these two techniques. 

Figure 1. Comparison of LD (lower panel) and DCI (upper panel) methods for vacuum pyrolysis 
tars of APCS 1 (Upper Freeport mvB). 

At higher masses there is also good agreement between the techniques. Several homologous 
series appear at these higher masses. A series at m/z = 292, 306, 320, 334, 348, 362, 376 is possibly 
alkylphenylpyrenes. Another series between 306 and 362, form an oxygen containing series with a 
suggested structure of methylbenzopyrenohran. 
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Ion Series 

230. 244.258. 272. 286. 300. 314 

The mass spectra ofthe demineralized pyridine extract of APCS 1 is shown in Figure 2. Spectrum 
A is the direct laser desorption mass spectrum of the pyridine extract and spectrum B the E1 mass 
spectrum. Again the overall absence of ion intensity below 225 in the LD indicate soft ionization, i.e., 
the molecular fragmentation is minimum. Also, in laser desorption low molecular weight (volatile) 
molecules will be lost due to the high vacuum. 

A 

Structural Type - 
alkvl Dyrene or fluoranthene 

B 

~ ~~ 

242,256,270,284,298 alkyl chrysenes 

252.266.280.294. 308 a l h l  benzopyrene or benzofluoroanthene 

Figure 2. The pyridine extract of demineralized APCS I .  A, the LD and B, the E1 mass spectrum. 

292,306,320, 334, 348,362, 376 

195.209.223.231. 251 

alkyl phenylpyrenes and pyrenobenzohran 

alkyl carbazoles 

276,290,304,318,332 alkyl benzoperylene 

In general the direct laser desorption mass spectra favor the aromatic compounds over the aliphatic, 
producing a simpler, cleaner mass spectrum, while the E1 spectra show aliphatic as well as aromatic 
species. 

Since direct laser desorption favors aromatic species at the expense of aliphatic species a method to 
enhance LD was employed. First, at low fluence, neutral molecules are desorbed, then a second laser 
pulse of 10.5-eV is used to ionize the neutrals. Since multiple photons can be absorbed increased 
ionization efficiency is expected for aliphatic species. A comparison of DEIHRMS and LD of neutral 
with photoionization is shown in Figure 3. The sample in this case is the hexane extract of the KOW 
glycol reaction of APCS 2 (Wyodak-Anderson). The overall similarity of the spectra is compelling. 
The peak from m/z = 368 to 508 are assigned as acid with the base structure H(CH,),CO,H, n = 23- 
33. An important difference in the spectra is the appearance of high mass ions in the LDLI  spectra. 
Coupled with time of flight mass spectrometry, the spectra exhibit parent ion abundance which 
conventional 70 eV electron impact lack. The peaks near d z  = 800 do not appear in the DCI MS 
spectra. These peaks may be assigned as very long chain fatty acids on the order of C,. 
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Figure 3. The laser desorptiodaser ionization mass spectrum (left) and DEIHRMS (right) of 
the hexane extract of KOWglycol reaction of AF'CS 2. 

CONCLUSION 
The mass spectra show different molecular weight distributions, but similar ion series In general LD, 
DCI, and E1 give progressively lower distributions. Furthermore, the ions present in the LD and DCI 
spectra are directly comparable, while LD and E1 produce different ion distributions. Information on 
neutrals is available from LD-photoionization. The appearance of an ion series in the m/z = 700-1 000 
range demonstrates an advantage of 10.5-eV ionization and TOF analysis Mass spectral data from 
both LDMS, DCIMS, and EIHRMS are being analyzed for all eight Argonne Premium Coal 
samples. 
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INTRODUCTION: 
Since its introduction as an analytical method in the late 1960s and early 1970s. high 

pexformance liquid chromatography (HPLC) has become widely used in environmental studies, 
especially for the analysis of PAHsl.2. PAHs are widespread environmental contaminants and 
much effort has been devoted to the development of liquid chromatographic columns which are 
sensitive to PAH separation. Reverse-phase HPLC on chemically bonded C18 has become the 
method of choice for the separation of PAHs 3-6, and a review by Wise er al. has described 
general protocols for the separation of PAHs using reverse-phase HPLC. However, direct 
analysis of PAHs in complex fuel mixtures using reverse-phase HPLC is complicated as sample 
preparations have become elaborate, due in large part to the fact that most complex organic 
materials contain compounds that are not usually miscible in acetonitrile, the solvent of choice for 
reverse-phase HPLC separations of PAHs. These materials routinely are fractionated frst into 
general compound class categories7 (i.e. aliphatics, polar compounds, aromatics, resins, and 
asphaltenes) before separation of PAHs can be performed, and usually normal-phase HPLC is 
relegated to general cleanup and isolation of the total PAH fraction. The development of "charge- 
transfer" stationary phases for separation of x-electron rich PAHs8-10 allows for the separation of 
PAHs and their isomers in the normal-phase using solvents which are generally miscible with 
complex organic systems. 

Another problem associated with HPLC analysis of complex fuel mixtures and other 
extracts of natural samples is that, in the past, normal-phase and reverse-phase HPLC have 
depended upon either fluorescence detection or monochromatic UV absorbance detection. Fetzer 
and Biggsz have pointed out, these detection methods are too selective and many compounds go 
unobserved due to varying optimal wavelengths for different compounds. Developments in the 
last fifteen years of a full spectrum UV absorbance detector ( Le. diode array detector or DAD ) 
enable full spectrum detection of HPLC eluates. A distinct advantage of the diode array HPLC 
technique, which provides UV spectra of separated fractions as a function of time, is its ability to 
identify, by spectral comparisons, the molecular components of the eluates, including the isomers 
of PAHs. 

In this paper, we demonstrate a sensitive method for the detection and analysis of PAHs in 
coal liquefaction process stream samples. This is accomplished by the normal-phase separation of 
PAHs and their alkylated derivatives using a TCPP-modified silica column8 (Hypersil Green PAH- 
2) in combination with UV-diode array detection. This method allows for a more sensitive 
detection and efficient separation of multi-ring PAHs and their isomers without elaborate sample 
preparations or on-line coupling of a reverse-phase HPLC system. 

EXPERIMENT&. 

The dilute coal liquefaction process stream samples were analyzed and separated 
using a Waters 600E HPLC and Waters 991 photodiode array detector. The column used for 
HPLC separations was a Hypersil Green PAH-2 column purchased from Keystone Scientific, 
Inc.(Bellefonte, PA). 

Mass spectral data were collected for each fraction using the solids injection probe of a 
Kratos MS-80 double-focusing high-resolution mass spectrometer. The ionization mode on the 
mass spectrometer was electron impact @I, 70 eV). Instrument control and data collection were 
accomplished by using a computer-aided Data General DS90 software system 

. A standard consisting of a mix of 16 PAHs was obtained from Supelco, 
The coal derived liquids used for two-dimensional, normal phase HPLC 

separation, were supplied by CONSOL, Inc. and consisted of five liquefaction process streams 
representing different liquefaction systems, different feed coals, and different degrees of catalytic 
activity (Table I). 

The standard PAH mix is subjected to HPLC analysis to derive response factors for 
internal standard quantitative calculations. The internal standards were benzo[b]fluoranthene and 
benzo[g,h,i]perylene, which were added to each diluted coal liquefaction stream sample at an 
appropriate concentration level. The former was used as the internal standard for samples 1, 2, 
and 3 because the compound elutes in a region containing few intense peaks in the sample eluates. 
For samples 4 and 5 we used the latter internal standard because some significant peaks were 
observed in the elution range of benzo[blfluoranthene and these would co-elute with the standard. 

The coal liquids are then filtered through 0.2 bm filters (Supelco brand ISO-DISC N-32 
3mm diameter, nylon membrane, 0.2 pm pore size filters) in order to remove any insoluble 

. .  1 I 
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material. The column, equilibrated with 100% hexane, was operated in the gradient elution m@de. 
Samples are injected onto the PAH-2 column, and following an initial 10 minute isocradc period, a 
linear gradient from 100% hexane to 100% dichloromethane is used up to 80 minutes followed by 
a fmal hold for 5 minutes. 

RESULTS AND DISCUSSION 

Knowing that coal liquefaction process streams contain numerous amounts of polynuclear 
aromatic hydrocarbons and that the PAH-2 column successfully separated PAHs in a known 
standard, we had reason to be optimistic about its use for coal process stream liquids. The 
separation obtained for liquefaction process stream samples is demonstrated by 1-D maxiplots in 
Figure 1. Peak identifications listed in Table I1 were made by comparison of retention times with 
the PAH standard and by fraction collection combined with heated probe/mass specuometry. The 
use of the latter method was deemed necessary, because many peaks did not have retention times 
that coincided with those of compounds in the standard, notably the alkylated PAHs. 

In general, the HPLC traces are characterized by both sharp peaks identified in Table I1 and 
broad regions representing unresolved components. The broad region of unresolved peaks 
between 0 and 20 minutes is constituted predominantly by two and three ring aromatics as 
determined by mass spectrometry. Most of the compounds are alkylated PAHs having very similar 
UV spectra, and some compounds are alkylated hydronaphthalenes. The second broad region of 
absorbance extends from 20 minutes retention time through to the end of the run, containing multi- 
ring PAHs and alkylated PAHs having from three to nine condensed rings. The most notable 
peaks (7, 8 and 9) are those of pyrene and its multialkylated homologs, the internal standard, 
benzo@)fluoranthene (peak 1.1). benzo(g, h, i)perylene (peak 12). and coronene (peak 16). 

We can ascnbe several important features to each chromatogram, but basically three samples 
(sample 1 and sample 2). the pressure filtered liquids, show very similar characteristics and differ 
markedly as a group from the chromatograms of the composite heavy distillates, samples 4 and 5. 

Although the three. pressure filtered liquid (PFL) samples from the HRI facility generally 
show similar features, there are subtle differences in the relative distributions of compounds 
reflecting process conditions. The chromatogram of sample 1, a PIT from the liquefaction of the 
Wyodak/Anderson coal, differs from those of sample 2 and sample 3 which were obtained from 
liquefaction conditions using the Illinois #6 coal as feedstock. While pyrene and alkylated pyrenes 
are major components of all three samples, the two process streams from the Illinois #6 coal 
contain relatively larger amounts of PAHs with more than four rings, compared with the sample 
from the WyodaklAnderson coal. This is perhaps due to the fact that the Illinois #6 coal is of 
higher rank. All three samples contain significant chromatographic intensity in the two broad 
unresolved regions described previously. Compared with sample 3, sample 2 appears to contain 
more intensity in the broad unresolved region in the early eluting portion of the chromatogram 
ascribed to two and three-ring PAHs. This could indicate that there is a relative build up of more 
refractory multi-ring material as Run CC-16 progressed. 

The chromatograms (maxiplot) for the two high temperature distillates shown in Figure. 1 
differ from the chromatograms of pressure filtered process streams in that they contain a 
predominance of compounds with generally fewer than five rings and virtually no compounds with 
more than five rings other than coronene. This data is consistent with the gc/ms data presented 
elsewherelf. The dominant peaks are those of pyrene and its alkylated homologs (peaks 7 and 8) 
and dihydro-benzopyrene and its alkylated homolog (peaks 9 and 10). Wyodak coal (sample 5 )  
appears to yield a higher proportion of dihydro-benzopyrene than Illinois #6 coal (sample 4) in its 
high temperature distillate. This is also consistent with the gc/ms data13. Unresolved components 
dominate the early part of the chromatogram but not the later retention time range. Unlike the 
pressure filtered process streams, the distillates contain no significant "hump" for unresolved 
components between retention times of 40 and 80 min. Obviously, the samples from the 
Wilsonville facility, comprised of distillates boiling below 85OOF. contain lower boiling PAH's, in 
contrast to the samples obtained from the HRI facility which were not subjected to distillation. 
This is also demonstrated by the solubility data (Table I), in that samples 1.2, and 3 have lower 
solubilities, consistent with higher molecular weight components, compared to the higher 
solubilities of samples 4 and 5 ,  consisting of lower molecular weight components. 

Table II contains the quantitative data for the five samples. As mentioned above, the 
dominant compounds exist as 1-3 ring aromatichydroaromatic compounds of undetermined 
structure. These account for more than half of the products detected. Other multiring PAHs 
individually account for between 0.05% and 1.3 % of the sample weights of the samples 1-3. 
Summing of the concentrations of peaks 1-19 in each chromatogram for samples 1-3 reveals that 
18% to 32% of the sample weights can be accounted for as detected PAHs. Samples 1 and 2, 
fdtered process streams from two different coals at the HRI facility, appear to have similar overall 
concentrations of PAHs, even though the distributions are slightly different as mentioned above. 
The difference between samples 2 and 3, from the same coal, appear to be related to changes in 
process h e ,  since they represent samples taken from different days. Samples 4 and 5, from 
the Wilsonville reactor, appear to have significantly lower concentrations of all detected 
compounds, ranging from 0.007% to a maximum of 2.3%. The significant decrease in 
concentrations compared to the samples from the HIU facility is indicative of the differences in 
liquefaction methodology. Not only are the yields of PAHs lower, but the distributions are 
different, as discussed previously. The low yields initially seemed puzding, but examination of 
the gdmS data presented in a previous rep01-t'~ indicates that significant amounts of unresolved 
complex materials having intense m / z fragment ions characteristic to structures of CnH2".3 are 
present. It is likely that the parent compounds of these fragment ions do not yield significant 
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absorptions in the W range, thus, explaining why they remain undetected by the HPLC method. 
If the compounds am. undetectable by UV-absorption, then they fall out of our analytical window, 
a pitfall for this method. 

CONCLUSIONS: 

me results outlined in this report from experiments performed in our laboratory have 
proved very encouraging. w e  were successful in the separation, characterization, and 
quantification of PAHs of a limited series of select samples which depict a broad range of 
liquefaction process conditions, using a newly developed normal-phase HPLC column, the 
Hypersil PAH-2, coupled with a W-diode array detector. We feel this method has great potential 
for the Characterization of liquefaction process streams dong with other extracts of natural products 
containing high concentrations of PAHs. The success of this method was based on the fact that it 
enabled us to identify both qualitative and quantitative differences among the limited sample set. 
Perhaps the most readily observed differences are noted between samples obtained from the HRI 
facility and the Wilsonville facility. Thus the technique can readily distinguish between sample 
types from these two liquefaction facilities, regardless of the feed coal used. Those compounds 
detectable by HPLC from the Wilsonville samples, 8500F distillates, appear to be of lower ring 
number than samples from the HRI facility, whose samples are composed of the whole process 
stream. 

The HPLC method also allows differentiation among samples from the same facility but 
differing in their process conditions. For example, a different disuibution of PAH's was obtained 
from the process stream samples in which different coal feedstocks were used. The sample 
liquefied from the Illinois #6 coal appears to have a higher amount of the multi-ring PAH's than the 
sample from the Wyodak, consistent with the fact that higher rank of coal is more likely to yield 
more of the higher condensed ring compounds. Another difference between samples indicative of 
differences in process conditions is that between samples 2 and 3. The former contains a 
significantly greater concentration of PAH's and, as a result, more of the sample can be quantified. 
The PAH distributions are similar, in a relative sense, which is indicative of the fact that the entire 
spectrum of PAH's is being reduced by the processing and could indicate a build-up of more 
refractory material as the run progressed. Subsequently, time resolved differences induce an 
overall decrease in PAH levels, which could be related to increased hydrogenation of the rings due 
to increased exposure to liquefaction conditions or to deactivation of the catalyst 
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Table I: General information including percent solubilities for 
samples 1-5. 

2 

3 

4 

5 

I I I I I I \'"I II 

92.9 I PFX HRI CC-16 Illinois filtered 
4 No. 6 process 

S t r e a m  

PFL HRI CC-16 Illinois filtered 92.6 
13 No. 6 process 

S t r e a m  

V-1067Dist. W 257 Illinois heavy 96.8 

V-1067Dist W 262 heavy 97.6 

Composite No. 6 distillate 

composite "LY distillate 
Anderson 

PFL HRI 02-15 Wyodak filtered 91.7 
11 and process 

Anderson stream 

1) PFL = pressure filter liquid; V-1067 Dist. = 8500F- distillate of second-stage 

2) HRI = Hydrocarbon Research Inc.; W = Wilsonville 
flashed bottoms 

Table 2: Assignments and weight percents for peaks labeled in Figure 1 

* = predominant contributor 
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Figure 1. Maxiplots of the HPLC chromatograms for four of the five samples examined. 
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MOLECULAR BEAM MASS SPECTROMETRIC CHARACTERIZATION OF 
BIOMASS PYROLYSIS PRODUCTS FOR FUELS AND CHEMICALS' 

F.A. Agblevor, M.F. Davis, and R.J. Evans. 
National Renewable Energy Laboratory, 
1617 Cole Boulevard, Golden, CO 80401 
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ABSTRACTS 

Converting biomass feedstocks to fuels and chemicals requires rapid characterization of the wide 
variety of possible feedstocks. The combination of pyrolysis molecular beam mass spectrometry 
(Py-MBMS) and multivariate statistical analysis offers a unique capability for characterizing these 
feedstocks. Herbaceous and woody biomass feedstocks that wert harvested at different periods 
were used in this study. The pyrolysis mass spectral data were acquired in real time on the 
MBMS, and multivariate statistical analysis (factor analysis) was used to analyze and classify Py- 
MBMS data into compound classes. The effect of harvest times on the thermal conversion of 
these feedstocks was assessed from these data. Apart from sericea lespedeza, the influence of 
harvest time on the pyrolysis products of the various feedstocks was insignificant. For sericea 
lespedeza, samples harvested before plant defoliation were significantly different from those 
harvested after defoliation. The defoliated plant samples had higher carbohydrate-derived 
pyrolysis products than the samples obtained from the foliated plant. Additionally, char yields 
from the defoliated plant samples were lower than those from the foliated plant samples. 

INTRODUCTION 

The U.S. Department of Energy has embarked on a major program to explore alternate energy sources 
including biomass. Biomass is an attractive alternative energy source because if energy crops arc managed 
sustainably. a fuel cycle rcsults that will contribute little or no net greenhouse gases to the eanh's 
amosphere. Biomass feedstocks v"y considerably in source and composition and some examples of 
biomass feedstocks are waste woods from the pulp, paper and lumber industries; demolition wood from 
urban areas; and agricultural residues and cultivated herbaceous and woody energy crops. It is projected 
that biomass energy could contribute 11 quads of the United States' energy requirement if all the biomass 
resources an: fully developed [I]. 

To embark on a large scale production of biomass energy, the quality of the fccdstock, that may be 
influenced by the time of harvest, must be assessed. Seasonal variations give rise to changes in nitrogen, 
minerals and carbohydrate content of the plants [2]. These changes in tum influence the pyrolysis 
pathways of the biomass feedstocks. Low alkali metal content of biomass species promotes cellulose 
decomposition pathways that favor levoglucosan formation whereas the high ash content of biomass favors 
hydroxyacetaldehyde and char formation reactions [3]. Similarly, a high nitrogen content of biomass 
favors char formation bccause of interaction between the amino acids and carbohydrate decomposition 
products [4]. Thus by judiciously selecting the harvest time of the biomass, it may be possible to 
influence the pyrolysis products of the feedstock. 

In addition to feedstock quality, the conversion technology is equally important for a successful biomass 
energy program. Several technologies including pyrolysis, gasification. liquefaction and biochemical 
conversion are currently under development. Fast pyrolysis technologies are receiving considerable 
anention because they can produce a more dense and easily transportable fuel compared to the original 
feedstock. The pyrolysis oils can conceivably be used as a chemical feedstock for other processes. 

Efficient pyrolytic conversion of biomass to fuels and chemicals requires a thorough understanding of the 
pyrolysis process and an efficient tool for analyzing the pyrolysis products. The molecular beam mass 
spectrometer (MBMS) is a unique tool that is capable of analyzing biomass pyrolysis products in real time. 
However, the MBMS alone offers only qualitative and semiquantitative capability, but when combined 
with multivariate statistical analysis, it offers a powerful tool to analyze blomass and other pyrolysis 
products. 

' This paper will be published as a preprint of the ACS Fuels Division Meeting, August 
21-26, 1994, Washington D.C. 
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In this paper, we discuss the application of MBMS and multivariate statistical technique in the 
classification and analysis of biomass feedstocks harvested at different periods. The influence Of harvest 
time on the pyrolysis products of the feedstocks is discussed. The goal of the study is to develop a rapid 
method for characterizing biomass and other feedstocks pyrolysis products. 

MATERIALS AND METHODS 

pyrolysis of Biomass Feedstocks 
The biomass feedstocks used in this study were supplied by subconlraclors or the National Renewable 
Energy Laboratory (NREL), Bioiuels Program. The following feedstocks (harvested in various parts of 
the Contiguous USA) were used in this study: hybrid poplar (Populus deltoides x nigra var. Caudina). 
sericea lespedeza (Lespedeza cuneata var. Serala), black locust (Robina pseudoacacia L.), and switchgrass 
(Panicum virgatum L.). Hybrid poplar samples were harvested from section # I  1 of Rocksburg Township, 
Pennington County, MN in November 1991 and March 1992; sericea lespcdcza samples were harvested 
in October and December 1992 and black locust samples were harvested from 9-year-old plants at the 
Hind's Research Farm near Ames, I A  in the fall of 1991 and spring 1992. Switchgrass samples wcre 
harvested from a 6-year-old stand located on the Koemel ranch 7 km south of Stephenville, TX in October 
1991 and August 1992. About Ikg of each feedstock was shipped to NREL whcre they were prepared 
for pyrolysis. The feedstocks were air-dried at room temperature for 4-7 days to facilitate milling because 
wet samples tend to heat up during milling. The samples were milled in a Wiley mill (Model 4) until all 
the material passed through a 2 mm screen. The ground materials were then sicvcd to -20/+80 mesh size 
and riffled to homogenize them. We stored the sieved samples in freezers until such time the analysis 
were performed. The moisture content of the feedslocks prior to pyrolysis was 57%. 

Biomass samples (20-30 mg) were weighed in quam boats in triplicates and pyrolyzed in a quench 
pyrolysis reactor. The reactor consisted of a quartz tube (2.5 cm inside diameter) with helium flowing 
through at 5 L h i n  (at STP). The reactor tubc was interfaced with the orifice of the molecular bcam mass 
spectrometer (MBMS). Extrelm Model TQMS C50. for pyrolysis vapor analysis (see detailed description 
of the MBMS in [51). The reactor was electrically heated and its temperature maintained at 55035 'C. 
The temperature profile of the biomass samples once introduced into the reactor, is unknown, although 
the pyrolysis reaction was completed in 50 s. Total pyrolysis time was 90 s (including the time the 
quam boat heats up to 550"C), but the residence time of the pyrolysis vapors in the reactor pyrolysis zone 
was -75 ms and this prevented secondary cracking reactions. The pyrolysis vapors were sampled through 
the MBMS orifice in real time. During thc sampling process, the pyrolysis vapors underwent free-jet 
expansion during their passage through the orifice and this sufficiently cooled the pyrolysis vapors to 
prevent secondary reactions or condensations. The cooled pyrolysis vapors passed through a skimmer to 
form a molecular beam that was fed to a 22.5 CV electron impact ionization triple quadrupole mass 
Spectrometer for real time analysis. Mass spectral daw for 15-300 Da were acquired on a Teknivcnt 

Multivariate Analysis of Data 
Mass spectral data acquired from the pyrolysis process were analyzed by multivariate statistical techniques. 
The data were first normalized to the total ion current to account for the sample sizc variation. Data 
reduction and resolution were carried out on the normalized data using the Interactive Self-modeling 
Multivariate Analysis (ISMA) program. The correlation amund the mean matrix was used to select the 
significant number of factors for resolution of the mass spectral data into compound classes (see details 
of this methodology in [6]). In this method, the data set was mean-centered by subtracting the mean from 
each mass variable. Each variable was weighted by its standard deviation so that all masses (both large 
and small) were equally important. This method was used to show the differenccs between the pyrolysis 
products of the biomass species and the influence of harvest time on the samples. On the other hand, the 
correlation around the origin matrix was used to extract the relative fractional concentration of compound 
classes in the biomass pyrolysis products. In performing factor analysis around the origin, the absolute 
magnitude of the relative abundance for each mass variable was also factor analyzed. However, each 
variable is weighted by the standard deviation so that each mass is equally important in this method as 
weU. This is in contrasl to factor analysis around the mean where only the differences between samples 
are used for factor analysis. The latter technique is used when only differences between samples are 
needed, while the former is used when fractional concentrations of components are to be determined. This 
can be confusing to the reader who is accustomed to factor analysis around the mean and viewing plots 
of factor score 1 versus factor score 2. When factor analysis around the origin is used, this same 
information is contained in factor scores 2 and 3, and factor score 1 contains the information about the 
mean of each variable. The number of factors selected for the analysis was limited to significant factors 
(eigenvalues >l).  Factor scores from the analysis were presented in two-dimensional plots to show 
compositional differences between various biomass materials. Materials with similar mass spectral 
intensities form clusters in the factor space. The factor analyzed data were resolved into three components 
corresponding to lignin, hexosans and pentosans. These resolved pyrolysis products of the biomass 
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feedstocks were used to determine the influence of storage time on the composition of the biomass. 

RESULTS AND DISCUSSION 

Pyrolysis-molecular beam mass spectra (Py-MBMS) for the different biomass materials (hybrid poplar. 
black locust. sericea lespedeza, and switchgrass) that were harvested at two different times of the year 
show visual similarity for all the species except sericea lespedeza. The Py-MBMS spectra can be divided 
into three main classes representing pentosans with typical m/z 43, 85.96, and 114: hexosans with typical 
m/z 31, 60, 73. 97, 126. 144, and 162; and lignins with typical m/z 124, 137, 150, 154. 167. 180, 194. 
210. and 272. A small region. which is typical of phenolic estcrs and phenylpropane lignins (m/z 94, 120. 
and 150). is prominent in the switchgrass pyrolysis mass spectra. 

The influence of harvest time cannot be readily discerned from visually inspecting most of the spectra of 
the feedstocks (see Figure l a  and Ib) except by multivariate stalistical analysis. In the case of sericea 
lespedeza. the Py-MBMS from the two harvests are visually discernible (see Figure 2a and 2b). In Figure 
2b, the pyrolysis products that derive from the carbohydrates are higher for the Dccembcr harvest 
compared to the October harvest. 

The Py-MBMS spectral data were funher analyzed using the ISMA program to highlight thc differences 
between the harvests. The analysis of the mass spectral data wing the correlation amund the mean matrix 
indicated that 87% of the variancc in the data sct could be explained using four factors. The four fmors 
were used to perform factor analysis using a correlation around the origin matrix. The factor-score plot 
(Figure 3a) showed four main groups corresponding to hardwoods, switchgrass. the October sericea 
lespedeza harvest. and the December scricea lespedeza harvest. The repeatability of the pyrolysis runs 
is indicated by the triangles in the factor score plot. The variance diagram in Figure 3b also confirms the 
clusters in the factor score plot. 

The different clusters shown in the factor space for the two sericca lespedeza harvests suggests that the 
pyrolysis products of these two feedstocks are different. The major difference between the pyrolysis 
products of the two harvests is the carbohydrate component of the feedstocks. The resolution of the 
pyrolysis spectra showed a relatively high concentration of Carbohydrate component in the December 
harvest of the sericea lespedeza compared to the October sericea lespedeza harvest. This observation is 
similar to the seasonal carbohydrate cycles noted in deciduous trees in the temperate climate. 
Carbohydrate contents of stems and branches of deciduous trees are maximized near the time of lcaf fall 
and stan to decrease in late wintcr [Z]. Although sericea lespedeza is technically not a uee. it is a woody 
shrub that defoliates in the fall like the deciduous trees. It is probable that the total reserve carbohydrate 
accumulation in this shrubby species follows a similar cycle to those observed for the trees. 

In addition to the high carbohydrate content of the Deccmbcr sericca lespedeza harvest. the char produced 
during the pyrolysis was lower (16.2f1.08) than that for the Octobcr scricea lespedeza harvest 
(21.4f1.0%). The difference in char yields was attributed to thc significant differences bxwccn thc 
nitrogen and ash contents of the two harvests. The Octobcr sericea lespedeza harvest had a high leaf to 
stem ratio (0.26) and consequently a high nitrogen content (1.14f0.10%) compared to thc Dcccmbcr 
sericea lespedeza harvest that was defoliated and had a nitrogen content of 0.75fO.I0%. The ash contcnts 
of the October and December scricea lespedeza harvests were 2.lf0.3 and 1.3i0.42 respectively. Both 
the nitrogen and ash components of the biomass are known to promote char formation. Nitrogen 
compounds are known to react with carbohydrate decomposition products during the pyrolysis process 
resulting in char [4J. 

For switchgrass samples, although thc repeatability triangles do not overlap, the differences between the 
pyrolysis products of the two harvcsts appear to be very small and statistically insignificant. The factor 
analysis of the data indicates that the switchgrass samples have a higher conccntration of components that 
are rich in m/z 120 and 150 compared to thc sericca lcspedcza and the woody species. These masses 
derive from phenolic ester units known to occur in grass lignins. Nitrogen (0.59i0.08 and 0.56f0.066%) 
and ash (5.2f0.4 and 4.8f0.2) contents of the two harvcst were similar, and hencc char yields from both 
harvests were very similar (18.6f0.3 and 18.4fl.4 %). 

Py-MBMS and factor analysis of thc woody biomass species (black locust and hybrid poplar) indicated 
that there are no significant differences in thc yield of pyrolysis products bccausc of harvest timc. Thc 
repcatability triangles overlap as shown in Figure 3a. The variancc diagram also indicatcs that the 
hardwoods are richer in lignin components compared to the non-woody species (switchgrass and scricca 
lespedeza). The woody species have very strong peakintensities at m/z 138. 154, 167. 180,194, and 210 
which are typical lignin decomposition products. Nitrogen and ash contcnts of the woody species from 
the two harvests wen: very similar and hence thc char yields were also very similar. Although seasonal 
variations in minerals, nitrogen, and rescrvcd carbohydrates contents have bccn reponcd for hardwoods, 
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*e influence of these changes on the pyrolysis products of the woody biomass feedstocks analyzed by our 
method appear to LX minimal. 

CONCLUSIONS 

The multivariate analysis of the biomass feedstocks studied shows that the influence of harvest 
time on the composition of the biomass pyrolysis products is only significant for the herbaceous 
biomass feedstock (sericea lespedeza). The pyrolysis products of woody biomass feedstocks 
appear to be less affected by the time of harvest. Thus, for fuel production from sericea 
lespedeza this factor must be taken into account. Small changes in the biomass feedstocks can 
be detected by MBMS and their subsequent influence on converting the feedstocks to fuels and 
chemicals can be assessed. The Py-MBMS technique for analyzing biomass feedstocks has some 
advantages over conventional chemical analysis in that sample preparation is minimal, very small 
samples are required for analysis, pyrolysis time is very short, and the pyrolysis data is acquired 
in real time. This technique may also find application in coal and other fossil fuel analysis. 
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Figure 1. Pyrolysis mass spectra of hybrid poplar. Note the strong similarity in the spectra of 
a) the November harvest, and b) the March harvest. 
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Figure 3a.Factor-score plot of Factor 2 versus Factor 3 of the different harvests of sericea, 
black locust, hybrid poplar, and switchgrass showing the clusters of the similar biomass 
samples in the factor space. The mangles show the repeatability of the pyrolysis runs. 
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